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1 M thermal Mono System 

1.1 System Schematic 
Figure 1-1.1: System schematic  

                 

M thermal is an integrated air to water heat pump system which is one-stop solution for space heating, space cooling and 

domestic hot water, The outdoor heat pump system extracts heat from the outdoor air and transfers this heat through 

refrigerant piping to the plate heat exchanger in the hydronic system. The heated water in the hydronic system circulates 

to low temperature heat emitters (floor heating loops or low temperature radiators) to provide space heating, and to the 

domestic hot water tank to provide domestic hot water. The 4-way valve in the outdoor unit can reverse the refrigerant 

cycle so that the hydronic system can provide chilled water for cooling using fan coil units. 

  

The heating capacity of heat pumps decreases with ambient temperature dropping. M thermal Mono can be equipped 

with a backup electric heater to provide additional heating capacity for use during extremely cold weather when the heat 

pump capacity is insufficient. The backup electric heater also serves as a backup in case of heat pump malfunction and for 

anti-freeze protection of the outside water piping in winter. 
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1.2 System Configurations 

M thermal Mono can be configured to run with the electric heater either enabled or disabled and can also be used in 

conjunction with an auxiliary heat source such as a boiler. 

 

The chosen configuration affects the size of heat pump that is required. Three typical configurations are described below. 

Refer to Figure 1-1.2. 

 

Configuration 1: Heat pump only 

▪ The heat pump covers the required capacity and no extra heating capacity is necessary.  

▪ Requires selection of larger capacity heat pump and implies higher initial investment. 

▪ Ideal for new construction in projects where energy efficiency is paramount. 

 

Configuration 2: Heat pump and backup electric heater 

▪ Heat pump covers the required capacity until the ambient temperature drops below the point at which the heat 

pump is able to provide sufficient capacity. When the ambient temperature is below this equilibrium point (as shown 

in Figure 1-1.2), the backup electric heater supplies the required additional heating capacity. 

▪ Best balance between initial investment and running costs, results in lowest lifecycle cost. 

▪ Ideal for new construction. 

 

Configuration 3: Heat pump with auxiliary heat source 

▪ Heat pump covers the required capacity until the ambient temperature drops below the point at which the heat 

pump is able to provide sufficient capacity. When the ambient temperature is below this equilibrium point (as shown 

in Figure 1-1.2), depending on the system settings, either the auxiliary heat source supplies the required additional 

heating capacity or the heat pump does not run and the auxiliary heat source covers the required capacity. 

▪ Enables selection of lower capacity heat pump. 

▪ Ideal for refurbishments and upgrades. 

 

Figure 1-1.2: System configurations 
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2 Unit Capacities 

 Table 1-2.1:M thermal Mono unit capacity range and unit appearances 

Capacity 4kW 6kW 8kW 10kW 12kW 14kW 16kW 

Model1 

(MHC-) 

V4W/D2N8-B 

V4W/D2N8-BE30 

V6W/D2N8-B 

V6W/D2N8-BE30 

V8W/D2N8-B 

V8W/D2N8-BE30 

V8W/D2N8-BER90 

V10W/D2N8-B 

V10W/D2N8-BE30 

V10W/D2N8-BER90 

V12W/D2(R)N8-B 

V12W/D2(R)N8-BE30 

V12W/D2(R)N8-BER90 

V14W/D2(R)N8-B 

V14W/D2(R)N8-BE30 

V14W/D2(R)N8-BER90 

V16W/D2(R)N8-B 

V16W/D2(R)N8-BE30 

V16W/D2(R)N8-BER90 

Appearance 

 

 

 Notes: 
1. The presence or omission of the letter R in the model names indicates the unit’s power supply: 

R: 3-phase, 380-415V, 50Hz; Omitted: 1-phase, 220-240V, 50Hz. 

 

3 Nomenclature 

M H C - V 16 W / D2 R N8 - B E R 90 

1 2 3  4 5 6  7 8 9  10 11 12 13 

 

Legend 

No. Code Remarks 

1 M Brand: Midea brand 

2 H Unit type: heat pump 

3 C Series: Mono 

4 V Inverter 

5 16 
Capacity:  

4: 4kW; 6: 6kW; 8: 8 kW; 10: 10 kW; 12: 12 kW; 14: 14 kW; 16: 16 kW; 

6 W Unit category: Outdoor unit 

7 D2 Compressor and fan motor types: All DC 

8 R 

Power Supply of heat pump 

R: 3-phase, 380-415V, 50Hz 

Omitted: 1-phase, 220-240V, 50Hz 

9 N8 Refrigerant: R32 

10 B Version code 

11 E 

Electric heating 

E: With electric heating function 

Omitted: Without electric heating function 

12 R 

Power Supply of electric heating 

R: 3-phase, 380-415V, 50Hz 

Omitted: 1-phase, 220-240V, 50Hz 

13 90 Electric heating capacity  30: 3kW; 90: 9kW; 
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4 System Design and Unit Selection 

4.1 Selection Procedure 

 

Step 1: Total heat load calculation 
  

 Calculate conditioned surface area 

Select the heat emitters (type, quantity, water temperature and heat load) 

 

Step 2: System configuration 

 

  

 Decide whether to include AHS and set AHS’s switching temperature 

Decide whether backup electric heater is enabled or disabled 

 

Step 3: Selection of outdoor units 

 

  

 Determine required total heat load on outdoor units 

Set capacity safety factor 

Select power supply 

    

 Provisionally select M thermal Mono unit capacity based on nominal 

capacity 

 

 

    
 

 Correct capacity of the outdoor units for the following items: 

Outdoor air temperature / Outdoor humidity / Water outlet temperature1 / 

Altitude / Anti-freeze fluid 

 

 

    
 

 Is corrected M thermal Mono unit capacity ≥ Required total heat load on 

outdoor units2 

 

 
Yes 

 
No  

 M thermal Mono system 

selection is complete 
 

Select a larger model or enable 

backup electric heater operation 

 

 

 
Notes: 

1. If the required water temperatures of the heat emitters are not all the same, the M thermal Mono’s outlet water temperature setting should be set at the 

highest of the heat emitter required water temperatures. If the water outlet design temperature falls between two temperatures listed in the outdoor 
unit's capacity table, calculate the corrected capacity by interpolation. 

2. If the outdoor unit selection is to be based on total heating load and total cooling load, select Mono units which satisfy not only the total heating load 

requirements but also the total cooling load requirements.  

 

  



M thermal Arctic Mono    

8   

M
id

e
a 

M
 t

h
e

rm
al

 A
rc

ti
c 

M
o

n
o

 E
n

gi
n

e
e

ri
n

g 
D

at
a 

B
o

o
k 

4.2 M thermal Leaving Water Temperature (LWT) Selection  

The recommended design LTW ranges for different types of heat emitter are: 

▪ For floor heating: 30 to 35⁰C 

▪ For fan coil units: 30 to 45⁰C 

▪ For low temperature radiators: 40 to 50⁰C 

 

4.3 Optimizing System Design 

To get the most comfort with the lowest energy consumption with M thermal, it is important to take account of the 

following considerations: 

▪ Choose heat emitters that allow the heat pump system to operate at as low a hot water temperature as possible 

whilst still providing sufficient heating. 

▪ Make sure the correct weather dependency curve is selected to match the installation environment (building 

structure, climate) as well as ender user’s demands. 

▪ Connecting room thermostats (field supplied) to the hydronic system helps prevent excessive space heating by 

stopping the outdoor unit and circulator pump when the room temperature is above the thermostat set point. 

 

4.4 Tank back up heater notice 

Heat pump will stop when T5(tank temperature) has reached the minimum of both T5S(tank setting temperature) and 

T5stop (highest tank temperature which can be reached under certain ambient temperature with heat pump only) and 

lasted for 5s. The value of T5stop is shown as below.  

If T5S is higher than T5stop, then T5S can not be reached with heat pump only. In this case, tank back up heater is needed 

in order to reach T5S. 

 

T5stop value: 

Ambient temperature(℃) < -20 -20~15 -15~-10 -10~-5 -5~0 0~5 5~10 

T5stop(℃) 35 40 45 48 52 55 56 

        

Ambient temperature(℃) 10~15 15~20 20~25 25~30 35~40 40~65 40~65 

T5stop(℃) 57 56 55 52 50 48 45 
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5 Typical Applications 

5.1 Application 1 

 
Figure 1-5.1: Application 1 

 

Legend 
1 Outdoor unit 14 Domestic hot water tank (Field supply) 

3 User interface 14.1 TBH: Domestic hot water tank booster heater (Field supply) 

4 SV1:3-way valve (Field supply) 14.2 Coil 1, heat exchanger for heat pump 

5 Balance tank (Field supply) 14.3 Coil 2, heat exchanger for Solar energy 

5.1 Automatic bleed valve 15 Filter (Accessory) 

5.2 Drainage valve 16 Check valve (Field supply) 

5.3 
Tbt1: Balance tank upper temperature sensor 
(Optional) 

17 Shut-off valve (Field supply) 

6 P_o: Zone A circulation pump (Field supply) 18 Filling valve (Field supply) 

9 P_s: Solar pump (Field supply) 19 Drainage valve (Field supply) 

9.1 Tsolar: Solar temperature sensor (Optional) 20 Tap water inlet pipe (Field supply) 

9.2 Solar panel (Field supply) 21 Hot water tap (Field supply) 

10 P_d: DHW pipe pump (Field supply) 23 Collector/distributor (Field supply) 

11 
T5: Domestic water tank temperature sensor 
(Accessory) 

24 Bypass valve (Field supply) 

12 T1: Water flow temperature sensor (Optional) FHL1…n Floor heating loop (Field supply) 

13 Expansion vessel (Field supply) AHS Auxiliary heat source (Field supply) 

Notes: 

1. The example is just for application illustration; please confirm the exact installation method according to the installation manual. 
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5.1.1 Space heating 

The ON/OFF signal and operation mode and temperature setting are set on the user interface. P_o (6) keeps running as 

long as the unit is ON for space heating, SV1(4) keeps OFF. 

 

5.1.2 Domestic water heating 

The ON/OFF signal and target tank water temperature (T5S) are set on the user interface. P_o (6) stops running as long as 

the unit is ON for domestic water heating, SV1(4) keeps ON. 

 

5.1.3 AHS (auxiliary heat source) control 

The AHS function is set on the indoor unit  

1) When the AHS is set to be valid only for heating mode, AHS can be turned on in the following ways: 

a. Turn on the AHS via BACKHEATER function on the user interface; 

b. AHS will be turned on automatically if initial water temperature is too low or target water temperature is too high at low 

ambient temperature. 

P_o (6) keeps running as long as the AHS is ON, SV1(4) keeps OFF. 

2) When the AHS is set to be valid for heating mode and DHW mode. In heating mode, AHS control is same as part 1); In 

DHW mode, AHS will be turned on automatically when the initial domestic water temperature T5 is too low or the target 

domestic water temperature is too high at low ambient temperature. P_o (6) stops running, SV1(4) keeps ON. 

3) When the AHS is set to be valid, M1M2 can be set to be valid on the user interface. In heating mode, AHS will be turned 

on if MIM2 dry contact closes. This function is invalid in DHW mode. 

 

5.1.4 TBH (tank booster heater) control 

The TBH function is set on the user interface.  

1） When the TBH is set to be valid, TBH can be turned on via TANKHEATER function on the user interface; In DHW mode, 

TBH will be turned on automatically when the initial domestic water temperature T5 is too low or the target domestic 

water temperature is too high at low ambient temperature. 

2） When the TBH is set to be valid, M1M2 can be set to be valid on the user interface. TBH will be turned on if MIM2 dry 

contact closes. 

 

5.1.5 Solar energy control 

Hydraulic module recognizes solar energy signal by judging Tsolar or receiving SL1SL2 signal from user interface. The 

recognition method can be set via SOLAR INPUT on the user interface. Please refer to 8.8.5 "For solar energy input signal" 

for wiring.  

1） When Tsolar is set to be valid, Solar energy turns ON when Tsolar is high enough, P_s(9) starts running; Solar energy 

turns OFF when Tsolar is low, P_s (9) stops running. 

2） When SL1SL2 control is set to be valid, Solar energy turns ON after receiving Solar kit signal from user interface, P_s (9) 

starts running; Without solar kit signal. Solar energy turns OFF, P_s (9) stops running. The room thermostats are not 

connected to the Mono unit but to a motorized valve. Each room’s temperature is regulated by the motorized valve on its 

water circuit. Domestic hot water is supplied from the domestic hot water tank connected to the Mono unit. A bypass 

valve is required. 
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5.2 Application 2 

ROOM THERMOSTAT Control for Space heating or cooling need to be set on the user interface. It can be set in three ways: 

MODE SET/ONE ZONE/DOUBLE ZONE. The indoor unit can be connected to a high voltage room thermostat and a low 

voltage room thermostat. A hydraulic adapter box can also be connected. Another six thermostats can be connected to the 

hydraulic adapter box. Please refer to “ROOM THERMOSTAT in installation manual” for wiring.  

5.2.1 One zone control 

 
Figure 1-5.2: Application 2-One zone control 

 

Legend 
1 Outdoor unit 17 Shut-off valve (Field supply) 

3 User interface 18 Filling valve (Field supply) 

5 Balance tank (Field supply) 19 Drainage valve (Field supply) 

5.1 Automatic bleed valve 23 Collector/distributor (Field supply) 

5.2 Drainage valve 25 Hydraulic adapter box (Optional) 

6 P_o: Zone A circulation pump (Field supply) RT 1…7 Low voltage room thermostat (Field supply) 

13 Expansion vessel (Field supply) RT8 High voltage room thermostat (Field supply ) 

15 Filter (Accessory) FHL1…n Floor heating loop (Field supply) 

Notes: 
1. The example is just for application illustration; please confirm the exact installation method according to the installation manual. 

 

Space heating 

One zone control: the unit ON/OFF is controlled by the room thermostat, cooling or heating mode and outlet water 

temperature is set on the user interface. System is ON when any “HL” of all the thermostats closes. When all “HL” open, 

system turns OFF. 

The circulation pumps operation 

When the system is ON, which means any “HL” of all the thermostats closes, P_o(6) starts running; When the system is OFF, 

which means all “HL” close, P_o (6) stops running. 
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5.2.2 Mode set control 

 

Figure 1-5.3: Application 2- Mode set control 

 

Legend 
1 Outdoor unit 17 Shut-off valve (Field supply) 

3 User interface 18 Filling valve (Field supply) 

5 Balance tank (Field supply) 19 Drainage valve (Field supply) 

5.1 Automatic bleed valve 23 Collector/distributor (Field supply) 

5.2 Drainage valve 24 Bypass valve (Field supply) 

6 P_o: Zone A circulation pump (Field supply) 25 Hydraulic adapter box (Optional) 

7 SV2: 3-way valve (Field supply) RT 1…7 Low voltage room thermostat (Field supply) 

13 Expansion vessel (Field supply) RT8 High voltage room thermostat (Field supply ) 

15 Filter (Accessory) FHL1…n Floor heating loop (Field supply) 

  FCU1...n Fan coil unit (Field supply) 

Notes: 

1. The example is just for application illustration; please confirm the exact installation method according to the installation manual. 

 

Space heating 

Cooling or heating mode is set via the room thermostat, water temperature is set on the user interface. 1) When any “CL” 

of all the thermostats close, system will be set at cooling mode. 2) When any “HL” of all the thermostats close and all “CL” 

open, system will be set at heating mode. 

The circulation pumps operation 

1) When the system is in cooling mode, which means any “CL” of all the thermostats closes, SV2(7) keeps OFF, P_o(6) starts 

running;  

2) When the system is in heating mode, which means one or more “HL” close and all “CL” open, SV2(7) keeps ON, P_o(6) 

starts running. 
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5.2.3 Double zone control 

 

Figure 1-5.4: Application 2-Double zone control 

Legend 
1 Outdoor unit 17 Shut-off valve (Field supply) 

3 User interface 17 Shut-off valve (Field supply) 

5 Balance tank (Field supply) 18 Filling valve (Field supply) 

5.1 Automatic bleed valve 19 Drainage valve (Field supply) 

5.2 Drainage valve 23 Collector/distributor (Field supply) 

6 P_o: Zone A circulation pump (Field supply) 25 Hydraulic adapter box (Optional) 

8 Mixing station (Field supply) RT 1…7 Low voltage room thermostat (Field supply) 

8.1 SV3: Mixing valve (Field supply) RT8 High voltage room thermostat (Field supply ) 

8.2 P_c: zone 2 circulation FHL1…n Floor heating loop (Field supply) 

13 Expansion vessel (Field supply) Tw2 Zone 2 water flow temperature sensor (Optional) 

15 Filter (Accessory) RAD.1...n Radiator (Field supply) 

Notes: 
1. The example is just for application illustration; please confirm the exact installation method according to the installation manual. 

 

Space heating 

Zone1 can operate in cooling mode or heating mode, while zone2 can only operate in heating mode; While installation, for 

all thermostats in zone1, only “H、L” terminals need to be connected. For all thermostats in zone2, only “C、L” terminals 

need to be connected. 

1) The ON/OFF of zone1 is controlled by the room thermostats in zone1. When any “HL” of all thermostats in zone1 closes, 

zone1 turns ON. When all “HL” turn OFF, zone1 turns OFF; Target temperature and operation mode are set on the user 

interface; 

2) In heating mode, the ON/OFF of zone2 is controlled by the room thermostats in zone2. When any ”CL” of all thermostats 

in zone2 closes, zone2 turns ON. When all “CL” open, zone2 turns OFF. Target 

temperature is set on the user interface; Zone 2 can only operate in heating mode. When cooling mode is set on the user 

interface, zone2 keeps in OFF status. 

 

The circulation pump operation 

When zone 1 is ON, P_o(6) starts running; When zone 1 is OFF, P_o(6) stops running; 

When zone 2 is ON, SV3(8.1) is ON, P_c(8.2) starts running; When zone 2 is OFF, SV3(8.1) is OFF, P_c(8.2) stops running . 

The floor heating loops require a lower water temperature in heating mode compared to radiators. To achieve these two 

set points, a mixing station is used to adapt the water temperature according to requirements of the floor heating loops. 

The radiators are directly connected to the unit water circuit and the floor heating loops are after the mixing station. The 

mixing station is controlled by the unit. 
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5.3 Application 3 

5.3.1 Group control 

 

Figure 1-5.5: Application 3- Parallel system control 

Legend 
1.1 Master unit 11.3 Coil 2: heat exchanger for heat pump 

1.2…n Slave unit 12 Filter(Accessory) 

2 User interface 13 Check valve (Field supply) 

3 SV1: 3-way valve(Field supply) 14 Shut-off valve(Field supply) 

4 Balance tank(Field supply) 17 Tap water inlet pipe(Field supply) 

4.1 Automatic bleed valve 18 Hot water tap(Field supply) 

4.2 Drainage valve 19 Collector/Distributor(Field supply) 

4.3 Tbt1: Balance tank upper temperature sensor(optional) 20 Bypass valve(Field supply) 

4.5 Filling valve 23 Mixing station(Field supply) 

5 P_O: Outside circulation pump (Field supply) 23.1 SV3: Mixing valve(Field supply) 

6 P_S: Solar pump(Field supply) 23.2 P_C: Zone B circulation pump(Field supply) 

6.1 Tsolar: Solar temperature sensor(Optional) 24 Automatic bleed valve(Field supply) 

6.2 Solar panel (Field supply) 25 Water manometer(Field supply) 

7 P_D: DHW pipe pump(Field supply) Tw2 Zone B water flow temperature sensor(Optional) 

8 T5: Domestic water tank temperature sensor(Accessory) RAD 1…n Radiator(Field supply) 

9 Expansion vessel(Field supply) FHL 1…n Floor heating loop(Field supply) 

10 T1: Total water flow temperature sensor(Optional) K Contactor(Field supply) 

11 Domestic water tank(Field supply) ZONE 1 The space operate cooling or heating mode 

11.1 TBH: Domestic water tank heater ZONE 2 The space operate heating mode 

11.2 Coil 1: heat exchanger for heat pump AHS Auxiliary heat source(Field supply) 

Notes: 

1. The example is just for application illustration; please confirm the exact installation method according to the installation manual. 

 

Modularity is perfect when an extension of capacity becomes required as the building cooling/heating demand evolves. 6 

units can be controlled in group. The group control system can control and view the operation of the entire system only by 

connecting the master to the wire controller. If the DHW function is required, the water tank can only be connected to the 

master unit water circuit through a three-way valve, and controlled by the master unit. If AHS is needed, it can only be 

connected to the master waterway and controlled by the master unit. The Tbt1 temperature sensor must be installed in 

the parallel system (otherwise unit cannot be started). If the balance tank is too large, Tbt2 needs to be added in order to 

improve the control accuracy. Tbt2 is set in the lower part of the balance tank. The water inlet and outlet pipe joints of 

each unit of the parallel system should be connected with soft connections and one-way valves must be installed at the 
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water outlet pipe. 

Space heating 

All salve units can operate in space heating mode. The operation mode and setting temperature are set on the user 

interface(2). Due to changes of the outdoor temperature and the required load indoors, multiple outdoor units may 

operate at different times. 

In cooling mode, SV3(23.1) and P_C(23.2) keep OFF, P_O(5) keeps ON; 

In heating mode, when both ZONE 1 and ZONE 2 work, P_C(23.2) and P_O(5) keeps ON, SV3(23.1) switches between ON 

and OFF according to the set Tw2. 

In heating mode, when only ZONE 1 works, P_O(5) keep ON, SV3(23.1) and P_C(23.2) keep OFF. 

In heating mode, when only ZONE 2 works, P_O(5) keep OFF, P_C(23.2) keep ON, SV3(23.1) switches between ON and OFF 

according to the set Tw2. 

 

Domestic water heating 

Only master unit(1.1) can operate in DHW mode. T5S is set on the user interface(2). In DHW mode, SV1(3) keeps ON. 

When master unit operated in DHW mode, slave units can operate in space cooling/heating mode. 

 

AHS control 

AHS should be set via the dip switches on main board; AHS is only controlled by master unit. When master unit operates in 

DHW mode, AHS can only be used for producing domestic hot water; when master unit operates in heating mode, AHS can 

only be used for heating mode. 

1) When AHS is set valid only for heating mode, it will be turned on in following conditions: 

a. Turn on BACKUPHEATER function on user interface; 

b. Master unit operates in heating mode. When inlet water temperature is too low or ambient temperature is too low, the 

target leaving water temperature is too high, AHS will be turned on automatically. 

2) When the AHS is set valid for heating mode and DHW mode. It will be turned on in following conditions: 

When master unit operates in heating mode, conditions of turning on AHS is same as 1); 

When master unit operates in heating mode, if T5 or ambient temperature is too low, target T5 temperature is too high, 

AHS will be turned on automatically. 

3)When AHS is valid, and the operation of AHS is controlled by M1M2. 

When M1M2 closes, AHS is turned on. When master unit operates in DHW mode, AHS can not be turned on by closing 

M1M2. 

 

TBH control 

TBH should be set via the dip switches on main board. TBH is only controlled by master unit. 

1) When the TBH is set to be valid, TBH can be turned on via TANKHEATER function on the user interface; In DHW mode, 

TBH will be turned on automatically when the initial domestic water temperature T5 is too low or the target domestic 

water temperature is too high at low ambient temperature. 

2) When the TBH is set to be valid, M1M2 can be set to be valid on the user interface. TBH will be turned on if MIM2 dry 

contact closes. 

 

Solar energy control 

Solar energy is only controlled by master. 

Hydraulic module recognizes solar energy signal by judging Tsolar or receiving SL1SL2 signal from user interface. The 

recognition method can be set via SOLAR INPUT on the user interface.  

1)When Tsolar is set to be valid, Solar energy turns ON when Tsolar is high enough, P_s starts running; Solar energy turns 

OFF when Tsolar is low, P_s stops running. 

2)When SL1SL2 control is set to be valid, Solar energy turns ON after receiving Solar kit signal from user interface, P_s 

starts running; Without solar kit signal. Solar energy turns OFF, P_s stops running. 
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1 Specifications  

Outdoor unit model name MHC-V4W/D2N8-B MHC-V6W/D2N8-B MHC-V8W/D2N8-B MHC-V10W/D2N8-B 

Power supply V/Ph/Hz 220-240/1/50 

Heating A7W35 

Capacity kW 4.20  6.35  8.40  10.0  

Rated input kW 0.82  1.28  1.63  2.02  

COP 5.10  4.95  5.15  4.95  

Heating A7W45 

Capacity kW 4.30  6.30  8.10  10.0  

Rated input kW 1.13  1.70  2.10  2.67  

COP 3.80  3.70  3.85  3.75  

Heating A7W55 

Capacity kW 4.40  6.00  7.50  9.50  

Rated input kW 1.49  2.03  2.36  3.06  

COP 2.95  2.95  3.18  3.10  

Heating A-7W35 

Capacity kW 4.70  6.00  7.00  8.00  

Rated input kW 1.52  2.00  2.19  2.62  

COP 3.10  3.00  3.20  3.05 

Heating A-7W55 

Capacity kW 4.00  5.15  6.15  6.85  

Rated input kW 2.05  2.58  3.00  3.43  

COP 1.95  2.00  2.05  2.00 

Cooling A35W18 

Capacity kW 4.50  6.50  8.30  9.90  

Rated input kW 0.82  1.35  1.64  2.18  

EER 5.50  4.80  5.05  4.55  

Cooling A35W7 

Capacity kW 4.98  5.31  5.82  5.95  

Rated input kW 1.36  2.33  2.22  2.52  

EER 3.45  3.00  3.35  3.25  

Seasonal space heating 

energy efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.46 6.57 6.99 7.09 

55⁰C 4.14 4.19 4.50 4.58 

Average climate 
35⁰C 4.85 4.95 5.22 5.20 

55⁰C 3.31 3.52 3.36 3.49 

Colder climate 
35⁰C 4.06 4.21 4.33 4.32 

55⁰C 2.63 2.85 2.88 2.99 

SEER Water outlet 
7⁰C 4.98  5.31 5.82  5.95  

18⁰C 7.76  8.22  8.94  8.73  

Sound power Level2 dB 55 58 59 60 

Rated water flow m3/h 0.72  1.09  1.44  1.72  

Water flow range m3/h 0.4~0.9 0.4~1.25 0.4~1.65 0.4~2.1 

Internal water volume L 2.16~6.96 2.16~6.96 2.44-7.24 2.44-7.24 

Compressor Type Twin rotary 

Outdoor fan  Motor type / Number of fans DC fan / 1 DC fan / 1 

Air side heat exchanger Finned tube 

Refrigerant R32 1.4kg 

Unit dimension (W×H×D) mm 1295×718×429 1385×865×523 

Packing dimension (W×H×D) mm 1375×885×475 1465×1035×560 

Net/Gross weight kg 86/107 105/132 
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Outdoor air 

temperature range  

Cooling ⁰C -5～43 

Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1 " R1 " R1.1/4” R1.1/4” 

Water setting 

temperature range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 
1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 

2. Sound power test condition：EN12102-1 

3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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Outdoor unit model name MHC-V12W/D2N8-B MHC-V14W/D2N8-B MHC-V16W/D2N8-B 

Power supply V/Ph/Hz 220-240/1/50 

Heating A7W35 

Capacity kW 12.1  14.5  15.9  

Rated input kW 2.44  3.15  3.53  

COP 4.95  4.60  4.50  

Heating A7W45 

Capacity kW 12.3  14.1  16.0  

Rated input kW 3.32  3.92  4.57  

COP 3.70  3.60  3.50  

Heating A7W55 

Capacity kW 11.9  13.8  16.0  

Rated input kW 3.90  4.68  5.61  

COP 3.05  2.95  2.85  

Heating A-7W35 

Capacity kW 10.00  12.00  13.10  

Rated input kW 3.33  4.21  4.85  

COP 3.00  2.85  2.70 

Heating A-7W55 

Capacity kW 9.80  11.00  12.50  

Rated input kW 4.78  5.37  6.25  

COP 2.05  2.05  2.00 

Cooling A35W18 

Capacity kW 12.00  13.50  14.2 

Rated input kW 3.04  3.74  3.94 

EER 3.95  3.61  3.61 

Cooling A35W7 

Capacity kW 11.5  12.4  14.0  

Rated input kW 4.18  4.96  5.60  

EER 2.75  2.50  2.50  

Seasonal space heating energy 

efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.48 6.58 6.29 

55⁰C 4.43 4.45 4.48 

Average climate 
35⁰C 4.81 4.72 4.62 

55⁰C 3.45 3.47 3.41 

Colder climate 
35⁰C 4.08 4.07 4.02 

55⁰C 3.02 3.05 3.12 

SEER Water outlet 
7⁰C 4.93  4.87  4.69  

18⁰C 7.13  6.94  6.75  

Sound power Level2 dB 65 65 68 

Rated water flow m3/h 2.08  2.49  2.73  

Water flow range m3/h 0.7~2.5 0.7~2.75 0.7~3.0 

Internal water volume L 2.78-7.58 2.78-7.58 2.78-7.58 

Compressor Type Twin rotary 

Outdoor fan  
Motor type DC fan 

Number of fans 1 

Air side heat exchanger Finned tube 

Refrigerant  R32 1.75kg 

Unit dimension (W×H×D) mm 1385×865×523 

Packing dimension (W×H×D) mm 1465×1035×560 

Net/Gross weight kg 129/155 

Outdoor air temperature range  Cooling ⁰C -5～43 
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Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1.1/4” 

Water setting temperature 

range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 

1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 
2. Sound power test condition：EN12102-1 
3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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Outdoor unit model name MHC-V12W/D2RN8-B MHC-V14W/D2RN8-B MHC-V16W/D2RN8-B 

Power supply V/Ph/Hz 380-415/3/50 

Heating A7W35 

Capacity kW 12.1  14.5  15.9  

Rated input kW 2.44  3.15  3.53  

COP 4.95  4.60  4.50  

Heating A7W45 

Capacity kW 12.3  14.1  16.0  

Rated input kW 3.32  3.92  4.57  

COP 3.70  3.60  3.50  

Heating A7W55 

Capacity kW 11.9  13.8  16.0  

Rated input kW 3.90  4.68  5.61  

COP 3.05  2.95  2.85  

Heating A-7W35 

Capacity kW 10.00  12.00  13.10  

Rated input kW 3.33  4.21  4.85  

COP 3.00  2.85  2.70 

Heating A-7W55 

Capacity kW 9.80  11.00  12.50  

Rated input kW 4.78  5.37  6.25  

COP 2.05  2.05  2.00 

Cooling A35W18 

Capacity kW 12.00  13.50  14.20  

Rated input kW 3.04  3.74  3.94 

EER 3.95  3.61  3.61  

Cooling A35W7 

Capacity kW 11.5  12.4  14.0  

Rated input kW 4.18  4.96  5.60  

EER 2.75  2.50  2.50  

Seasonal space heating energy 

efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.47 6.57 6.28 

55⁰C 4.42 4.45 4.47 

Average climate 
35⁰C 4.81 4.72 4.62 

55⁰C 3.45 3.47 3.41 

Colder climate 
35⁰C 4.08 4.07 4.02 

55⁰C 3.02 3.05 3.12 

SEER Water outlet 
7⁰C 4.90  4.85  4.67  

18⁰C 7.07  6.89  6.70  

Sound power Level2 dB 65 65 68 

Rated water flow m3/h 2.08 2.49 2.73 

Water flow range m3/h 0.7~2.5 0.7~2.75 0.7~3.0 

Internal water volume L 2.78-7.58 2.78-7.58 2.78-7.58 

Compressor Type Twin rotary 

Outdoor fan  
Motor type DC fan 

Number of fans 1 

Air side heat exchanger Finned tube 

Refrigerant  R32 1.75kg 

Unit dimension (W×H×D) mm 1385×865×523 

Packing dimension (W×H×D) mm 1465×1035×560 

Net/Gross weight kg 144/172 

Outdoor air temperature range  Cooling ⁰C -5～43 
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Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1.1/4” 

Water setting temperature range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 

1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 
2. Sound power test condition：EN12102-1 
3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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Outdoor unit model name 

MHC-

V4W/D2N8-

BE30 

MHC-

V6W/D2N8-

BE30 

MHC-

V8W/D2N8-

BE30 

MHC-

V8W/D2N8-

BER90 

MHC-

V10W/D2N8-

BE30 

MHC-

V10W/D2N8-

BER90 

Power supply V/Ph/Hz 
220-

240/1/50 

220-

240/1/50 

220-

240/1/50 
380-415/3/50 

220-

240/1/50 
380-415/3/50 

Heating A7W35 

Capacity kW 4.20  6.35  8.40  8.40  10.0  10.0  

Rated input kW 0.82  1.28  1.63  1.63  2.02  2.02  

COP 5.10  4.95  5.15  5.15 4.95 4.95 

Heating A7W45 

Capacity kW 4.30  6.30  8.10  8.10  10.0  10.0  

Rated input kW 1.13  1.70  2.10  2.10  2.67  2.67  

COP 3.80  3.70  3.85  3.85 3.75  3.75 

Heating A7W55 

Capacity kW 4.40  6.00  7.50  7.50  9.50  9.50  

Rated input kW 1.49  2.03  2.36  2.36  3.06  3.06  

COP 2.95  2.95  3.18  3.18 3.10  3.10 

Heating A-7W35 

Capacity kW 4.70  6.00  7.00  7.00  8.00  8.00  

Rated input kW 1.52  2.00  2.19  2.19  2.62  2.62  

COP 3.10  3.00  3.20  3.20 3.05  3.05 

Heating A-7W55 

Capacity kW 4.00  5.15  6.15  6.15  6.85  6.85  

Rated input kW 2.05  2.58  3.00  3.00  3.43  3.43  

COP 1.95  2.00  2.05  2.05 2.00  2.00 

Cooling A35W18 

Capacity kW 4.50  6.50  8.30  8.30  9.90  9.90  

Rated input kW 0.82  1.35  1.64  1.64  2.18  2.18  

EER 5.50  4.80  5.05  5.05 4.55  4.55 

Cooling A35W7 

Capacity kW 4.70  7.00  7.45  7.45  8.20  8.20  

Rated input kW 1.36  2.33  2.22  2.22  2.52  2.52 

EER 3.45  3.00  3.35  3.35 3.25  3.25 

Seasonal space 

heating energy 

efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.46 6.57 6.99 6.99 7.09 7.09 

55⁰C 4.14 4.19 4.50 4.50 4.58 4.58 

Average climate 
35⁰C 4.85 4.95 5.22 5.22 5.20 5.20 

55⁰C 3.31 3.52 3.36 3.36 3.49 3.49 

Colder climate 
35⁰C 4.06 4.21 4.33 4.33 4.32 4.32 

55⁰C 2.63 2.85 2.88 2.88 2.99 2.99 

SEER Water outlet 
7⁰C 4.98  5.31  5.82  5.82  5.95  5.95  

18⁰C 7.76  8.22  8.94  8.94  8.73  8.73  

Sound power Level2 dB 55 58 59 59 59 59 

Rated water flow m3/h 0.72  1.09  1.44  1.44  1.72  1.72  

Water flow range m3/h 0.4~0.9 0.4~1.25 0.4~1.65 0.4~1.65 0.4~2.1 0.4~2.1 

Internal water volume L 3.31-8.11 3.31-8.11 3.59-8.39 3.49-8.29 3.59-8.39 3.49-8.29 

Backup electric 

heater 

Capacity kW 3 3 3 9 3 9 

Power supply V/Ph/Hz 
220-240 

/1/50 

220-240 

/1/50 

220-240 

/1/50 

380-415 

/3/50 

220-240 

/1/50 

380-415 

/3/50 

Compressor Type Twin rotary 

Outdoor fan  Motor type / Number of fans DC fan / 1 

Air side heat exchanger Finned tube 
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Refrigerant R32 1.4kg 

Unit dimension (W×H×D) mm 1295×718×429 1385×865×523 

Packing dimension (W×H×D) mm 1375×885×475 1465×1035×560 

Net/Gross weight kg 91/112 110/137 

Outdoor air 

temperature 

range  

Cooling ⁰C -5～43 

Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1 " R1 " R1.1/4” R1.1/4” R1.1/4” R1.1/4” 

Water setting 

temperature 

range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 
1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 

2. Sound power test condition：EN12102-1 
3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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Outdoor unit model name 
MHC-V12W 

/D2N8-BE30 

MHC-V12W 

/D2N8-BER90 

MHC-V14W 

/D2N8-BE30 

MHC-V14W 

/D2N8-BER90 

MHC-V16W 

/D2N8-BE30 

MHC-V16W 

/D2N8-BER90 

Power supply V/Ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50 

Heating A7W35 

Capacity kW 12.1  12.1  14.5  14.5  15.9  15.9  

Rated input kW 2.44  2.44  3.15  3.15  3.53  3.53  

COP 4.95  4.95 4.60  4.60 4.50  4.50 

Heating A7W45 

Capacity kW 12.3  12.3  14.1  14.1  16.0  16.0  

Rated input kW 3.32  3.32  3.92  3.92  4.57  4.57  

COP 3.70  3.70 3.60  3.60 3.50  3.50 

Heating A7W55 

Capacity kW 11.9  11.9  13.8  13.8  16.0  16.0  

Rated input kW 3.90  3.90  4.68  4.68  5.61  5.61  

COP 3.05  3.05 2.95  2.95 2.85  2.85 

Heating A-7W35 

Capacity kW 10.00  10.00  12.00  12.00  13.10  13.10  

Rated input kW 3.33  3.33  4.21  4.21  4.85  4.85  

COP 3.00  3.00 2.85  2.85 2.70  2.70 

Heating A-7W55 

Capacity kW 9.80  9.80  11.00  11.00  12.50  12.50  

Rated input kW 4.78  4.78  5.37  5.37  6.25  6.25  

COP 2.05  2.05 2.05  2.05 2.00  2.00 

Cooling A35W18 

Capacity kW 12.00  12.00  13.50  13.50  14.2 14.2 

Rated input kW 3.04  3.04  3.74  3.74  3.94 3.94 

EER 3.95  3.95 3.61  3.61  3.61  3.61  

Cooling A35W7 

Capacity kW 11.5  11.5  12.4  12.4  14.0  14.0  

Rated input kW 4.18  4.18  4.96  4.96  5.60  5.60  

EER 2.75  2.75 2.50  2.50 2.50 2.50 

Seasonal space heating 

energy efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.48 6.48 6.58 6.58 6.29 6.29 

55⁰C 4.43 4.43 4.45 4.45 4.48 4.48 

Average climate 
35⁰C 4.81 4.81 4.72 4.72 4.62 4.62 

55⁰C 3.45 3.45 3.47 3.47 3.41 3.41 

Colder climate 
35⁰C 4.08 4.08 4.07 4.07 4.02 4.02 

55⁰C 3.02 3.02 3.05 3.05 3.12 3.12 

SEER Water outlet 
7⁰C 4.93  4.93  4.87  4.87  4.69  4.69  

18⁰C 7.13  7.13  6.94  6.94  6.75  6.75  

Sound power Level2 dB 65 65 65 65 68 68 

Rated water flow m3/h 2.08  2.08  2.49  2.49  2.73  2.73  

Water flow range m3/h 0.7~2.5 0.7~2.5 0.7~2.75 0.7~2.75 0.7~3.0 0.7~3.0 

Internal water volume L 3.93-8.73 3.83-8.63 3.93-8.73 3.83-8.63 3.93-8.73 3.83-8.63 

Backup electric heater 
Capacity kW 3 9 3 9 3 9 

Power supply V/Ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50 

Compressor Type Twin rotary 

Outdoor fan  
Motor type DC fan 

Number of fans 1 

Air side heat exchanger Finned tube 

Refrigerant  R32 1.75kg 

Unit dimension (W×H×D) mm 1385×865×523 
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Packing dimension (W×H×D) mm 1465×1035×560 

Net/Gross weight kg 134/160 

Outdoor air 

temperature range  

Cooling ⁰C -5～43 

Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1.1/4” 

Water setting 

temperature range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 
1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 
2. Sound power test condition：EN12102-1 

3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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Outdoor unit model name 

MHC-V12W 

/D2RN8-

BE30 

MHC-V12W 

/D2RN8-

BER90 

MHC-V14W 

/D2RN8-

BE30 

MHC-V14W 

/D2RN8-

BER90 

MHC-V16W 

/D2RN8-

BE30 

MHC-V16W 

/D2RN8-

BER90 

Power supply V/Ph/Hz 380-415/3/50 

Heating A7W35 

Capacity kW 12.1  12.1  14.5  14.5  15.9  15.9  

Rated input kW 2.44  2.44  3.15  3.15  3.53  3.53  

COP 4.95  4.95 4.60 4.60 4.50  4.50 

Heating A7W45 

Capacity kW 12.3  12.3  14.1  14.1  16.0  16.0  

Rated input kW 3.32  3.32  3.92  3.92  4.57  4.57  

COP 3.70  3.70 3.60 3.60 3.50  3.50 

Heating A7W55 

Capacity kW 11.9  11.9  13.8  13.8  16.0  16.0  

Rated input kW 3.90  3.90  4.68  4.68  5.61  5.61  

COP 3.05  3.05 2.95  2.95 2.85  2.85 

Heating A-7W35 

Capacity kW 10.00  10.00  12.00  12.00  13.10  13.10  

Rated input kW 3.33  3.33  4.21  4.21  4.85  4.85  

COP 3.00  3.00 2.85  2.85 2.70  2.70 

Heating A-7W55 

Capacity kW 9.80  9.80  11.00  11.00  12.50  12.50  

Rated input kW 4.78  4.78  5.37  5.37  6.25  6.25  

COP 2.05  2.05 2.05  2.05 2.00  2.00 

Cooling A35W18 

Capacity kW 12.00  12.00  13.50  13.50  14.2 14.2 

Rated input kW 3.04  3.04  3.74  3.74  3.94 3.94 

EER 3.95  3.95 3.61  3.61 3.61  3.61 

Cooling A35W7 

Capacity kW 11.5  11.5  12.4  12.4  14.0  14.0  

Rated input kW 4.18  4.18  4.96  4.96  5.60  5.60  

EER 2.75  2.75 2.50  2.50 2.50  2.50 

Seasonal space heating 

energy efficiency class 

Water outlet at 35⁰C A+++ 

Water outlet at 55⁰C A++ 

SCOP 

Warmer climate 
35⁰C 6.47 6.47 6.57 6.57 6.28 6.28 

55⁰C 4.42 4.42 4.45 4.45 4.47 4.47 

Average climate 
35⁰C 4.81 4.81 4.72 4.72 4.62 4.62 

55⁰C 3.45 3.45 3.47 3.47 3.41 3.41 

Colder climate 
35⁰C 4.08 4.08 4.07 4.07 4.02 4.02 

55⁰C 3.02 3.02 3.05 3.05 3.12 3.12 

SEER Water outlet 
7⁰C 4.90  4.90  4.85  4.85  4.67  4.67  

18⁰C 7.07  7.07  6.89  6.89  6.70  6.70  

Sound power Level2 dB 65 65 65 65 68 68 

Rated water flow m3/h 2.08  2.08  2.49  2.49  2.73  2.73  

Water flow range m3/h 0.7~2.5 0.7~2.5 0.7~2.75 0.7~2.75 0.7~3.0 0.7~3.0 

Internal water volume L 3.93-8.73 3.83-8.63 3.93-8.73 3.83-8.63 3.93-8.73 3.83-8.63 

Backup electric heater 

Capacity kW 3 9 3 9 3 9 

Power supply V/Ph/Hz 
220-

240/1/50 

380-415/3/50 220-

240/1/50 

380-415/3/50 220-

240/1/50 

380-

415/3/50 

Compressor Type Twin rotary 

Outdoor fan  
Motor type DC fan 

Number of fans 1 

Air side heat exchanger Finned tube 

Refrigerant  R32 1.75kg 
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Unit dimension (W×H×D) mm 1385×865×523 

Packing dimension (W×H×D) mm 1465×1035×560 

Net/Gross weight kg 149/177 

Outdoor air 

temperature range  

Cooling ⁰C -5～43 

Heating ⁰C -25～35 

DHW ⁰C -25～43 

Water side heat exchanger Plate type 

Water side connection R1.1/4” 

Water setting 

temperature range 

Cooling ⁰C 5～25 

Heating ⁰C 25～65 

DHW3 ⁰C 20～60 

Notes: 
1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811/2013; (EU) No 813/2013; OJ 2014/C 207/02. 

2. Sound power test condition：EN12102-1 
3. Maximum domestic hot water temperature 60℃ is only available with TBH support. 
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2 Electrical characteristics 

System 

Outdoor unit Power current Compressor Fan 

Voltage 

(V) 
Hz 

Min. 

(V) 

Max. 

(V) 

MCA 

(A) 

TOCA 

(A) 

MFA 

(A) 

MSC 

(A) 

RLA 

(A) 
kW 

FLA 

(A) 

MHC-V4W/D2N8-B 220~240 50 198 264 12 18 25 / 11.5 0.10 0.5 

MHC-V6W/D2N8-B 220~240 50 198 264 14 18 25 / 13.5 0.10 0.5 

MHC-V8W/D2N8-B 220~240 50 198 264 16 19 25 / 14.5 0.17 1.5 

MHC-V10W/D2N8-B 220~240 50 198 264 17 19 25 / 15.5 0.17 1.5 

MHC-V12W/D2N8-B 220~240 50 198 264 25 30 35 / 23.5 0.17 1.5 

MHC-V14W/D2N8-B 220~240 50 198 264 26 30 35 / 24.5 0.17 1.5 

MHC-V16W/D2N8-B 220~240 50 198 264 27 30 35 / 25.5 0.17 1.5 

MHC-V12W/D2RN8-B 380~415 50 342 456 10 14 16 / 9.15 0.17 1.5 

MHC-V14W/D2RN8-B 380~415 50 342 456 11 14 16 / 10.15 0.17 1.5 

MHC-V16W/D2RN8-B 380~415 50 342 456 12 14 16 / 11.15 0.17 1.5 

MHC-V4W/D2N8-BE30 220~240 50 198 264 25 31 38 / 11.5 0.10 0.5 

MHC-V6W/D2N8-BE30 220~240 50 198 264 27 31 38 / 13.5 0.10 0.5 

MHC-V8W/D2N8-BE30 220~240 50 198 264 29 32 38 / 14.5 0.17 1.5 

MHC-V8W/D2N8-BER90 380~415 50 342 456 29 32 38 / 14.5 0.17 1.5 

MHC-V10W/D2N8-BE30 220~240 50 198 264 30 32 38 / 15.5 0.17 1.5 

MHC-V10W/D2N8-BER90 380~415 50 342 456 30 32 38 / 15.5 0.17 1.5 

MHC-V12W/D2N8-BE30 220~240 50 198 264 38 43 48 / 23.5 0.17 1.5 

MHC-V12W/D2N8-BER90 380~415 50 342 456 38 43 48 / 23.5 0.17 1.5 

MHC-V14W/D2N8-BE30 220~240 50 198 264 39 43 48 / 24.5 0.17 1.5 

MHC-V14W/D2N8-BER90 380~415 50 342 456 39 43 48 / 24.5 0.17 1.5 

MHC-V16W/D2N8-BE30 220~240 50 198 264 40 43 48 / 25.5 0.17 1.5 

MHC-V16W/D2N8-BER90 380~415 50 342 456 40 43 48 / 25.5 0.17 1.5 

MHC-V12W/D2RN8-BE30 380~415 50 342 456 23 27 29 / 9.15 0.17 1.5 

MHC-V12W/D2RN8-BER90 380~415 50 342 456 23 27 29 / 9.15 0.17 1.5 

MHC-V14W/D2RN8-BE30 380~415 50 342 456 24 27 29 / 10.15 0.17 1.5 

MHC-V14W/D2RN8-BER90 380~415 50 342 456 24 27 29 / 10.15 0.17 1.5 

MHC-V16W/D2RN8-BE30 380~415 50 342 456 25 27 29 / 11.15 0.17 1.5 

MHC-V16W/D2RN8-BER90 380~415 50 342 456 25 27 29 / 11.15 0.17 1.5 

 

Note： 

MCA: Min. Circuit Amps. (A) 

TOCA: Total Over-current Amps. (A) 

MFA: Max. Fuse Amps. (A) 

MSC: Max. Starting Amps. (A) 

RLA: Rated Load Amps. (A)  

The input Amps of compressor where MAX. Hz can operate for nominal cooling or heating test condition 

kW: Rated Motor Output 

FLA: Full Load Amps. (A) 

  



  M thermal Arctic Mono 

  31 

 

EN
G

IN
EER

IN
G

 

D
A

TA
 

P
art 2

 - En
gin

e
e

rin
g D

ata 

3 Dimensions and Center of Gravity 

4/6kW models 

Figure 2-3.1: MHC-V4(6)W/D2N8-B(E30) dimensions and center of gravity (unit: mm) 

 

 

unit：mm 

Model A B C 

4/6kW 295 540 190 

 

 

8/10/12/14/16kW models 

Figure 2-3.2: MHC-V8(10)W/D2N8-B(E30/ER90) MHC-V12(14/16)W/D2(R)N8-B(E30/ER90) dimensions and center of gravity (unit: mm)  

 

unit：mm 

Model A B C 

8/10kW 330 580 280 

12-16kW 1Ph 290 605 245 

12-16kW 3Ph 200 605 245 
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4 Capacity Tables 

4.1 Heating Capacity Tables (Test standard：EN14511) 
 

 

  

Table 2-4.1-1: Heating capacity for 4kW models 
 

Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 2.05 1.18 1.74 1.80 1.22 1.48 1.71 1.32 1.29 1.53 1.30 1.18 1.37 1.25 1.10 

-20 3.09 1.31 2.36 2.83 1.56 1.82 2.44 1.70 1.43 2.17 1.74 1.24 1.98 1.75 1.13 

-15 3.60 1.19 3.03 3.41 1.22 2.78 3.25 1.36 2.39 2.93 1.49 1.97 2.50 1.60 1.56 

-10 4.47 1.33 3.36 4.29 1.33 3.23 4.14 1.45 2.85 4.02 1.65 2.43 3.59 1.77 2.02 

-7 5.11 1.39 3.67 5.03 1.43 3.51 4.99 1.65 3.01 4.67 1.73 2.70 4.54 1.98 2.29 

-5 5.18 1.29 4.03 5.08 1.36 3.72 5.02 1.53 3.27 4.74 1.68 2.82 4.63 1.89 2.45 

-2 5.14 1.18 4.36 5.01 1.25 3.99 4.91 1.41 3.47 4.70 1.58 2.97 4.77 1.80 2.65 

0 5.41 1.07 5.06 5.27 1.21 4.34 5.10 1.36 3.74 4.92 1.55 3.18 5.04 1.74 2.89 

2 5.63 1.07 5.28 5.44 1.21 4.51 5.28 1.36 3.87 5.18 1.55 3.35 5.25 1.77 2.97 

5 5.99 1.07 5.58 5.75 1.18 4.85 5.68 1.31 4.33 5.59 1.48 3.77 5.60 1.71 3.27 

7 6.38 1.03 6.17 6.22 1.15 5.40 6.26 1.26 4.96 6.26 1.42 4.41 5.96 1.63 3.67 

10 6.37 0.99 6.43 6.03 1.07 5.66 6.07 1.16 5.22 5.91 1.28 4.63 6.05 1.55 3.90 

12 6.22 0.95 6.59 5.90 1.01 5.83 5.93 1.10 5.42 5.98 1.23 4.85 6.15 1.51 4.06 

14 6.12 0.92 6.66 5.80 0.98 5.92 5.84 1.06 5.51 5.99 1.21 4.95 6.17 1.49 4.14 

15 6.03 0.90 6.71 5.72 0.96 5.98 5.75 1.03 5.59 6.00 1.19 5.04 6.20 1.47 4.21 

19 5.90 0.83 7.14 5.74 0.87 6.60 5.77 0.99 5.83 6.06 1.12 5.39 6.14 1.34 4.57 

20 5.86 0.81 7.24 5.74 0.85 6.75 5.77 0.98 5.88 6.08 1.11 5.48 6.12 1.31 4.66 

25 5.70 0.72 7.91 5.77 0.80 7.21 5.81 0.94 6.15 5.91 0.98 6.06 6.05 1.15 5.25 

30 5.78 0.69 8.41 5.84 0.78 7.48 5.78 0.86 6.71 5.89 0.92 6.39 6.02 1.07 5.62 

35 5.85 0.65 8.96 5.90 0.76 7.77 5.97 0.82 7.27 5.86 0.87 6.77 5.99 0.99 6.05 

40 6.30 0.58 10.84 6.38 0.67 9.51 6.36 0.74 8.57 6.33 0.80 7.88 6.38 0.93 6.86 

43 6.57 0.54 12.20 6.67 0.62 10.80 6.59 0.69 9.50 6.62 0.77 8.63 6.61 0.89 7.39 

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 1.85 1.75 1.06 1.56 1.59 0.98 1.38 1.49 0.93 / / / / / / 

-15 2.20 1.68 1.31 1.84 1.56 1.18 1.77 1.62 1.09 1.73 1.68 1.03 / / / 

-10 3.28 1.81 1.81 2.63 1.68 1.56 2.74 1.76 1.56 2.81 1.80 1.56 / / / 

-7 4.41 2.12 2.08 4.28 2.34 1.83 3.85 2.10 1.83 3.56 1.94 1.84 / / / 

-5 4.56 2.02 2.26 4.41 2.26 1.95 4.06 2.10 1.93 3.83 2.00 1.92 / / / 

-2 4.74 2.01 2.36 4.72 2.20 2.15 4.35 2.11 2.06 4.10 2.06 1.99 / / / 

0 5.02 2.03 2.48 5.13 2.16 2.37 4.69 2.13 2.20 4.40 2.10 2.09 / / / 

2 5.19 2.06 2.52 5.26 2.17 2.42 4.86 2.16 2.25 4.59 2.16 2.13 / / / 

5 5.50 1.98 2.78 5.54 2.07 2.68 5.16 2.08 2.48 4.90 2.09 2.35 4.04 2.16 1.87 

7 5.69 1.83 3.11 5.74 2.03 2.83 5.54 2.06 2.70 5.41 2.08 2.61 4.27 2.09 2.04 

10 5.80 1.71 3.40 5.70 1.80 3.16 5.44 1.89 2.88 5.27 1.96 2.69 4.49 2.02 2.22 

12 5.76 1.63 3.53 5.69 1.73 3.29 5.38 1.80 2.99 5.17 1.86 2.79 4.70 1.96 2.40 

14 5.71 1.59 3.60 5.65 1.69 3.35 5.32 1.75 3.04 5.10 1.80 2.83 4.79 1.93 2.48 

15 5.67 1.55 3.65 5.63 1.65 3.41 5.27 1.71 3.08 5.04 1.76 2.87 4.87 1.90 2.56 

19 5.71 1.46 3.92 5.54 1.53 3.63 5.11 1.57 3.26 4.82 1.60 3.02 5.22 1.82 2.87 

20 5.72 1.43 3.99 5.52 1.50 3.68 5.07 1.53 3.31 4.77 1.56 3.06 / / / 

25 5.68 1.29 4.39 5.42 1.35 4.02 4.86 1.35 3.59 4.50 1.36 3.30 / / / 

30 5.67 1.22 4.63 5.51 1.28 4.31 4.97 1.30 3.83 4.61 1.32 3.51 / / / 

35 5.59 1.14 4.90 5.61 1.22 4.62 / / / / / / / / / 

40 6.00 1.15 5.20 / / / / / / / / / / / / 

43 6.25 1.16 5.38 / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 1.90  1.07  1.78  1.65  1.08  1.52  1.56  1.19  1.31  1.42  1.20  1.19  1.28  1.18  1.09  

-20 2.82  1.15  2.45  2.57  1.38  1.86  2.20  1.49  1.48  1.98  1.57  1.26  1.83  1.61  1.14  

-15 3.26  1.03  3.17  3.07  1.06  2.88  2.90  1.17  2.48  2.66  1.31  2.02  2.22  1.40  1.59  

-10 4.00  1.11  3.60  3.92  1.15  3.40  3.82  1.30  2.95  3.60  1.45  2.49  3.25  1.59  2.05  

-7 4.68  1.21  3.85  4.61  1.26  3.65  4.70  1.52  3.10  4.26  1.52  2.81  4.30  1.83  2.35  

-5 4.69  1.11  4.22  4.62  1.19  3.86  4.37  1.28  3.41  4.21  1.42  2.96  4.20  1.65  2.54  

-2 4.70  1.04  4.52  4.56  1.11  4.12  4.26  1.19  3.59  4.26  1.39  3.06  4.27  1.56  2.74  

0 4.99  0.96  5.19  4.80  1.08  4.46  4.40  1.15  3.85  4.53  1.40  3.23  4.46  1.49  3.00  

2 5.18  0.95  5.45  4.94  1.05  4.70  4.40  1.10  4.00  4.77  1.39  3.44  5.10  1.70  3.00  

5 5.48  0.95  5.79  5.19  1.03  5.03  5.08  1.13  4.49  5.11  1.32  3.86  4.82  1.41  3.42  

7 4.60  0.71  6.48  4.36  0.77  5.65  4.20  0.82  5.10  4.38  0.95  4.64  4.30  1.13  3.80  

10 5.73  0.83  6.88  5.28  0.89  5.91  5.36  1.00  5.37  5.24  1.09  4.83  5.48  1.35  4.05  

12 5.62  0.79  7.11  5.19  0.85  6.13  5.26  0.94  5.61  5.28  1.03  5.11  5.60  1.33  4.22  

14 5.54  0.76  7.25  5.11  0.82  6.26  5.19  0.90  5.76  5.27  1.00  5.27  5.62  1.30  4.31  

15 5.48  0.75  7.32  5.06  0.80  6.33  5.14  0.88  5.84  5.28  0.98  5.38  5.67  1.30  4.37  

19 5.38  0.69  7.83  5.10  0.72  7.04  5.10  0.83  6.13  5.53  0.96  5.79  5.64  1.18  4.77  

20 5.36  0.67  7.96  5.11  0.71  7.22  5.09  0.82  6.21  5.59  0.95  5.89  5.63  1.16  4.88  

25 5.08  0.58  8.75  5.24  0.67  7.85  5.12  0.78  6.57  5.47  0.83  6.55  5.67  1.02  5.53  

30 5.18  0.55  9.37  5.33  0.65  8.20  5.32  0.74  7.21  5.48  0.79  6.97  5.67  0.95  5.97  

35 5.29  0.53  10.05  5.44  0.63  8.57  5.54  0.70  7.89  5.50  0.74  7.43  5.70  0.88  6.47  

40 5.78  0.47  12.23  5.77  0.55  10.57  5.73  0.61  9.37  5.78  0.66  8.70  5.89  0.80  7.38  

43 6.08  0.44  13.87  6.09  0.50  12.08  6.00  0.57  10.46  6.09  0.63  9.60  6.15  0.77  8.01  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 1.73  1.61  1.07  1.50  1.52  0.99  1.37  1.46  0.93  / / / / / / 

-15 1.96  1.46  1.34  1.69  1.41  1.20  1.64  1.49  1.10  1.61  1.56  1.03  / / / 

-10 2.99  1.62  1.84  2.40  1.52  1.58  2.51  1.61  1.56  2.59  1.67  1.55  / / / 

-7 4.12  1.93  2.14  4.00  2.05  1.95  3.49  1.84  1.89  3.15  1.68  1.87  / / / 

-5 4.14  1.78  2.32  4.04  2.02  2.00  3.67  1.86  1.97  3.42  1.75  1.95  / / / 

-2 4.22  1.75  2.41  4.19  1.87  2.23  3.84  1.83  2.10  3.63  1.81  2.01  / / / 

0 4.41  1.75  2.52  4.43  1.78  2.49  4.09  1.82  2.25  3.87  1.86  2.09  / / / 

2 5.03  1.96  2.56  5.10  2.08  2.45  4.46  1.96  2.28  4.04  1.87  2.16  / / / 

5 4.53  1.59  2.86  4.56  1.66  2.75  4.39  1.74  2.52  4.28  1.81  2.37  3.30  1.68  1.96  

7 4.54  1.37  3.32  4.40  1.49  2.95  4.32  1.56  2.77  4.27  1.61  2.65  3.54  1.64  2.16  

10 5.20  1.51  3.45  4.96  1.54  3.23  4.89  1.66  2.94  4.84  1.76  2.74  3.67  1.56  2.35  

12 5.17  1.42  3.65  4.98  1.47  3.38  4.86  1.58  3.07  4.78  1.67  2.86  3.86  1.50  2.57  

14 5.13  1.36  3.76  4.96  1.43  3.47  4.81  1.53  3.15  4.72  1.61  2.93  3.93  1.46  2.69  

15 5.11  1.33  3.83  4.96  1.40  3.53  4.79  1.50  3.19  4.68  1.58  2.97  4.03  1.45  2.77  

19 5.24  1.26  4.15  4.90  1.30  3.78  4.66  1.39  3.34  4.50  1.48  3.05  4.39  1.40  3.13  

20 5.27  1.25  4.23  4.89  1.27  3.84  4.63  1.37  3.38  4.45  1.45  3.07  / / / 

25 5.30  1.13  4.68  4.89  1.16  4.23  4.52  1.22  3.70  4.28  1.28  3.34  / / / 

30 5.45  1.10  4.97  5.01  1.10  4.56  4.65  1.17  3.97  4.41  1.23  3.57  / / / 

35 5.42  1.02  5.30  5.14  1.04  4.92  / / / / / / / / / 

40 5.66  1.00  5.67  / / / / / / / / / / / / 

43 5.94  1.01  5.90  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
 

Table 2-4.1-2: Heating capacity for 4kW models 
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Table 2-4.1-3: Heating capacity for 4kW models 
 

Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 1.23  0.68  1.80  1.12  0.72  1.55  1.18  0.89  1.33  1.09  0.90  1.20  0.86  0.79  1.10  

-20 1.73  0.69  2.50  1.53  0.80  1.90  1.42  0.94  1.51  1.39  1.08  1.29  1.23  1.07  1.15  

-15 1.68  0.52  3.25  1.65  0.56  2.95  1.55  0.61  2.54  1.64  0.79  2.07  1.60  1.00  1.61  

-10 1.65  0.45  3.70  1.75  0.50  3.50  1.71  0.56  3.04  2.09  0.82  2.56  2.17  1.04  2.09  

-7 1.16  0.29  4.01  1.18  0.31  3.76  1.25  0.37  3.34  2.06  0.70  2.93  2.08  0.86  2.42  

-5 1.36  0.31  4.38  1.36  0.34  3.98  1.42  0.40  3.51  2.06  0.67  3.07  2.16  0.83  2.60  

-2 1.36  0.29  4.68  1.39  0.33  4.25  1.38  0.37  3.70  2.03  0.64  3.17  2.16  0.77  2.80  

0 1.45  0.27  5.37  1.51  0.33  4.61  1.42  0.36  3.98  2.12  0.63  3.34  2.22  0.72  3.07  

2 1.69  0.30  5.71  1.73  0.36  4.87  1.65  0.39  4.23  2.33  0.65  3.60  2.39  0.74  3.23  

5 1.97  0.33  6.03  1.99  0.38  5.23  1.92  0.41  4.66  2.58  0.64  4.01  2.59  0.74  3.52  

7 2.35  0.35  6.78  2.34  0.40  5.89  2.31  0.43  5.39  2.95  0.62  4.78  3.22  0.82  3.91  

10 1.95  0.27  7.21  1.77  0.29  6.17  1.92  0.34  5.61  2.84  0.56  5.06  3.27  0.78  4.21  

12 2.17  0.29  7.48  2.02  0.32  6.40  2.10  0.36  5.87  2.92  0.54  5.38  3.37  0.77  4.40  

14 2.26  0.30  7.66  2.13  0.32  6.56  2.17  0.36  6.04  2.93  0.53  5.57  3.39  0.75  4.52  

15 2.36  0.31  7.72  2.25  0.34  6.62  2.25  0.37  6.12  2.96  0.52  5.68  3.43  0.75  4.58  

19 2.58  0.31  8.27  2.70  0.37  7.38  2.86  0.44  6.44  3.70  0.60  6.12  3.72  0.74  5.01  

20 2.64  0.31  8.41  2.81  0.37  7.58  3.01  0.46  6.53  3.88  0.62  6.23  3.80  0.74  5.12  

25 3.14  0.34  9.25  3.40  0.41  8.30  3.52  0.51  6.93  4.31  0.62  6.94  4.35  0.75  5.81  

30 3.32  0.34  9.90  3.59  0.41  8.68  3.79  0.50  7.63  4.03  0.55  7.37  4.42  0.71  6.27  

35 3.92  0.37  10.63  4.01  0.44  9.08  3.91  0.47  8.36  4.04  0.51  7.87  4.44  0.65  6.80  

40 4.28  0.33  12.94  4.27  0.38  11.19  4.51  0.45  9.93  4.56  0.49  9.22  4.85  0.62  7.76  

43 4.53  0.31  14.68  4.53  0.35  12.80  4.75  0.43  11.08  4.83  0.48  10.17  5.15  0.61  8.42  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 1.28  1.18  1.08  1.14  1.14  1.00  1.06  1.12  0.94  / / / / / / 

-15 1.52  1.12  1.36  1.25  1.00  1.25  1.24  1.10  1.13  1.23  1.17  1.05  / / / 

-10 2.23  1.19  1.88  1.82  1.14  1.60  1.94  1.22  1.59  2.02  1.27  1.58  / / / 

-7 2.05  0.94  2.18  1.88  0.93  2.02  2.09  1.09  1.91  2.22  1.16  1.91  / / / 

-5 2.09  0.88  2.37  1.99  0.98  2.04  2.17  1.08  2.01  2.29  1.15  1.99  / / / 

-2 2.14  0.85  2.51  2.08  0.92  2.26  2.30  1.07  2.14  2.44  1.19  2.05  / / / 

0 2.24  0.84  2.68  2.21  0.88  2.51  2.45  1.07  2.29  2.61  1.22  2.14  / / / 

2 2.39  0.87  2.75  2.48  0.95  2.61  2.68  1.12  2.39  2.81  1.25  2.24  / / / 

5 2.58  0.88  2.94  2.79  0.99  2.81  2.95  1.14  2.59  3.05  1.25  2.44  2.33  1.14  2.04  

7 3.22  0.95  3.40  3.65  1.16  3.15  3.59  1.24  2.91  3.56  1.30  2.75  2.71  1.19  2.26  

10 3.19  0.90  3.54  3.60  1.07  3.35  3.56  1.16  3.05  3.53  1.24  2.85  2.87  1.17  2.44  

12 3.30  0.87  3.78  3.85  1.09  3.53  3.71  1.17  3.17  3.62  1.24  2.93  2.99  1.12  2.68  

14 3.33  0.85  3.93  3.94  1.08  3.64  3.76  1.16  3.25  3.64  1.22  2.99  3.02  1.07  2.81  

15 3.37  0.84  4.01  4.05  1.10  3.70  3.83  1.17  3.28  3.68  1.23  3.00  3.07  1.06  2.90  

19 3.59  0.83  4.35  3.77  0.95  3.97  3.48  1.00  3.50  3.29  1.03  3.18  3.27  1.00  3.27  

20 3.65  0.82  4.44  3.70  0.92  4.04  3.40  0.96  3.55  3.19  0.99  3.23  / / / 

25 4.31  0.88  4.92  3.89  0.87  4.44  3.52  0.91  3.89  3.28  0.93  3.52  / / / 

30 4.39  0.84  5.22  4.10  0.85  4.79  3.73  0.89  4.17  3.48  0.93  3.76  / / / 

35 4.47  0.80  5.57  4.38  0.85  5.18  / / / / / / / / / 

40 4.86  0.82  5.96  / / / / / / / / / / / / 

43 5.19  0.84  6.20  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Table 2-4.2-1: Heating capacity for 6kW models 
 

Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 2.57  1.49  1.72  2.25  1.53  1.46  2.14  1.67  1.28  1.91  1.64  1.17  1.71  1.57  1.09  

-20 3.64  1.56  2.34  3.34  1.86  1.80  2.88  2.03  1.42  2.56  2.08  1.23  2.33  2.08  1.12  

-15 4.43  1.49  2.97  4.19  1.53  2.73  4.00  1.71  2.34  3.61  1.87  1.93  3.08  2.01  1.53  

-10 5.75  1.69  3.41  5.50  1.84  2.99  5.11  1.99  2.57  4.83  2.18  2.22  4.64  2.24  2.07  

-7 6.55  1.77  3.71  6.30  1.92  3.28  6.21  2.17  2.86  5.79  2.32  2.50  5.57  2.38  2.35  

-5 6.54  1.64  3.98  6.32  1.79  3.52  6.25  2.02  3.09  5.97  2.18  2.74  5.84  2.30  2.54  

-2 6.32  1.49  4.24  6.14  1.58  3.88  6.11  1.80  3.40  6.07  2.04  2.97  6.01  2.26  2.65  

0 6.49  1.34  4.85  6.37  1.48  4.31  6.35  1.68  3.79  6.50  1.99  3.26  6.35  2.25  2.82  

2 6.68  1.35  4.96  6.48  1.48  4.38  6.53  1.69  3.86  6.65  1.89  3.52  6.58  2.23  2.95  

5 7.04  1.31  5.37  6.81  1.51  4.51  6.88  1.62  4.25  6.96  1.89  3.69  6.99  2.12  3.29  

7 7.58  1.29  5.87  7.46  1.55  4.81  7.41  1.56  4.76  7.13  1.79  3.99  7.13  2.00  3.58  

10 7.43  1.21  6.12  7.27  1.39  5.24  7.35  1.46  5.02  7.37  1.75  4.21  7.32  1.93  3.78  

12 7.33  1.17  6.25  7.26  1.31  5.54  7.34  1.42  5.16  7.51  1.70  4.42  7.40  1.86  3.98  

14 7.25  1.15  6.31  7.22  1.27  5.69  7.30  1.39  5.23  7.54  1.67  4.52  7.41  1.82  4.08  

15 7.17  1.13  6.35  7.20  1.24  5.82  7.26  1.38  5.28  7.58  1.64  4.61  7.43  1.78  4.16  

19 6.98  1.00  6.99  7.01  1.13  6.19  7.04  1.22  5.78  7.28  1.56  4.68  7.42  1.70  4.37  

20 6.93  0.97  7.15  6.97  1.11  6.28  6.98  1.18  5.91  7.21  1.54  4.70  7.42  1.68  4.42  

25 6.69  0.80  8.32  6.74  0.94  7.16  6.70  1.06  6.31  6.65  1.30  5.11  7.21  1.52  4.74  

30 6.74  0.71  9.53  6.83  0.85  8.02  6.83  0.94  7.27  6.56  1.09  6.01  7.05  1.40  5.05  

35 6.79  0.66  10.34  6.93  0.73  9.43  6.96  0.85  8.17  6.47  0.94  6.87  6.89  1.27  5.42  

40 7.26  0.64  11.42  7.37  0.73  10.15  7.28  0.81  9.02  7.12  0.97  7.34  7.34  1.20  6.12  

43 7.54  0.63  12.01  7.64  0.70  10.94  7.48  0.76  9.87  7.51  0.91  8.27  7.61  1.08  7.02  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 2.19  2.04  1.07  1.84  1.86  0.99  1.63  1.74  0.94  / / / / / / 

-15 2.70  2.02  1.34  2.26  1.88  1.20  2.18  1.96  1.11  2.13  2.02  1.05  / / / 

-10 4.13  2.41  1.72  3.80  2.24  1.69  3.51  2.28  1.54  3.32  2.30  1.44  / / / 

-7 5.29  2.63  2.01  5.22  2.66  1.96  4.83  2.63  1.84  4.57  2.61  1.75  / / / 

-5 5.44  2.44  2.23  5.31  2.64  2.01  4.96  2.61  1.90  4.73  2.59  1.83  / / / 

-2 5.59  2.38  2.35  5.31  2.60  2.04  5.05  2.58  1.96  4.88  2.57  1.90  / / / 

0 5.88  2.37  2.48  5.42  2.59  2.09  5.21  2.56  2.03  5.06  2.54  1.99  / / / 

2 6.05  2.38  2.54  5.69  2.36  2.41  5.48  2.50  2.19  5.33  2.61  2.05  / / / 

5 6.37  2.27  2.81  6.11  2.46  2.48  5.89  2.50  2.36  5.74  2.53  2.27  4.92  2.68  1.84  

7 6.87  2.16  3.17  6.90  2.37  2.91  6.61  2.46  2.69  6.42  2.52  2.55  5.25  2.60  2.02  

10 7.01  2.09  3.35  6.93  2.28  3.04  6.53  2.35  2.78  6.27  2.41  2.60  5.57  2.52  2.21  

12 7.15  2.03  3.52  6.99  2.20  3.18  6.50  2.27  2.86  6.17  2.32  2.65  5.86  2.45  2.39  

14 7.19  1.99  3.60  6.98  2.15  3.24  6.44  2.22  2.91  6.09  2.27  2.68  5.98  2.41  2.48  

15 7.24  1.97  3.67  6.98  2.12  3.30  6.40  2.18  2.94  6.01  2.23  2.70  6.10  2.39  2.56  

19 7.27  1.84  3.95  6.84  1.93  3.54  6.33  1.97  3.21  5.98  2.00  2.99  6.60  2.30  2.88  

20 7.28  1.81  4.02  6.81  1.89  3.60  6.31  1.92  3.28  5.98  1.95  3.06  / / / 

25 7.33  1.66  4.43  6.63  1.66  4.00  6.22  1.67  3.73  5.94  1.67  3.55  / / / 

30 6.91  1.40  4.92  6.60  1.57  4.21  6.25  1.57  3.98  6.01  1.57  3.83  / / / 

35 6.49  1.24  5.21  6.57  1.48  4.45  / / / / / / / / / 

40 6.93  1.22  5.68  / / / / / / / / / / / / 

43 7.19  1.21  5.96  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Table 2-4.2-2: Heating capacity for 6kW models 
 

Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 2.37  1.35  1.76  2.07  1.37  1.51  1.95  1.50  1.30  1.77  1.51  1.17  1.61  1.49  1.08  

-20 3.33  1.37  2.43  3.04  1.65  1.85  2.60  1.78  1.46  2.34  1.87  1.25  2.16  1.92  1.13  

-15 4.01  1.29  3.11  3.77  1.33  2.83  3.57  1.47  2.43  3.27  1.65  1.98  2.73  1.76  1.56  

-10 5.15  1.43  3.61  4.89  1.57  3.12  4.51  1.69  2.66  4.33  1.91  2.27  4.21  2.01  2.10  

-7 6.24  1.62  3.86  6.05  1.80  3.36  6.00  2.00  3.00  5.61  2.21  2.54  5.40  2.25  2.40  

-5 5.94  1.42  4.17  5.89  1.62  3.63  5.72  1.79  3.19  5.65  1.97  2.87  5.50  2.11  2.61  

-2 5.78  1.32  4.39  5.69  1.43  3.97  5.55  1.58  3.51  5.64  1.82  3.10  5.51  2.00  2.75  

0 5.99  1.20  4.98  5.86  1.33  4.40  5.74  1.47  3.89  5.94  1.75  3.40  5.68  1.93  2.94  

2 6.15  1.20  5.11  5.87  1.31  4.50  5.50  1.41  3.90  5.95  1.65  3.61  5.80  1.93  3.00  

5 6.43  1.16  5.56  6.06  1.31  4.64  6.16  1.39  4.42  6.36  1.68  3.78  6.13  1.78  3.45  

7 6.75  1.09  6.18  6.27  1.20  5.21  6.35  1.28  4.95  6.44  1.55  4.14  6.30  1.70  3.70  

10 6.68  1.02  6.52  6.32  1.15  5.49  6.49  1.26  5.17  6.59  1.50  4.39  6.62  1.73  3.83  

12 6.62  0.98  6.74  6.37  1.08  5.88  6.51  1.21  5.38  6.83  1.46  4.66  6.83  1.67  4.09  

14 6.56  0.95  6.87  6.36  1.04  6.09  6.48  1.18  5.50  6.91  1.44  4.82  6.89  1.63  4.23  

15 6.52  0.94  6.93  6.37  1.02  6.24  6.48  1.16  5.57  7.03  1.43  4.92  6.98  1.61  4.32  

19 6.37  0.83  7.67  6.24  0.93  6.68  6.31  1.03  6.14  6.65  1.32  5.02  6.85  1.50  4.56  

20 6.34  0.81  7.85  6.20  0.91  6.79  6.27  1.00  6.28  6.55  1.30  5.05  6.82  1.48  4.62  

25 5.97  0.65  9.21  6.12  0.78  7.79  6.13  0.91  6.75  6.15  1.11  5.53  6.76  1.35  4.99  

30 6.04  0.57  10.62  6.24  0.71  8.79  6.29  0.80  7.84  6.10  0.93  6.55  6.64  1.24  5.35  

35 6.14  0.53  11.60  6.38  0.61  10.41  6.46  0.73  8.87  6.07  0.81  7.54  6.55  1.13  5.79  

40 6.66  0.52  12.89  6.67  0.59  11.28  6.57  0.67  9.86  6.49  0.80  8.11  6.78  1.03  6.59  

43 6.97  0.51  13.65  6.98  0.57  12.24  6.80  0.63  10.86  6.91  0.75  9.20  7.09  0.93  7.61  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 2.04  1.88  1.08  1.77  1.78  1.00  1.61  1.71  0.94  / / / / / / 

-15 2.41  1.76  1.37  2.08  1.70  1.22  2.02  1.80  1.12  1.98  1.88  1.05  / / / 

-10 3.76  2.15  1.75  3.46  2.03  1.71  3.22  2.08  1.55  3.06  2.13  1.44  / / / 

-7 5.07  2.45  2.07  5.15  2.58  2.00  4.63  2.47  1.87  4.28  2.39  1.79  / / / 

-5 5.11  2.25  2.27  5.08  2.47  2.06  4.64  2.40  1.93  4.35  2.35  1.85  / / / 

-2 5.17  2.17  2.39  5.06  2.44  2.07  4.69  2.37  1.98  4.44  2.32  1.91  / / / 

0 5.36  2.12  2.53  5.15  2.44  2.11  4.80  2.35  2.04  4.56  2.29  1.99  / / / 

2 5.73  2.18  2.63  5.65  2.31  2.45  5.25  2.36  2.23  4.99  2.40  2.08  / / / 

5 5.91  2.04  2.89  5.80  2.28  2.54  5.45  2.28  2.39  5.22  2.28  2.29  4.23  2.21  1.91  

7 6.13  1.86  3.29  6.00  2.03  2.95  5.79  2.10  2.76  5.64  2.17  2.60  4.40  2.06  2.14  

10 6.47  1.88  3.44  6.04  1.94  3.11  5.87  2.07  2.83  5.76  2.17  2.65  4.54  1.94  2.34  

12 6.64  1.82  3.66  6.12  1.87  3.27  5.86  1.99  2.94  5.70  2.09  2.73  4.81  1.88  2.56  

14 6.69  1.77  3.78  6.12  1.82  3.36  5.83  1.94  3.01  5.63  2.03  2.77  4.91  1.83  2.68  

15 6.76  1.75  3.86  6.15  1.80  3.42  5.81  1.91  3.04  5.59  2.00  2.79  5.04  1.82  2.77  

19 6.82  1.63  4.18  6.06  1.64  3.69  5.77  1.76  3.29  5.58  1.85  3.02  5.55  1.77  3.14  

20 6.84  1.61  4.25  6.03  1.60  3.76  5.76  1.72  3.35  5.58  1.82  3.07  / / / 

25 7.01  1.49  4.72  5.99  1.43  4.20  5.79  1.51  3.83  5.65  1.57  3.59  / / / 

30 6.64  1.26  5.28  6.00  1.35  4.46  5.85  1.42  4.13  5.75  1.47  3.91  / / / 

35 6.29  1.12  5.63  6.02  1.27  4.75  / / / / / / / / / 

40 6.53  1.06  6.19  / / / / / / / / / / / / 

43 6.84  1.05  6.54  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 1.54  0.86  1.78  1.39  0.91  1.53  1.48  1.12  1.32  1.36  1.14  1.19  1.08  0.99  1.09  

-20 2.04  0.82  2.47  1.80  0.96  1.88  1.67  1.12  1.49  1.64  1.28  1.28  1.45  1.27  1.14  

-15 2.07  0.65  3.18  2.03  0.70  2.90  1.90  0.76  2.49  2.02  0.99  2.03  1.97  1.25  1.58  

-10 2.28  0.62  3.71  2.14  0.67  3.21  2.02  0.74  2.74  2.51  1.07  2.34  2.81  1.32  2.14  

-7 1.57  0.39  4.03  1.45  0.41  3.50  1.48  0.48  3.06  2.49  0.92  2.72  2.67  1.08  2.48  

-5 1.78  0.41  4.32  1.66  0.44  3.76  1.70  0.52  3.30  2.59  0.87  2.98  2.82  1.08  2.61  

-2 1.71  0.38  4.55  1.68  0.41  4.13  1.69  0.46  3.63  2.69  0.84  3.19  2.88  1.04  2.78  

0 1.74  0.34  5.15  1.82  0.40  4.58  1.77  0.44  4.02  2.93  0.84  3.47  3.02  1.00  3.01  

2 2.01  0.38  5.35  2.06  0.44  4.69  2.04  0.48  4.22  3.04  0.81  3.78  3.13  0.94  3.32  

5 2.31  0.40  5.78  2.32  0.48  4.82  2.33  0.51  4.59  3.21  0.82  3.93  3.29  0.93  3.54  

7 2.71  0.42  6.44  2.65  0.49  5.37  2.73  0.51  5.32  3.36  0.78  4.32  3.85  0.99  3.88  

10 2.27  0.33  6.83  2.08  0.36  5.75  2.32  0.43  5.42  3.32  0.72  4.60  3.96  0.99  3.99  

12 2.56  0.36  7.08  2.47  0.40  6.19  2.60  0.46  5.67  3.48  0.71  4.91  4.12  0.96  4.27  

14 2.68  0.37  7.25  2.64  0.41  6.43  2.71  0.47  5.82  3.53  0.69  5.09  4.16  0.94  4.43  

15 2.81  0.38  7.31  2.83  0.43  6.59  2.84  0.48  5.89  3.60  0.69  5.20  4.22  0.93  4.53  

19 3.06  0.38  8.10  3.30  0.47  7.06  3.53  0.54  6.50  4.35  0.82  5.31  4.52  0.94  4.79  

20 3.12  0.38  8.30  3.41  0.48  7.18  3.70  0.56  6.65  4.54  0.85  5.34  4.60  0.95  4.86  

25 3.68  0.38  9.73  3.97  0.48  8.24  4.22  0.59  7.15  4.85  0.83  5.85  5.19  0.99  5.24  

30 3.88  0.35  11.23  4.20  0.45  9.30  4.47  0.54  8.30  4.49  0.65  6.94  5.18  0.92  5.63  

35 4.55  0.37  12.27  4.71  0.43  11.02  4.57  0.49  9.40  4.46  0.56  7.99  5.10  0.84  6.09  

40 4.93  0.36  13.64  4.94  0.41  11.94  5.17  0.49  10.45  5.12  0.60  8.59  5.58  0.81  6.92  

43 5.20  0.36  14.44  5.20  0.40  12.96  5.39  0.47  11.51  5.48  0.56  9.75  5.93  0.74  8.00  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 1.51  1.38  1.09  1.34  1.34  1.01  1.25  1.31  0.95  / / / / / / 

-15 1.86  1.35  1.39  1.53  1.24  1.24  1.52  1.34  1.14  1.51  1.41  1.07  / / / 

-10 2.80  1.57  1.78  2.63  1.51  1.74  2.48  1.57  1.58  2.38  1.63  1.47  / / / 

-7 2.57  1.22  2.11  2.64  1.27  2.08  2.66  1.40  1.90  2.68  1.47  1.82  / / / 

-5 2.59  1.10  2.35  2.81  1.33  2.11  2.75  1.39  1.98  2.72  1.43  1.90  / / / 

-2 2.75  1.12  2.46  2.80  1.31  2.13  2.83  1.40  2.03  2.85  1.45  1.96  / / / 

0 2.99  1.15  2.59  2.85  1.31  2.17  2.94  1.41  2.09  3.00  1.47  2.04  / / / 

2 3.18  1.17  2.73  3.13  1.24  2.52  3.21  1.39  2.30  3.26  1.51  2.16  / / / 

5 3.43  1.15  2.98  3.46  1.32  2.62  3.53  1.43  2.46  3.58  1.52  2.36  2.85  1.42  2.01  

7 4.26  1.25  3.41  4.38  1.41  3.10  4.29  1.50  2.85  4.23  1.57  2.69  3.33  1.49  2.24  

10 4.22  1.18  3.57  4.37  1.35  3.23  4.27  1.45  2.94  4.20  1.53  2.75  3.55  1.46  2.43  

12 4.37  1.15  3.82  4.73  1.39  3.41  4.48  1.47  3.04  4.32  1.55  2.79  3.72  1.39  2.67  

14 4.40  1.11  3.96  4.86  1.38  3.52  4.55  1.47  3.10  4.34  1.54  2.82  3.77  1.34  2.80  

15 4.46  1.10  4.05  5.03  1.40  3.58  4.65  1.49  3.13  4.39  1.56  2.82  3.84  1.33  2.90  

19 4.68  1.07  4.38  4.65  1.20  3.88  4.31  1.25  3.44  4.08  1.30  3.15  4.14  1.26  3.28  

20 4.73  1.06  4.46  4.56  1.15  3.95  4.23  1.20  3.52  4.00  1.24  3.23  / / / 

25 5.50  1.11  4.96  4.76  1.08  4.41  4.51  1.12  4.03  4.34  1.15  3.78  / / / 

30 5.35  0.96  5.55  4.91  1.05  4.69  4.69  1.08  4.34  4.54  1.10  4.11  / / / 

35 5.19  0.88  5.92  5.13  1.03  4.99  / / / / / / / / / 

40 5.61  0.86  6.50  / / / / / / / / / / / / 

43 5.97  0.87  6.87  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.2-3: Heating capacity for 6kW models 
 



M thermal Arctic Mono    

38   

M
id

e
a 

M
 t

h
e

rm
al

 A
rc

ti
c 

M
o

n
o

 E
n

gi
n

e
e

ri
n

g 
D

at
a 

B
o

o
k 

 

 

  

Table 2-4.3-1: Heating capacity for 8kW models 
 

Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 4.45  1.98  2.25  4.00  2.04  1.96  3.59  2.19  1.64  3.34  2.15  1.55  2.81  2.17  1.30  

-20 5.68  2.03  2.80  5.09  2.15  2.37  4.74  2.24  2.11  4.32  2.44  1.77  3.70  2.29  1.61  

-15 6.90  2.07  3.34  6.44  2.24  2.87  6.11  2.51  2.43  5.57  2.47  2.26  5.29  2.65  2.00  

-10 7.45  2.02  3.68  7.28  2.18  3.33  7.08  2.25  3.15  6.87  2.63  2.62  6.77  2.74  2.47  

-7 7.64  2.03  3.76  7.47  2.20  3.40  7.27  2.29  3.17  7.05  2.64  2.67  6.94  2.76  2.52  

-5 8.05  2.00  4.02  7.97  2.16  3.69  7.69  2.39  3.22  7.45  2.57  2.90  7.44  2.77  2.69  

-2 8.26  1.94  4.25  8.19  2.11  3.89  8.15  2.28  3.57  7.95 2.58  3.08  7.77  2.80  2.78  

0 8.55  1.79  4.77  8.49  2.01  4.23  8.42  2.23  3.77  8.40  2.53  3.32  8.09  2.75  2.94  

2 8.66  1.67  5.20  8.65  1.92  4.50  8.48  2.14  3.95  8.50  2.50  3.40  8.31  2.74  3.04  

5 9.03  1.52  5.95  8.95  1.81  4.94  8.86  1.94  4.56  8.78  2.29  3.84  8.69  2.57  3.38  

7 9.51  1.45  6.54  9.20  1.73  5.32  9.11  1.80  5.07  8.85  2.12  4.18  8.98  2.35  3.82  

10 10.06  1.35  7.44  9.28  1.59  5.84  8.94  1.65  5.42  8.70  2.02  4.30  8.74  2.24  3.90  

12 10.00  1.23  8.13  9.37  1.45  6.48  9.05  1.58  5.74  8.92  1.89  4.72  8.86  2.14  4.15  

14 9.92  1.16  8.53  9.38  1.37  6.83  9.06  1.53  5.93  8.99  1.81  4.96  8.88  2.07  4.30  

15 9.86  1.12  8.79  9.39  1.33  7.09  9.09  1.51  6.04  9.07  1.77  5.12  8.91  2.03  4.38  

19 9.69  0.98  9.87  9.48  1.17  8.08  9.28  1.35  6.88  9.69  1.67  5.81  9.05  1.85  4.89  

20 9.65  0.95  10.14  9.51  1.14  8.33  9.33  1.32  7.09  9.45  1.59  5.93  9.08  1.81  5.02  

25 9.42  0.90  10.44  9.00  1.03  8.75  8.75  1.15  7.64  9.15  1.44  6.34  9.01  1.55  5.80  

30 9.18  0.83  11.03  8.49  0.93  9.16  8.17  1.05  7.78  8.85  1.29  6.84  8.93  1.43  6.23  

35 9.55  0.84  11.31  8.83  0.93  9.45  8.50  1.06  8.05  9.20  1.31  7.05  9.29  1.46  6.34  

40 10.03  0.87  11.57  9.27  0.93  10.02  8.92  1.05  8.49  9.66  1.32  7.31  9.75  1.51  6.46  

43 10.33  0.84  12.25  9.55  0.85  11.27  9.19  1.01  9.11  9.95  1.27  7.86  10.04  1.47  6.83  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 3.17  2.26  1.41  2.62  2.10  1.25  2.28  1.98  1.15  / / / / / / 

-15 4.67  2.70  1.73  4.94  2.92  1.69  4.37  2.87  1.52  3.99  2.84  1.41  / / / 

-10 6.32  2.88  2.20  6.07  3.05  1.99  5.54  2.94  1.88  5.19  2.86  1.81  / / / 

-7 6.48  2.89  2.24  6.22  3.07  2.03  5.68  2.96  1.92  5.32  2.88  1.85  / / / 

-5 7.35  2.99  2.46  6.45  2.94  2.19  6.20  2.97  2.09  6.04  3.00  2.02  / / / 

-2 7.83  3.09  2.54  6.82 3.04 2.24  6.60  3.11 2.12  6.54  3.22 2.04  / / / 

0 8.11  2.95  2.75  7.10  2.99  2.38  6.95  3.09  2.25  6.85  3.16  2.17  / / / 

2 8.18  2.90  2.82  7.26  2.83  2.56  7.05  3.01  2.34  6.91  3.14  2.20  / / / 

5 8.30  2.76  3.00  7.56  2.74  2.76  7.29  2.82  2.58  7.11  2.89  2.46  3.89  3.27  1.19  

7 8.43  2.66  3.17  7.80  2.50  3.12  7.47  2.59  2.88  7.24  2.66  2.72  4.08  3.00  1.36  

10 8.28  2.42  3.42  8.20  2.48  3.31  7.78  2.61  2.98  7.50  2.72  2.76  5.59  2.65  2.11  

12 8.38  2.33  3.60  8.29  2.41  3.44  7.89  2.52  3.13  7.62  2.60  2.93  5.67  2.52  2.25  

14 8.39  2.26  3.72  8.30  2.36  3.52  7.91  2.45  3.23  7.64  2.52  3.03  5.69  2.43  2.34  

15 8.41  2.23  3.77  8.32  2.34  3.55  7.93  2.43  3.27  7.68  2.49  3.09  5.71  2.39  2.39  

19 8.51  2.06  4.13  8.41  2.16  3.89  8.06  2.25  3.59  7.82  2.31  3.39  5.79  2.25  2.58  

20 8.53  2.02  4.22  8.43  2.12  3.97  8.09  2.21  3.66  7.86  2.27  3.46  / / / 

25 8.61  1.87  4.61  8.09  1.90  4.25  7.71  1.96  3.93  7.46  2.01  3.72  / / / 

30 8.68  1.74  4.99  7.84  1.73  4.53  7.38  1.76  4.20  7.07  1.78  3.98  / / / 

35 9.03  1.73  5.21  8.16  1.80  4.72  / / / / / / / / / 

40 9.48  1.74  5.46  / / / / / / / / / / / / 

43 9.77  1.61  6.08  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
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Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 4.11  1.79  2.29  3.68  1.82  2.03  3.27  1.96  1.67  3.10  1.99  1.56  2.64  2.05  1.29  

-20 5.20  1.79  2.90  4.63  1.90  2.43  4.27  1.97  2.17  3.96  2.20  1.80  3.43  2.11  1.62  

-15 6.24  1.79  3.49  5.80  1.95  2.98  5.45  2.15  2.53  5.04  2.18  2.32  4.69  2.31  2.03  

-10 6.66  1.71  3.89  6.48  1.86  3.49  6.25  1.92  3.26  6.16  2.30  2.68  6.14  2.46  2.50  

-7 7.27  1.83  3.97  7.11  2.01  3.53  7.00  2.19  3.20  6.71  2.40  2.79  6.60  2.59  2.55  

-5 7.25  1.71  4.25  7.21  1.89  3.81  6.99  2.12  3.30  6.86  2.28  3.01  6.79  2.47  2.75  

-2 7.59  1.77  4.28  7.62  1.92  3.97  7.45  2.12  3.51  7.40  2.39  3.10  7.20  2.54  2.84  

0 7.60  1.55  4.89  7.78  1.79  4.34  7.67  1.98  3.88  7.74  2.30  3.37  7.16  2.35  3.05  

2 7.77  1.45  5.36  7.85  1.69  4.64  7.10  1.73  4.10  7.80  2.21  3.54  7.40  2.28  3.25  

5 8.09  1.31  6.17  8.08  1.58  5.13  8.08  1.71  4.73  8.03  2.04  3.93  7.62  2.15  3.54  

7 8.60  1.26  6.84  8.21  1.47  5.57  8.40  1.63  5.15  8.00  1.84  4.34  8.10  2.10  3.85  

10 9.05  1.14  7.93  8.12  1.33  6.12  7.89  1.41  5.58  7.77  1.74  4.48  7.91  2.00  3.95  

12 9.03  1.03  8.78  8.25  1.20  6.87  8.03  1.34  5.99  8.02  1.61  4.98  8.06  1.89  4.26  

14 8.98  0.97  9.26  8.26  1.13  7.30  8.05  1.29  6.23  8.09  1.54  5.26  8.09  1.82  4.44  

15 8.96  0.93  9.59  8.32  1.09  7.60  8.11  1.27  6.37  8.20  1.50  5.46  8.15  1.79  4.55  

19 8.85  0.82  10.83  8.43  0.97  8.72  8.32  1.14  7.30  8.85  1.48  5.98  8.32  1.63  5.11  

20 8.82  0.79  11.14  8.46  0.94  9.00  8.37  1.11  7.53  8.58  1.35  6.37  8.36  1.59  5.25  

25 8.39  0.73  11.55  8.17  0.86  9.52  8.01  0.98  8.18  8.47  1.23  6.86  8.44  1.38  6.11  

30 8.23  0.67  12.29  7.75  0.77  10.04  7.52  0.90  8.39  8.24  1.11  7.46  8.42  1.27  6.61  

35 8.63  0.68  12.68  8.13  0.78  10.43  7.89  0.90  8.74  8.64  1.12  7.74  8.83  1.30  6.77  

40 9.20  0.70  13.06  8.39  0.75  11.13  8.04  0.87  9.28  8.81  1.09  8.08  9.01  1.30  6.95  

43 9.56  0.69  13.92  8.72  0.69  12.61  8.36  0.83  10.03  9.16  1.05  8.74  9.36  1.26  7.40  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 2.96  2.08  1.42  2.52  2.00  1.25  2.25  1.95  1.15  / / / / / / 

-15 4.16  2.36  1.76  4.55  2.65  1.72  4.05  2.64  1.53  3.72  2.64  1.41  / / / 

-10 5.75  2.58  2.23  5.53  2.75  2.01  5.08  2.69  1.89  4.78  2.65  1.81  / / / 

-7 6.17  2.67  2.31  6.15  3.00  2.05  5.50  2.82  1.95  5.07  2.69  1.89  / / / 

-5 6.59  2.61  2.52  6.06  2.72  2.23  5.71  2.70  2.12  5.48  2.69  2.04  / / / 

-2 7.28  2.78  2.61  6.32  2.77  2.29  6.14  2.84  2.16  6.01  2.89  2.08  / / / 

0 7.39  2.64  2.79  6.33  2.63  2.41  6.15  2.72  2.26  6.03  2.78  2.17  / / / 

2 7.37  2.53  2.91  7.10  2.73  2.60  6.54  2.73  2.39  6.16  2.74  2.25  / / / 

5 7.50  2.43  3.09  6.68  2.37  2.82  6.40  2.44  2.62  6.21  2.50  2.49  3.32  2.72  1.22  

7 7.53  2.29  3.29  7.50  2.36  3.18  6.75  2.30  2.94  6.25  2.25  2.77  3.44  2.46  1.40  

10 7.65  2.18  3.51  7.14  2.11  3.38  6.99  2.30  3.04  6.89  2.45  2.81  4.92  2.27  2.16  

12 7.78  2.08  3.74  7.26  2.05  3.54  7.13  2.21  3.22  7.04  2.34  3.01  5.08  2.19  2.32  

14 7.80  2.01  3.88  7.28  2.00  3.64  7.15  2.15  3.33  7.07  2.26  3.12  5.12  2.13  2.41  

15 7.85  1.98  3.96  7.33  1.99  3.68  7.21  2.13  3.39  7.13  2.24  3.19  5.19  2.11  2.46  

19 7.98  1.83  4.37  7.44  1.84  4.05  7.36  2.00  3.67  7.30  2.14  3.42  5.48  2.05  2.67  

20 8.01  1.79  4.47  7.47  1.80  4.14  7.39  1.98  3.74  7.34  2.11  3.47  / / / 

25 8.23  1.68  4.91  7.31  1.64  4.47  7.19  1.78  4.05  7.10  1.89  3.76  / / / 

30 8.35  1.56  5.36  7.13  1.49  4.80  6.91  1.59  4.35  6.77  1.67  4.06  / / / 

35 8.75  1.55  5.63  7.48  1.49  5.03  / / / / / / / / / 

40 8.94  1.50  5.95  / / / / / / / / / / / / 

43 9.28  1.39  6.67  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.3-2: Heating capacity for 8kW models 
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Table 2-4.3-3: Heating capacity for 8kW models 
 Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 2.67  1.15  2.33  2.48  1.21  2.06  2.48  1.46  1.69  2.37  1.50  1.58  1.77  1.37  1.29  

-20 3.18  1.08  2.96  2.75  1.11  2.48  2.75  1.24  2.22  2.76  1.51  1.83  2.29  1.40  1.64  

-15 3.22  0.90  3.58  3.12  1.03  3.05  2.91  1.12  2.59  3.12  1.31  2.37  3.38  1.64  2.06  

-10 2.96  0.74  4.01  2.84  0.79  3.59  2.80  0.84  3.35  3.57  1.30  2.76  4.10  1.61  2.55  

-7 1.83  0.45  4.09  1.72  0.47  3.63  1.82  0.53  3.44  3.12  1.07  2.90  3.41  1.28  2.67  

-5 2.19  0.50  4.37  2.09  0.53  3.94  2.17  0.63  3.44  3.23  1.03  3.15  3.60  1.27  2.84  

-2 2.22 0.48  4.59  2.26  0.54  4.18  2.28 0.62 3.66  3.46  1.07 3.24  3.59  1.23 2.91  

0 2.21  0.44  5.06  2.44  0.54  4.49  2.37  0.59  4.01  3.62  1.04  3.48  3.57  1.14  3.12  

2 2.54  0.45  5.62  2.75  0.57  4.86  2.69  0.62  4.37  3.80  1.05  3.63  3.80  1.15  3.31  

5 2.90  0.45  6.41  3.10  0.58  5.32  3.06  0.62  4.91  4.05  0.99  4.08  4.09  1.12  3.64  

7 3.40  0.48  7.14  3.46  0.60  5.81  3.36  0.61  5.54  4.17  0.92  4.53  4.85  1.17  4.15  

10 3.08  0.37  8.30  2.72  0.42  6.41  2.83  0.48  5.85  3.92  0.83  4.70  4.73  1.15  4.11  

12 3.49  0.38  9.23  3.22  0.45  7.23  3.21  0.51  6.30  4.08  0.78  5.24  4.86  1.09  4.44  

14 3.67  0.38  9.75  3.45  0.45  7.69  3.37  0.51  6.57  4.13  0.74  5.55  4.88  1.05  4.64  

15 3.86  0.38  10.12  3.69  0.46  8.03  3.55  0.53  6.73  4.20  0.73  5.76  4.94  1.04  4.77  

19 4.25  0.37  11.44  4.46  0.48  9.22  4.67  0.60  7.73  4.25  0.66  6.44  5.49  1.02  5.36  

20 4.34  0.37  11.77  4.66  0.49  9.52  4.94  0.62  7.98  5.95  0.88  6.74  5.63  1.02  5.51  

25 5.18  0.42  12.21  5.31  0.53  10.07  5.51  0.64  8.66  6.68  0.92  7.26  6.48  1.01  6.42  

30 5.28  0.41  12.99  5.22  0.49  10.63  5.35  0.60  8.88  6.06  0.77  7.89  6.56  0.94  6.95  

35 6.40  0.48  13.42  6.00  0.54  11.04  5.58  0.60  9.26  6.35  0.77  8.20  6.87  0.96  7.12  

40 6.82  0.49  13.82  6.21  0.53  11.79  6.34  0.64  9.84  6.96  0.81  8.56  7.41  1.01  7.31  

43 7.13  0.48  14.73  6.49  0.49  13.35  6.62  0.62  10.63  7.27  0.78  9.26  7.83  1.01  7.78  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 2.19  1.52  1.44  1.91  1.51  1.27  1.74  1.49  1.17  / / / / / / 

-15 3.22  1.80  1.79  3.36  1.92  1.75  3.04  1.96  1.56  2.84  1.99  1.43  / / / 

-10 4.29  1.88  2.28  4.20  2.05  2.05  3.91  2.03  1.93  3.72  2.02  1.84  / / / 

-7 3.38  1.44  2.35  3.57  1.67  2.13  3.48  1.73  2.01  3.42  1.78  1.92  / / / 

-5 3.78  1.46  2.59  3.65  1.59  2.30  3.68  1.69  2.18  3.71  1.77  2.09  / / / 

-2 4.01 1.49 2.69  3.76  1.56  2.42  3.87 1.72  2.25  3.92 1.83 2.14  / / / 

0 4.12  1.44  2.86  3.80  1.54  2.47  3.96  1.71  2.32  4.06  1.83  2.22  / / / 

2 4.26  1.41  3.02  4.01  1.51  2.66  4.13  1.67  2.47  4.21  1.80  2.34  / / / 

5 4.47  1.41  3.18  4.28  1.47  2.91  4.37  1.62  2.70  4.43  1.73  2.56  2.47  1.99  1.24  

7 5.23  1.54  3.40  4.95  1.49  3.33  4.84  1.59  3.05  4.76  1.66  2.87  2.69  1.89  1.42  

10 4.99  1.37  3.65  5.17  1.47  3.51  5.08  1.61  3.16  5.02  1.72  2.92  3.80  1.72  2.22  

12 5.12  1.31  3.91  5.61  1.52  3.69  5.45  1.64  3.33  5.35  1.74  3.08  3.84  1.62  2.37  

14 5.14  1.27  4.06  5.78  1.52  3.80  5.59  1.63  3.43  5.46  1.72  3.18  3.82  1.55  2.47  

15 5.19  1.25  4.15  5.99  1.55  3.86  5.76  1.66  3.48  5.60  1.74  3.23  3.82  1.52  2.52  

19 5.47  1.19  4.58  5.72  1.34  4.25  5.49  1.43  3.84  5.33  1.49  3.57  3.85  1.40  2.74  

20 5.55  1.18  4.69  5.65  1.30  4.35  5.42  1.38  3.93  5.26  1.44  3.65  / / / 

25 6.46  1.25  5.16  5.81  1.24  4.69  5.59  1.31  4.25  5.45  1.38  3.96  / / / 

30 6.73  1.20  5.63  5.83  1.16  5.04  5.53  1.21  4.58  5.34  1.25  4.27  / / / 

35 7.22  1.22  5.92  6.36  1.20  5.29  / / / / / / / / / 

40 7.68  1.23  6.25  / / / / / / / / / / / / 

43 8.11  1.16  7.01  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
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Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 4.68  2.06  2.27  4.21  2.12  1.98  3.78  2.28  1.66  3.52  2.24  1.57  2.96  2.26  1.31  

-20 5.98  2.12  2.82  5.35  2.24  2.39  4.98  2.34  2.13  4.55  2.55  1.79  3.89  2.39  1.63  

-15 7.26  2.15  3.37  6.78  2.34  2.90  6.43  2.62  2.46  5.86  2.57  2.28  5.57  2.76  2.02  

-10 8.37  2.33  3.60  8.14  2.53  3.22  7.89  2.65  2.98  7.64  2.86  2.67  7.38  3.10  2.38  

-7 8.72  2.29  3.81  8.48  2.49  3.41  8.31  2.77  3.00  7.96  2.81  2.83  7.68  3.05  2.52  

-5 9.00  2.19  4.10  8.86  2.47  3.60  8.80  2.64  3.33  8.46  2.94  2.88  8.18  3.09  2.65  

-2 9.25  2.13  4.34  9.19  2.42  3.81  9.10  2.58  3.53  8.81  2.85  3.09  8.60  3.14  2.74  

0 9.43  1.93  4.90  9.36  2.31  4.05  9.46  2.52  3.76  9.25  2.93  3.16  8.89  3.10  2.87  

2 9.72  1.88  5.18  9.57  2.21  4.34  9.72  2.48  3.93  9.58  2.86  3.35  9.24  3.07  3.01  

5 10.24  1.79  5.72  10.07  2.10  4.80  10.13  2.25  4.51  10.10  2.64  3.83  9.79  2.88  3.40  

7 10.49  1.77  5.94  10.28  1.97  5.21  10.32  2.09  4.93  10.45  2.50  4.18  10.28  2.76 3.72  

10 11.20  1.59  7.04  10.41  1.85  5.64  10.03  1.96  5.13  9.94  2.38  4.17  9.87  2.69  3.67  

12 11.36  1.50  7.58  10.56  1.74  6.08  10.17  1.84  5.53  10.08  2.24  4.49  10.01  2.53  3.95  

14 11.38  1.44  7.90  10.59  1.67  6.33  10.20  1.77  5.76  10.10  2.16  4.68  10.04  2.44  4.12  

15 11.42  1.41  8.10  10.62  1.64  6.49  10.23  1.73  5.90  10.13  2.11  4.80  10.07  2.39  4.22  

19 10.93  1.23  8.86  10.73  1.40  7.67  10.58  1.61  6.56  10.57  1.93  5.49  10.24  2.16  4.73  

20 10.81  1.19  9.05  10.76  1.35  7.96  10.67  1.59  6.72  10.68  1.89  5.66  10.28  2.12  4.86  

25 9.94  1.04  9.59  9.90  1.17  8.44  9.82  1.38  7.12  9.82  1.64  6.00  9.46  1.84  5.15  

30 9.77  0.96  10.15  9.07  1.03  8.79  8.90  1.12  7.95  8.85  1.32  6.72  9.92  1.61  6.15  

35 10.16  0.95  10.73  9.44  1.03  9.15  9.25  1.11  8.30  9.21  1.32  6.97  10.32  1.61  6.40  

40 10.67  0.93  11.52  9.91  1.01  9.81  9.71  1.15  8.47  9.67  1.32  7.34  10.84  1.60  6.79  

43 10.99  0.91  12.03  10.20  0.96  10.61  10.00  1.08  9.25  9.96  1.23  8.07  11.16  1.47  7.58  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 3.34  2.35  1.42  2.75  2.18  1.26  2.40  2.06  1.16  / / / / / / 

-15 5.22  2.99  1.74  5.20  3.04  1.71  4.60  3.00  1.54  4.20  2.96  1.42  / / / 

-10 7.03  3.31  2.13  6.67  3.58  1.86  5.90  3.33  1.77  5.38  3.15  1.71  / / / 

-7 7.33  3.26  2.25  7.05  3.53  1.97  6.18  3.30  1.87  5.61  3.10  1.81  / / / 

-5 8.04  3.27  2.46  7.53  3.32  2.27  6.69  3.19  2.09  6.13  3.10  1.98  / / / 

-2 8.49 3.37  2.52  7.88  3.49 2.26  7.13 3.40 2.10  6.53 3.29 1.99  / / / 

0 8.82  3.27  2.70  8.18  3.31  2.47  7.46  3.31  2.26  6.99  3.30  2.12  / / / 

2 9.02  3.22  2.80  8.51  3.38  2.52  7.80  3.36  2.32  7.32  3.34  2.19  / / / 

5 9.45  3.14  3.01  9.08  3.27  2.78  8.34  3.23  2.58  7.85  3.20  2.45  4.52  3.30  1.37  

7 9.83  3.05  3.22  9.72  3.20  3.04  8.82  3.06  2.88  8.23  2.96  2.78  4.85  3.11  1.56  

10 9.59  2.91  3.30  9.57  3.11  3.08  8.79  3.07  2.86  8.27  3.04  2.72  6.44  3.05  2.11  

12 9.72  2.74  3.55  9.71  2.93  3.32  8.92  2.89  3.08  8.39  2.86  2.93  6.53  2.87  2.27  

14 9.75  2.63  3.70  9.73  2.81  3.46  8.94  2.78  3.21  8.40  2.75  3.05  6.54  2.76  2.37  

15 9.78  2.58  3.80  9.76  2.76  3.54  8.97  2.72  3.29  8.43  2.70  3.13  6.56  2.71  2.43  

19 9.97  2.42  4.13  9.83  2.58  3.81  9.22  2.58  3.57  8.80  2.58  3.41  6.65  2.50  2.66  

20 10.02  2.38  4.21  9.85  2.54  3.88  9.28  2.55  3.64  8.90  2.56  3.48  / / / 

25 9.22  2.07  4.46  9.06  2.20  4.11  8.54  2.21  3.86  8.18  2.22  3.69  / / / 

30 9.31  1.88  4.96  9.04  1.88  4.80  8.11  1.92  4.22  7.49  1.96  3.83  / / / 

35 9.69  1.87  5.17  9.42  1.90  4.96  / / / / / / / / / 

40 10.17  1.84  5.53  / / / / / / / / / / / / 

43 10.48  1.68  6.25  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
 

Table 2-4.4-1: Heating capacity for 10kW models 
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Table 2-4.4-2: Heating capacity for 10kW models 
 

Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 4.33  1.87  2.32  3.87  1.89  2.05  3.45  2.05  1.68  3.26  2.07  1.57  2.78  2.14  1.30  

-20 5.47  1.87  2.93  4.87  1.98  2.46  4.50  2.05  2.20  4.17  2.29  1.82  3.61  2.20  1.64  

-15 6.57  1.86  3.53  6.10  2.03  3.01  5.73  2.24  2.56  5.31  2.27  2.34  4.94  2.41  2.05  

-10 7.49  1.97  3.81  7.25  2.15  3.37  6.95  2.26  3.08  6.84  2.50  2.74  6.69  2.78  2.41  

-7 8.28  2.11  3.92  8.18  2.33  3.51  8.00  2.62  3.05  7.43  2.54  2.93  7.35  2.88  2.55  

-5 8.13  1.89  4.29  8.21  2.22  3.70  8.16  2.39  3.41  7.56  2.55  2.96  7.43  2.73  2.72  

-2 8.40  1.91  4.40  8.28  2.16  3.84  8.31  2.33  3.56  8.13  2.70  3.01  7.91  2.85  2.78  

0 8.33  1.64  5.06  8.25  1.99  4.15  8.33  2.16  3.86  8.23  2.57  3.20  7.87  2.65  2.97  

2 8.62  1.61  5.34  8.68  1.92  4.52  8.20  2.05  4.00  8.79  2.54  3.46  7.85  2.45  3.20  

5 9.09  1.53  5.95  9.00  1.81  4.99  9.07  1.94  4.68  9.23  2.35  3.92  8.58  2.41  3.55  

7 10.22  1.69  6.05  9.98  1.85  5.40  10.00  2.02 4.95  10.14  2.36  4.29  10.00  2.67  3.75  

10 10.06  1.34  7.50  9.12  1.54  5.91  8.85  1.68  5.28  8.88  2.04  4.35  8.94  2.40  3.72  

12 10.26  1.25  8.19  9.29  1.44  6.45  9.03  1.57  5.77  9.05  1.91  4.74  9.11  2.25  4.06  

14 10.30  1.20  8.58  9.33  1.38  6.76  9.06  1.50  6.04  9.08  1.83  4.97  9.14  2.15  4.25  

15 10.38  1.18  8.83  9.40  1.35  6.96  9.13  1.47  6.22  9.16  1.79  5.12  9.22  2.10  4.38  

19 9.98  1.03  9.72  9.54  1.15  8.27  9.49  1.36  6.96  9.59  1.63  5.89  9.41  1.90  4.94  

20 9.88  0.99  9.94  9.58  1.11  8.60  9.58  1.34  7.14  9.70  1.60  6.08  9.46  1.86  5.08  

25 8.86  0.83  10.61  8.98  0.98  9.18  8.99  1.18  7.63  9.10  1.40  6.49  8.87  1.63  5.43  

30 8.76  0.77  11.31  8.28  0.86  9.63  8.19  0.96  8.57  8.24  1.13  7.32  9.35  1.43  6.53  

35 9.19  0.76  12.03  8.69  0.86  10.10  8.59  0.95  9.01  8.65  1.13  7.65  9.81  1.43  6.84  

40 9.79  0.75  13.01  8.97  0.82  10.90  8.75  0.95  9.26  8.82  1.09  8.11  10.01  1.37  7.31  

43 10.17  0.74  13.67  9.32  0.79  11.87  9.10  0.89  10.18  9.16  1.02  8.98  10.40  1.27  8.21  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 3.11  2.17  1.44  2.65  2.09  1.27  2.37  2.03  1.17  / / / / / / 

-15 4.78  2.68  1.78  4.69  2.70  1.74  4.23  2.73  1.55  3.91  2.75  1.42  / / / 

-10 6.41  2.96  2.16  6.08  3.23  1.88  5.41  3.05  1.78  4.96  2.91  1.70  / / / 

-7 7.00  3.04  2.30  6.85  3.43  2.00  5.82  3.06  1.91  5.14  2.79  1.84  / / / 

-5 7.08  2.81  2.52  6.89  2.98  2.31  6.03  2.83  2.13  5.46  2.71  2.02  / / / 

-2 7.94  3.07  2.59  7.34  3.07  2.39  6.61  3.03  2.18  6.12  3.01  2.04  / / / 

0 8.03  2.92  2.75  7.30  2.87  2.54  6.61  2.89  2.28  6.16  2.91  2.11  / / / 

2 8.20  2.84  2.89  8.10  3.16  2.56  7.40  3.14  2.36  6.94  3.12  2.23  / / / 

5 8.53  2.76  3.09  8.02  2.82  2.84  7.32  2.79  2.62  6.86  2.77  2.48  3.86  2.75  1.40  

7 9.58  2.92  3.28  9.50  3.07  3.10  8.42  2.86  2.94  7.70  2.72  2.83  4.29  2.66  1.61  

10 8.86  2.62  3.39  8.34  2.65  3.14  7.89  2.70  2.92  7.60  2.74  2.77  5.66  2.62  2.16  

12 9.03  2.44  3.69  8.50  2.49  3.41  8.05  2.54  3.17  7.75  2.57  3.01  5.84  2.50  2.34  

14 9.06  2.34  3.87  8.53  2.39  3.57  8.08  2.44  3.32  7.77  2.47  3.15  5.89  2.42  2.44  

15 9.14  2.29  3.99  8.60  2.34  3.67  8.14  2.39  3.41  7.84  2.42  3.23  5.97  2.39  2.50  

19 9.36  2.14  4.36  8.70  2.19  3.97  8.41  2.30  3.65  8.21  2.39  3.44  6.29  2.28  2.76  

20 9.41  2.11  4.46  8.73  2.16  4.05  8.48  2.28  3.71  8.31  2.38  3.49  / / / 

25 8.82  1.85  4.76  8.19  1.89  4.32  7.95  2.00  3.97  7.79  2.09  3.73  / / / 

30 8.96  1.68  5.33  8.21  1.61  5.08  7.58  1.73  4.37  7.17  1.84  3.90  / / / 

35 9.39  1.68  5.59  8.63  1.63  5.29  / / / / / / / / / 

40 9.59  1.59  6.02  / / / / / / / / / / / / 

43 9.96  1.45  6.85  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
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Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 2.81  1.19  2.35  2.61  1.26  2.08  2.61  1.53  1.71  2.50  1.56  1.60  1.87  1.43  1.31  

-20 3.35  1.12  2.99  2.89  1.15  2.50  2.89  1.29  2.24  2.91  1.57  1.85  2.41  1.46  1.66  

-15 3.39  0.94  3.61  3.29  1.07  3.08  3.06  1.17  2.62  3.28  1.37  2.40  3.56  1.71  2.08  

-10 3.32  0.85  3.91  3.18  0.92  3.47  3.11  0.98  3.17  3.97  1.41  2.82  4.47  1.82  2.46  

-7 2.09  0.51  4.14  1.95  0.54  3.64  2.05  0.61  3.37  3.52  1.14  3.08  3.77  1.41  2.67  

-5 2.39  0.53  4.48  2.32  0.60  3.84  2.48  0.70  3.57  3.67  1.17  3.13  3.95  1.41  2.80  

-2 2.46 0.53 4.64  2.52  0.62 4.05  2.55 0.68 3.73  3.90 1.21  3.21  3.99 1.39  2.87  

0 2.42  0.46  5.24  2.68  0.62  4.30  2.67  0.67  3.99  3.99  1.20  3.31  3.92  1.29  3.04  

2 2.82  0.50  5.60  3.04  0.65  4.69  3.03  0.70  4.34  4.29  1.18  3.62  4.23  1.29  3.28  

5 3.26  0.53  6.18  3.45  0.67  5.18  3.43  0.71  4.86  4.65  1.14  4.07  4.61  1.26  3.66  

7 3.76  0.58  6.48  3.86  0.68  5.69  3.81  0.71  5.39  4.92  1.09  4.53  5.55  1.36  4.09  

10 3.43  0.44  7.86  3.05  0.49  6.19  3.17  0.57  5.54  4.47  0.98  4.55  5.34  1.38  3.86  

12 3.98  0.46  8.60  3.63  0.54  6.78  3.61  0.59  6.07  4.61  0.92  4.99  5.49  1.30  4.24  

14 4.21  0.47  9.03  3.89  0.55  7.12  3.79  0.59  6.38  4.64  0.89  5.24  5.52  1.24  4.45  

15 4.48  0.48  9.32  4.17  0.57  7.35  4.00  0.61  6.58  4.69  0.87  5.40  5.58  1.21  4.59  

19 4.79  0.47  10.27  5.05  0.58  8.75  5.33  0.72  7.36  6.32  1.01  6.23  6.22  1.20  5.19  

20 4.86  0.46  10.51  5.27  0.58  9.10  5.66  0.75  7.56  6.73  1.05  6.44  6.38  1.19  5.34  

25 5.47  0.49  11.22  5.84  0.60  9.72  6.19  0.77  8.07  7.17  1.04  6.87  6.81  1.19  5.70  

30 5.62  0.47  11.96  5.58  0.55  10.20  5.83  0.64  9.08  6.06  0.78  7.75  7.29  1.06  6.86  

35 6.81  0.53  12.73  6.42  0.60  10.69  6.07  0.64  9.55  6.35  0.78  8.10  7.64  1.06  7.19  

40 7.26  0.53  13.76  6.64  0.58  11.54  6.90  0.70  9.81  6.96  0.81  8.59  8.24  1.07  7.68  

43 7.59  0.52  14.47  6.94  0.55  12.57  7.20  0.67  10.79  7.27  0.76  9.51  8.71  1.01  8.64  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 2.31  1.59  1.45  2.01  1.57  1.28  1.83  1.56  1.18  / / / / / / 

-15 3.39  1.88  1.81  3.53  2.00  1.76  3.20  2.04  1.57  2.98  2.07  1.44  / / / 

-10 4.78  2.17  2.20  4.62  2.40  1.92  4.17  2.30  1.81  3.87  2.22  1.74  / / / 

-7 3.82  1.62  2.36  3.99  1.93  2.07  3.76  1.92  1.96  3.60  1.91  1.88  / / / 

-5 4.13  1.60  2.58  4.26  1.79  2.38  3.96  1.81  2.19  3.76  1.83  2.06  / / / 

-2 4.35 1.63 2.68  4.34  1.78 2.44  4.08 1.82 2.24  3.98 1.88 2.11  / / / 

0 4.48  1.59  2.82  4.38  1.68  2.61  4.24  1.81  2.34  4.14  1.91  2.17  / / / 

2 4.74  1.58  3.00  4.72  1.74  2.71  4.58  1.85  2.47  4.48  1.94  2.31  / / / 

5 5.08  1.60  3.18  5.14  1.76  2.92  4.99  1.85  2.70  4.89  1.92  2.55  2.87  2.02  1.42  

7 6.10  1.76  3.46  6.17  1.90  3.25  5.72  1.87  3.06  5.41  1.85  2.93  3.19  1.96  1.63  

10 5.78  1.64  3.52  6.04  1.85  3.27  5.74  1.89  3.04  5.54  1.92  2.88  4.38  1.98  2.22  

12 5.94  1.54  3.86  6.57  1.84  3.56  6.16  1.88  3.28  5.88  1.91  3.08  4.41  1.84  2.39  

14 5.97  1.47  4.05  6.78  1.82  3.74  6.31  1.85  3.42  6.00  1.87  3.20  4.39  1.76  2.50  

15 6.03  1.44  4.18  7.03  1.83  3.85  6.51  1.86  3.50  6.16  1.88  3.27  4.40  1.71  2.56  

19 6.42  1.40  4.58  6.69  1.60  4.17  6.27  1.64  3.83  6.00  1.67  3.59  4.42  1.56  2.83  

20 6.51  1.39  4.68  6.60  1.55  4.25  6.22  1.59  3.91  5.96  1.62  3.67  / / / 

25 6.92  1.38  5.00  6.51  1.43  4.54  6.19  1.48  4.17  5.97  1.52  3.93  / / / 

30 7.22  1.29  5.59  6.71  1.26  5.34  6.08  1.32  4.60  5.65  1.38  4.11  / / / 

35 7.75  1.32  5.88  7.34  1.32  5.56  / / / / / / / / / 

40 8.24  1.30  6.33  / / / / / / / / / / / / 

43 8.70  1.21  7.20  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
 

Table 2-4.4-3: Heating capacity for 10kW models 
 



M thermal Arctic Mono    

44   

M
id

e
a 

M
 t

h
e

rm
al

 A
rc

ti
c 

M
o

n
o

 E
n

gi
n

e
e

ri
n

g 
D

at
a 

B
o

o
k 

 

 

  

Table 2-4.5-1: Heating capacity for 12kW models 
 Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 6.33  2.92  2.17  5.96  2.77  2.15  5.03  2.96  1.70  4.53  3.12  1.45  4.23  3.29  1.28  

-20 7.75  3.04  2.55  7.49  3.00  2.50  7.21  3.34  2.16  6.38  3.41  1.87  6.05  3.52  1.72  

-15 8.95  3.13  2.85  8.66  3.27  2.65  8.36  3.41  2.45  7.93  3.62  2.19  7.39  3.95  1.87  

-10 10.98  3.47  3.17  10.38  3.79  2.74  10.02  3.95  2.54  9.69  4.34  2.23  9.32  4.54  2.05  

-7 12.30  3.52  3.49  10.94  3.62  3.02  11.02  3.89  2.83  10.42  4.27  2.44  10.40  4.50  2.31  

-5 12.35  3.33  3.71  11.21  3.55  3.15  11.30  3.87  2.92  10.94  4.26  2.57  10.94  4.61  2.37  

-2 12.04  3.11  3.87  11.28  3.28  3.44  11.30  3.56  3.17  11.29  4.07  2.77  11.46  4.46  2.57  

0 12.48  2.87  4.35  12.09  3.18  3.80  11.99  3.44  3.48  12.25  4.04  3.04  12.29  4.37  2.81  

2 13.36  2.80  4.78  12.73  3.11  4.09  12.64  3.45  3.66  12.87  3.93  3.28  12.83  4.40  2.92  

5 14.60  2.66  5.49  13.71  3.02  4.55  13.62  3.28  4.15  13.78  3.70  3.73  13.62  4.18  3.26  

7 15.45  2.57  6.00  14.67  2.93  5.01  14.57  3.11  4.69  14.80  3.57  4.14  14.51  4.00  3.63  

10 14.95  2.40  6.22  14.36  2.62  5.49  14.30  2.83  5.06  14.61  3.34  4.37  14.32  3.89  3.69  

12 15.10  2.17  6.96  14.59  2.40  6.08  14.39  2.74  5.25  14.84  3.26  4.55  14.52  3.71  3.92  

14 15.06  2.07  7.27  14.60  2.31  6.33  14.34  2.70  5.31  14.85  3.22  4.61  14.52  3.63  4.00  

15 15.12  1.97  7.67  14.70  2.21  6.65  14.36  2.65  5.43  14.96  3.17  4.72  14.61  3.53  4.14  

19 14.67  1.72  8.54  14.39  1.94  7.41  14.25  2.28  6.26  14.86  2.83  5.25  14.72  3.22  4.58  

20 14.56  1.66  8.76  14.32  1.88  7.60  14.22  2.20  6.47  14.84  2.75  5.39  14.75  3.15  4.69  

25 14.41  1.55  9.31  14.28  1.73  8.23  14.18  1.93  7.35  14.72  2.35  6.26  14.70  2.73  5.39  

30 14.64  1.45  10.12  14.20  1.62  8.75  14.35  1.85  7.76  14.69  2.22  6.63  14.73  2.63  5.59  

35 15.17  1.39  10.87  14.86  1.60  9.29  14.71  1.80  8.16  15.09  2.17  6.95  14.57  2.50  5.83  

40 15.69  1.41  11.10  15.59  1.59  9.82  15.48  1.79  8.65  15.96  2.17  7.36  15.34  2.44  6.29  

43 16.15  1.35  11.96  15.95  1.50  10.61  15.89  1.73  9.18  16.48  2.11  7.82  15.99  2.35  6.81  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 5.36  3.55  1.51  5.08  3.76 1.35  4.90  3.68  1.33  / / / / / / 

-15 6.71  3.97  1.69  6.33  4.31  1.47  6.05  4.52  1.34  5.87  4.69  1.25  / / / 

-10 8.96  4.62  1.94  8.60  4.79  1.79  7.46  4.97  1.50  6.70  5.13  1.30  / / / 

-7 10.61  4.74  2.24  10.59  5.25  2.02  9.06  5.15  1.76  8.05  5.06  1.59  / / / 

-5 10.77  4.75  2.27  10.55  4.96  2.13  9.15  5.14  1.78  8.21  5.14  1.60  / / / 

-2 10.82  4.65  2.33  10.56  4.82  2.19 9.22  5.00  1.84  8.33  5.09  1.64  / / / 

0 11.12  4.61  2.41  10.77  4.70  2.29  9.42  4.89  1.93  8.52  5.03  1.69  / / / 

2 11.85  4.52  2.62  11.64  4.62  2.52  10.61  4.92  2.15  9.92  5.19  1.91  / / / 

5 12.81  4.46  2.88  12.82  4.62  2.77  12.07  4.90  2.46  11.57  5.06  2.29  9.92  5.16  1.92  

7 13.91  4.43  3.14  13.85  4.66  2.97  13.31  4.89  2.72  12.95  5.07  2.56  11.54  5.17  2.23  

10 13.54  4.11  3.30  13.12  4.22  3.11  12.87  4.61  2.79  12.70  4.79  2.65  11.69  4.89  2.39  

12 13.54  3.92  3.45  12.64  3.86  3.27  12.58  4.40  2.86  12.55  4.56  2.75  11.76  4.65  2.53  

14 13.44  3.84  3.50  12.31  3.70  3.33 12.35  4.30  2.87  12.38  4.45  2.78  11.71  4.55  2.58  

15 13.42  3.73  3.60  12.05  3.52 3.42  12.19  4.18  2.92  12.29  4.32  2.85  11.73  4.42  2.65  

19 13.61  3.43  3.97  12.03  3.48  3.46  11.45  3.74  3.06  11.07  3.83  2.89  11.82  3.98  2.97  

20 13.66  3.37  4.06  12.02  3.42  3.52  11.27  3.64  3.10  10.76  3.71  2.90  / / / 

25 13.90  3.00  4.63  12.00  3.12  3.84  10.82  3.25  3.33  10.03  3.36  2.99  / / / 

30 13.95  2.82  4.95  12.64  2.89  4.37  11.26  3.18  3.55  10.34  3.40  3.04  / / / 

35 14.23  2.72  5.24  12.89  2.75  4.69  / / / / / / / / / 

40 14.51  2.69  5.40  / / / / / / / / / / / / 

43 14.78  2.57  5.75  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 5.36  2.32  2.30  5.12  2.23  2.29  4.24  2.37  1.79  3.88  2.57  1.51  3.66  2.82  1.30  

-20 6.73  2.45  2.75  6.60  2.44  2.70  6.25  2.72  2.30  5.62  2.85  1.97  5.31  3.01  1.77  

-15 7.43  2.41  3.09  7.35  2.55  2.88  7.28  2.78  2.62  6.63  2.86  2.32  6.04  3.13  1.93  

-10 9.06  2.69  3.37  8.26  2.83  2.92  8.14  3.06  2.66  8.00  3.45  2.32  7.80  3.70  2.11  

-7 11.09  3.11  3.57  10.29  3.26  3.15  10.00  3.33  3.00  10.14  4.06  2.50  10.20  4.25  2.40  

-5 10.26  2.55  4.03  10.22  3.19  3.20  9.95  3.28  3.03  10.07  3.76  2.68  10.18  4.15  2.45  

-2 9.94  2.39  4.16  9.81  2.75  3.57  9.57  2.86  3.35  9.83  3.35  2.94  10.06  3.76  2.68  

0 10.23  2.21  4.63  10.05  2.51  4.01  9.79  2.62  3.74  10.11  3.11  3.25  10.23  3.46  2.96  

2 10.74  2.05  5.23  9.96  2.23  4.47  9.20  2.36  3.90  10.07  2.81  3.58  10.60  3.53  3.00  

5 11.77  1.95  6.05  10.77  2.18  4.94  10.57  2.35  4.50  10.83  2.65  4.08  11.08  3.16  3.51  

7 12.90  1.96  6.57  12.11  2.23  5.42  12.10  2.44  4.95  12.35  2.75  4.50  12.30  3.32  3.70  

10 11.82  1.72  6.88  11.23  1.87  5.99  10.88  1.97  5.51  11.26  2.34  4.81  10.91  2.74  3.99  

12 11.97  1.55  7.73  11.44  1.71  6.67  10.98  1.91  5.75  11.47  2.28  5.04  11.10  2.61  4.26  

14 11.97  1.48  8.10  11.47  1.65  6.96  10.96  1.88  5.83  11.51  2.25  5.11  11.12  2.55  4.36  

15 12.03  1.41  8.56  11.57  1.58  7.32  11.00  1.84  5.97  11.61  2.21  5.24  11.20  2.48  4.52  

19 11.58  1.21  9.60  11.23  1.37  8.22  10.82  1.56  6.93  11.43  1.94  5.88  11.19  2.22  5.03  

20 11.47  1.16  9.86  11.15  1.32  8.45  10.77  1.50  7.18  11.39  1.89  6.04  11.19  2.17  5.16  

25 11.42  1.09  10.47  11.19  1.22  9.15  10.81  1.33  8.15  11.37  1.46  7.79  11.22  1.89  5.93  

30 11.71  1.04  11.31  11.23  1.16  9.66  11.05  1.29  8.55  11.46  1.41  8.15  11.36  1.93  5.88  

35 12.36  1.02  12.09  11.97  1.17  10.21  11.55  1.32  8.78  11.99  1.60  7.49  11.45  1.86  6.17  

40 13.10  1.06  12.42  12.88  1.19  10.86  12.46  1.33  9.37  13.00  1.63  7.99  12.36  1.84  6.71  

43 13.73  1.02  13.47  13.41  1.14  11.81  13.03  1.30  10.01  13.68  1.60  8.54  13.12  1.80  7.31  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 4.72  3.03  1.56  4.63  3.38  1.37  4.57  3.50  1.31  / / / / / / 

-15 5.51  3.14  1.75  5.30  3.58  1.48  5.10  3.82  1.33  4.96  4.01  1.24  / / / 

-10 7.54  3.77  2.00  7.24  3.91  1.85  6.32  4.11  1.54  5.70  4.30  1.33  / / / 

-7 10.28  4.48  2.29  9.80  4.78  2.05  8.34  4.63  1.80  7.23  4.42  1.64  / / / 

-5 10.15  4.37  2.32  9.96  4.58  2.17  8.33  4.57  1.82  7.24  4.44  1.63  / / / 

-2 10.02  4.21  2.38  9.85  4.30  2.29 8.29  4.39  1.89  7.26  4.34  1.67  / / / 

0 10.13  4.12  2.46  9.94  4.16  2.39  8.37  4.24  1.98  7.33  4.23  1.73  / / / 

2 10.13  3.82  2.65  11.30  4.52  2.50  9.46  4.26  2.22  8.17  4.08  2.01  / / / 

5 11.75  4.01  2.93  11.60  4.07  2.85  10.17  3.98  2.55  9.21  3.86  2.38  8.19  4.05  2.02  

7 12.17  3.75  3.25  11.90  3.90  3.05  11.29  3.98  2.84  10.81  4.06  2.66  9.64  4.10  2.35  

10 10.10  2.93  3.44  9.86  3.03  3.25  9.90  3.42  2.89  9.92  3.62  2.74  9.48  3.80  2.49  

12 10.13  2.79  3.62  9.53  2.77  3.44  9.71  3.25  2.98  9.83  3.44  2.86  9.56  3.59  2.66  

14 10.07  2.73  3.69  9.30  2.66  3.50 9.55  3.18  3.00  9.71  3.36  2.89  9.54  3.50  2.72  

15 10.08  2.66  3.79  9.12  2.53  3.61  9.44  3.09  3.06  9.66  3.26  2.97  9.57  3.39  2.82  

19 10.13  2.40  4.21  9.02  2.45  3.68  8.79  2.72  3.23  8.63  2.84  3.04  9.72  3.03  3.20  

20 10.14  2.35  4.32  9.00  2.40  3.74  8.62  2.63  3.28  8.37  2.74  3.06  / / / 

25 10.39  2.11  4.93  9.04  2.21  4.09  8.33  2.36  3.52  7.85  2.50  3.14  / / / 

30 10.53  2.01  5.24  9.62  2.11  4.56  8.75  2.37  3.70  8.17  2.58  3.17  / / / 

35 10.95  1.96  5.58  10.00  2.03  4.93  / / / / / / / / / 

40 11.46  1.98  5.80  / / / / / / / / / / / / 

43 11.90  1.91  6.22  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.5-2: Heating capacity for 12kW models 
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Table 2-4.5-3: Heating capacity for 12kW models 
 

Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 3.64  1.54  2.36  3.52  1.50  2.35  3.27  1.81  1.81  3.08  2.01  1.53  2.83  2.17  1.30  

-20 4.44  1.60  2.78  4.22  1.54  2.74  4.08  1.75  2.33  3.72  1.86  2.00  3.93  2.25  1.75  

-15 4.85  1.54  3.16  5.00  1.70  2.94  4.92  1.83  2.68  4.55  1.92  2.37  4.73  2.45  1.93  

-10 4.67  1.34  3.49  4.48  1.48  3.03  4.36  1.59  2.74  4.39  1.84  2.38  4.85  2.25  2.15  

-7 4.61  1.17  3.94  3.85  1.15  3.36  3.97  1.26  3.14  4.20  1.53  2.74  5.41  2.14  2.52  

-5 4.75  1.13  4.19  4.06  1.15  3.53  4.18  1.28  3.26  4.52  1.56  2.90  5.80  2.23  2.61  

-2 4.73  1.08  4.40  4.21  1.09  3.86  4.27  1.20  3.55  4.75  1.51  3.14  6.16  2.18  2.83  

0 4.99  1.01  4.96  4.64  1.08  4.28  4.62  1.18  3.92  5.24  1.52  3.45  6.70  2.15  3.11  

2 5.41  0.98  5.54  4.95  1.06  4.69  4.92  1.16  4.23  5.56  1.45  3.83  7.04  2.12  3.32  

5 5.91  0.93  6.35  5.34  1.03  5.19  5.31  1.12  4.73  5.97  1.39  4.29  7.49  2.05  3.66  

7 6.15  0.88  6.98  5.53  0.96  5.79  5.58  1.04  5.38  6.30  1.31  4.80  7.88  1.92  4.10  

10 6.10  0.84  7.24  5.72  0.91  6.31  5.62  0.97  5.81  6.37  1.26  5.07  7.92  1.90  4.16  

12 6.05  0.75  8.12  5.78  0.82  7.01  5.65  0.94  6.04  6.69  1.26  5.29  8.05  1.81  4.44  

14 5.97  0.70  8.49  5.76  0.79  7.30  5.62  0.92  6.11  6.78  1.27  5.36  8.05  1.77  4.54  

15 5.93  0.66  8.96  5.78  0.75  7.68  5.62  0.90  6.26  6.92  1.26  5.49  8.09  1.72  4.69  

19 5.83  0.58  10.05  5.74  0.67  8.61  5.65  0.78  7.27  6.96  1.13  6.16  8.24  1.58  5.23  

20 5.81  0.56  10.32  5.73  0.65  8.85  5.66  0.75  7.52  6.97  1.10  6.32  8.27  1.54  5.36  

25 5.89  0.54  10.97  5.85  0.61  9.58  5.79  0.68  8.54  7.06  0.96  7.36  8.39  1.36  6.16  

30 6.83  0.58  11.82  6.96  0.69  10.11  7.82  0.89  8.78  8.23  1.09  7.52  8.52  1.38  6.18  

35 7.23  0.56  12.79  7.43  0.69  10.81  8.17  0.88  9.31  8.60  1.08  7.94  8.58  1.32  6.49  

40 7.63  0.58  13.14  7.95  0.69  11.50  8.75  0.88  9.93  9.09  1.07  8.47  9.05  1.28  7.05  

43 8.10  0.57  14.26  8.37  0.67  12.51  9.22  0.87  10.62  9.64  1.06  9.06  9.75  1.27  7.69  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 3.75  2.43  1.54  3.60  2.54  1.42  3.51  2.69  1.30  / / / / / / 

-15 4.63  2.64  1.75  4.43  2.98  1.49  4.31  3.21  1.34  4.22  3.39  1.25  / / / 

-10 5.11  2.50  2.04  5.33  2.83  1.89  4.82  3.08  1.57  4.49  3.32  1.35  / / / 

-7 5.73  2.41  2.37  6.03  2.77  2.18  5.55  2.96  1.87  5.23  3.11  1.68  / / / 

-5 5.93  2.44  2.43  6.12  2.68  2.28  5.70  3.01  1.89  5.42  3.20  1.69  / / / 

-2 5.95  2.35  2.53  6.12  2.59  2.36 5.78  2.95  1.96  5.56  3.20  1.74  / / / 

0 6.12  2.31  2.65  6.23  2.53  2.46  5.94  2.90  2.05  5.75  3.18  1.81  / / / 

2 6.66  2.32  2.87  7.10  2.66  2.67  6.89  2.97  2.32  6.76  3.22  2.10  / / / 

5 7.30  2.32  3.15  8.08  2.66  3.04  7.95  2.97  2.68  7.87  3.18  2.48  6.99  3.33  2.10  

7 7.83  2.26  3.46  8.63  2.64  3.27  8.68  2.91  2.98  8.71  3.13  2.79  8.06  3.28  2.46  

10 7.76  2.13  3.63  8.30  2.44  3.40  8.53  2.82  3.03  8.68  3.03  2.87  8.28  3.17  2.61  

12 8.07  2.11  3.82  8.12  2.26  3.58  8.50  2.73  3.11  8.75  2.93  2.98  8.50  3.07  2.77  

14 8.15  2.10  3.88  7.95  2.18  3.65 8.41  2.69  3.13  8.71  2.89  3.02  8.54  3.02  2.83  

15 8.28  2.08  3.98  7.83  2.09  3.75  8.37  2.63  3.18  8.73  2.83  3.09  8.62  2.95  2.92  

19 8.48  1.92  4.42  7.89  2.06  3.83  7.91  2.35  3.36  7.92  2.50  3.16  8.97  2.73  3.29  

20 8.52  1.88  4.53  7.90  2.03  3.89  7.79  2.28  3.41  7.72  2.43  3.18  / / / 

25 8.81  1.70  5.18  8.00  1.88  4.25  7.58  2.07  3.66  7.29  2.23  3.27  / / / 

30 8.95  1.62  5.51  8.60  1.79  4.80  7.84  2.02  3.89  7.34  2.20  3.33  / / / 

35 9.27  1.58  5.87  8.90  1.71  5.19  / / / / / / / / / 

40 9.60  1.57  6.10  / / / / / / / / / / / / 

43 10.00  1.53  6.54  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 7.00  3.27  2.14  6.76  3.20  2.11  5.43  3.18  1.71  4.89  3.35  1.46  4.47  3.47  1.29  

-20 8.36  3.25  2.57  8.01  3.18  2.52  7.79  3.58  2.18  6.89  3.65  1.89  6.25  3.61  1.73  

-15 9.61  3.40  2.82  9.47  3.61  2.62  9.22  3.80  2.43  8.57  3.95  2.17  7.63  4.12  1.85  

-10 11.88  3.81  3.12  11.42  4.18  2.73  10.95  4.44  2.47  10.60  4.70  2.26  9.64  4.73  2.04  

-7 13.71  4.02  3.41  12.91  4.28  3.02  12.70  4.55  2.79  12.32  4.94  2.49  11.94  5.17  2.31  

-5 13.90  3.78  3.68  13.19  3.87  3.41  12.76  4.27  2.99  12.56  4.61  2.73  12.07  4.99  2.42  

-2 13.69  3.61  3.79  13.01  3.61  3.60  12.51  4.04  3.09  12.45  4.38  2.84  12.21  4.90  2.49  

0 14.32  3.40  4.21  13.68  3.54  3.87  13.03  4.00  3.26  13.01  4.32  3.01  12.69  4.85  2.62  

2 14.69  3.20  4.59  14.14  3.44  4.11  13.61  3.94  3.46  13.46  4.23  3.18  13.32  4.84  2.75  

5 15.38  2.93  5.25  14.91  3.30  4.51  14.32  3.63  3.94  14.28  3.95  3.61  14.29  4.59  3.11  

7 16.27  2.81  5.80  15.55  3.15  4.94  15.46  3.44  4.49  15.60  3.86  4.04  15.65  4.52  3.46  

10 15.54  2.28  6.81  15.52  2.89  5.36  14.86  3.10  4.79  15.27  3.60  4.24  14.97  4.08  3.67  

12 15.49  2.14  7.23  15.41  2.76  5.58  15.08  3.02  4.99  15.61  3.59  4.35  15.30  4.04  3.79  

14 15.36  2.08  7.38  15.25  2.70  5.65  15.08  2.99  5.04  15.68  3.58  4.37  15.36  4.02  3.82  

15 15.32  2.01  7.62  15.18  2.62  5.79  15.17  2.94  5.16  15.83  3.56  4.45  15.50  3.98  3.89  

19 14.99  1.83  8.21  14.89  2.27  6.55  14.75  2.66  5.55  15.35  3.14  4.90  15.20  3.52  4.32  

20 14.90  1.78  8.35  14.81  2.20  6.74  14.64  2.59  5.65  15.23  3.04  5.01  15.12  3.42  4.42  

25 14.89  1.64  9.08  14.75  1.92  7.69  14.62  2.38  6.15  14.93  2.68  5.57  14.74  2.98  4.95  

30 15.25  1.55  9.82  14.81  1.80  8.21  14.86  2.10  7.09  15.06  2.42  6.22  15.00  2.80  5.36  

35 16.01  1.45  11.05  15.37  1.70  9.04  14.99  1.87  8.02  15.49  2.26  6.86  15.25  2.65  5.77  

40 16.22  1.40  11.62  16.41  1.59  10.29  16.21  1.89  8.57  15.96  2.20  7.26  15.75  2.59  6.08  

43 16.55  1.36  12.20  16.73  1.54  10.83  16.54  1.88  8.81  16.28  2.12  7.69  16.07  2.56  6.27  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 5.42  3.61  1.50  5.14  3.99  1.29  4.97  4.06  1.23  / / / / / / 

-15 7.01  4.32  1.62  6.46  4.58  1.41  6.19  4.84  1.28  6.01  5.05  1.19  / / / 

-10 9.07  5.01  1.81  8.72  5.21  1.67  7.53  5.26  1.43  6.73  5.30  1.27  / / / 

-7 11.04  5.33  2.07  11.27  5.61  2.01  9.32  5.45  1.71  8.02  5.31  1.51  / / / 

-5 11.17  5.24  2.13  11.14  5.32  2.09  9.41  5.18  1.82  8.25  5.06  1.63  / / / 

-2 11.39  5.07  2.25  11.36  5.23  2.17 9.80  5.26  1.86  8.76  5.28  1.66  / / / 

0 11.89  4.99  2.38  11.80  5.19  2.27  10.32  5.34  1.93  9.34  5.48  1.70  / / / 

2 12.68  5.13  2.47  12.62  5.27  2.39  11.28  5.44  2.07  10.38  5.58  1.86  / / / 

5 13.80  4.98  2.77  13.78  5.05  2.73  12.53  5.29  2.37  11.70  5.38  2.17  9.76  5.33  1.83  

7 14.97  4.81  3.11  14.53  5.04  2.88  13.73  5.08  2.70  13.20  5.20  2.54  10.38  4.95  2.10  

10 15.31  4.62  3.31  14.15  4.60  3.08  13.58  4.77  2.84  13.20  4.91  2.69  11.23  4.98  2.26  

12 15.39  4.50  3.42  13.63  4.31  3.16  13.27  4.53  2.93  13.02  4.70  2.77  11.60  4.96  2.34  

14 15.32  4.45  3.44  13.27  4.17  3.18 13.01  4.42  2.95  12.84  4.60  2.79  11.69  4.96  2.36  

15 15.34  4.37  3.51  12.99  4.02  3.24  12.84  4.28  3.00  12.74  4.48  2.84  11.86  4.97  2.41  

19 15.06  3.94  3.83  12.78  3.71  3.45  11.91  3.81  3.12  11.34  3.91  2.90  12.53  4.80  2.61  

20 14.99  3.84  3.90  12.73  3.68  3.46  11.68  3.70  3.16  10.99  3.77  2.92  / / / 

25 14.72  3.43  4.30  12.47  3.26  3.82  11.08  3.35  3.31  10.16  3.40  2.99  / / / 

30 14.61  3.14  4.65  12.80  2.97  4.30  11.32  3.17  3.57  10.34  3.40  3.04  / / / 

35 14.78  2.95  5.00  13.01  2.82  4.62  / / / / / / / / / 

40 14.95  2.78  5.38  / / / / / / / / / / / / 

43 15.15  2.73  5.54  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.6-1: Heating capacity for 14kW models 
 



M thermal Arctic Mono    

48   

M
id

e
a 

M
 t

h
e

rm
al

 A
rc

ti
c 

M
o

n
o

 E
n

gi
n

e
e

ri
n

g 
D

at
a 

B
o

o
k 

 

 

  

Table 2-4.6-2: Heating capacity for 14kW models 
 

Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 5.85  2.57  2.27  5.71  2.54  2.25  4.57  2.55  1.79  4.19  2.76  1.51  3.88  2.97  1.30  

-20 7.27  2.63  2.77  7.27  2.67  2.72  6.75  2.92  2.32  6.07  3.06  1.99  5.48  3.08  1.78  

-15 8.03  2.63  3.06  7.94  2.79  2.85  7.86  3.03  2.60  7.16  3.12  2.29  6.24  3.26  1.91  

-10 9.80  2.96  3.31  9.36  3.22  2.91  8.89  3.43  2.59  8.76  3.74  2.34  8.07  3.85  2.09  

-7 12.45  3.50  3.56  12.19  3.94  3.09  12.00  4.21  2.85  11.87  4.46  2.66  11.70  4.98  2.35  

-5 12.05  3.05  3.95  11.84  3.29  3.60  11.87  3.88  3.06  11.70  4.08  2.87  11.68  4.73  2.47  

-2 11.76  2.89  4.07  11.44  3.01  3.80  11.44  3.55  3.22  11.44  3.79  3.02  11.54  4.52  2.55  

0 12.20  2.70  4.52  11.79  2.89  4.08  11.72  3.40  3.45  11.79  3.65  3.23  11.74  4.36  2.69  

2 11.98  2.41  4.97  11.80  2.65  4.46  11.00  3.06  3.60  11.55  3.40  3.40  11.50  4.04  2.85  

5 13.40  2.39  5.61  13.08  2.71  4.82  13.01  3.17  4.10  12.62  3.26  3.87  12.70  3.85  3.30  

7 15.21  2.43  6.26  14.54  2.77  5.24  14.50  3.15  4.60  14.58  3.52  4.15  14.10  3.92  3.60  

10 12.29  1.63  7.53  12.14  2.07  5.85  11.31  2.17  5.22  11.77  2.52  4.67  11.41  2.87  3.97  

12 12.29  1.53  8.03  12.08  1.97  6.12  11.50  2.11  5.46  12.07  2.51  4.82  11.69  2.84  4.12  

14 12.20  1.49  8.22  11.98  1.93  6.21  11.53  2.08  5.53  12.14  2.50  4.85  11.76  2.83  4.16  

15 12.19  1.43  8.50  11.95  1.87  6.37  11.62  2.05  5.67  12.29  2.49  4.94  11.89  2.80  4.25  

19 11.83  1.28  9.22  11.62  1.60  7.27  11.20  1.82  6.15  11.81  2.15  5.48  11.55  2.43  4.75  

20 11.74  1.25  9.40  11.53  1.54  7.49  11.09  1.77  6.27  11.69  2.08  5.62  11.47  2.35  4.87  

25 11.80  1.15  10.22  11.56  1.35  8.55  11.15  1.63  6.82  11.53  1.66  6.93  11.25  2.06  5.46  

30 12.20  1.11  10.98  11.71  1.29  9.07  11.44  1.46  7.81  11.75  1.54  7.64  11.56  2.05  5.63  

35 13.05  1.06  12.28  12.39  1.25  9.93  11.77  1.36  8.63  12.31  1.67  7.39  11.99  1.96  6.10  

40 13.55  1.04  13.01  13.55  1.19  11.38  13.05  1.41  9.28  13.01  1.65  7.88  12.70  1.96  6.48  

43 14.06  1.02  13.75  14.07  1.17  12.06  13.56  1.41  9.61  13.51  1.61  8.40  13.19  1.96  6.73  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 4.77  3.08  1.55  4.69  3.60  1.30  4.64  3.87  1.20  / / / / / / 

-15 5.76  3.42  1.68  5.41  3.81  1.42  5.22  4.09  1.28  5.09  4.31  1.18  / / / 

-10 7.63  4.08  1.87  7.34  4.26  1.72  6.37  4.35  1.46  5.73  4.44  1.29  / / / 

-7 10.86  5.15  2.11  11.00  5.37  2.05  8.84  5.05  1.75  7.41  4.77  1.55  / / / 

-5 10.78  4.99  2.16  10.83  5.13  2.11  8.87  4.82  1.84  7.57  4.56  1.66  / / / 

-2 10.80  4.73  2.28  10.87  4.90  2.22 9.05  4.78  1.89  7.85  4.64  1.69  / / / 

0 11.08  4.57  2.42  11.13  4.75  2.34  9.36  4.77  1.96  8.18  4.70  1.74  / / / 

2 12.14  4.86  2.50  12.40  5.06  2.45  10.10  4.77  2.12  8.56  4.46  1.92  / / / 

5 12.50  4.40  2.84  12.57  4.47  2.81  10.61  4.31  2.46  9.31  4.11  2.27  8.06  4.19  1.93  

7 14.00  4.40  3.18  13.80  4.68  2.95  12.93  4.67  2.77  12.34  4.73  2.61  9.71  4.50  2.16  

10 11.42  3.30  3.46  10.64  3.31  3.21  10.44  3.54  2.95  10.31  3.71  2.78  9.11  3.88  2.35  

12 11.51  3.21  3.59  10.28  3.10  3.32  10.23  3.35  3.05  10.20  3.54  2.88  9.43  3.83  2.46  

14 11.48  3.17  3.62  10.03  3.00  3.35 10.05  3.26  3.08  10.07  3.47  2.90  9.53  3.82  2.50  

15 11.52  3.11  3.70  9.84  2.88  3.41  9.94  3.16  3.14  10.01  3.38  2.96  9.68  3.78  2.56  

19 11.21  2.76  4.07  9.59  2.62  3.67  9.14  2.77  3.30  8.83  2.90  3.05  10.29  3.65  2.82  

20 11.13  2.68  4.16  9.53  2.59  3.68  8.94  2.68  3.34  8.54  2.78  3.07  / / / 

25 11.00  2.41  4.58  9.40  2.31  4.07  8.53  2.43  3.50  7.95  2.53  3.14  / / / 

30 11.03  2.24  4.92  9.74  2.17  4.49  8.80  2.36  3.73  8.17  2.58  3.17  / / / 

35 11.38  2.13  5.33  10.09  2.08  4.86  / / / / / / / / / 

40 11.81  2.04  5.78  / / / / / / / / / / / / 

43 12.20  2.04  5.99  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
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Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 3.76  1.62  2.33  4.02  1.74  2.30  3.54  1.94  1.82  3.33  2.17  1.54  3.00  2.29  1.31  

-20 4.58  1.63  2.80  4.77  1.73  2.76  4.40  1.87  2.35  4.02  1.99  2.02  4.06  2.31  1.76  

-15 5.24  1.68  3.13  5.40  1.85  2.91  5.31  2.00  2.66  4.91  2.09  2.35  4.88  2.56  1.91  

-10 5.05  1.47  3.44  5.08  1.68  3.02  4.76  1.79  2.66  4.80  1.99  2.41  5.01  2.35  2.13  

-7 5.14  1.34  3.84  4.55  1.35  3.36  4.57  1.48  3.10  4.96  1.77  2.80  6.21  2.46  2.52  

-5 5.35  1.28  4.17  4.78  1.25  3.81  4.61  1.38  3.34  5.19  1.69  3.07  6.40  2.41  2.65  

-2 5.37  1.25  4.30  4.89  1.21  4.04  4.56  1.32  3.47  5.24  1.63  3.22  6.56  2.39  2.75  

0 5.73  1.19  4.80  5.34  1.22  4.36  4.79  1.31  3.66  5.57  1.63  3.42  6.92  2.39  2.90  

2 5.93  1.11  5.33  5.57  1.18  4.71  5.14  1.29  4.00  5.83  1.60  3.64  7.33  2.34  3.13  

5 6.23  1.03  6.07  5.89  1.14  5.15  5.58  1.24  4.49  6.18  1.49  4.16  7.86  2.25  3.49  

7 6.48  0.96  6.75  6.03  1.06  5.68  5.92  1.12  5.27  6.64  1.42  4.68  8.50  2.09  4.07  

10 6.34  0.80  7.93  6.18  1.00  6.16  5.84  1.06  5.50  6.66  1.35  4.92  8.28  2.00  4.15  

12 6.21  0.74  8.43  6.11  0.95  6.43  5.92  1.03  5.73  7.04  1.39  5.06  8.49  1.98  4.29  

14 6.09  0.71  8.62  6.02  0.92  6.52  5.91  1.02  5.80  7.16  1.41  5.09  8.51  1.97  4.33  

15 6.01  0.67  8.90  5.97  0.89  6.68  5.93  1.00  5.94  7.33  1.42  5.18  8.59  1.94  4.42  

19 5.96  0.62  9.65  5.93  0.78  7.61  5.85  0.91  6.45  7.19  1.25  5.74  8.50  1.72  4.93  

20 5.95  0.60  9.84  5.93  0.76  7.85  5.83  0.89  6.57  7.16  1.22  5.88  8.48  1.68  5.06  

25 6.09  0.57  10.70  6.05  0.68  8.95  5.96  0.83  7.15  7.17  1.10  6.54  8.42  1.48  5.67  

30 7.11  0.62  11.47  7.26  0.76  9.49  8.10  1.01  8.02  8.43  1.20  7.05  8.68  1.46  5.92  

35 7.63  0.59  13.00  7.69  0.73  10.52  8.32  0.91  9.15  8.83  1.13  7.84  8.98  1.40  6.42  

40 7.89  0.57  13.77  8.37  0.69  12.06  9.16  0.93  9.84  9.10  1.09  8.35  9.29  1.36  6.82  

43 8.30  0.57  14.55  8.79  0.69  12.78  9.59  0.94  10.19  9.53  1.07  8.90  9.24  1.31  7.08  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 3.79  2.47  1.54  3.65  2.68  1.36  3.56  2.98  1.20  / / / / / / 

-15 4.84  2.87  1.68  4.52  3.17  1.43  4.41  3.44  1.28  4.33  3.65  1.19  / / / 

-10 5.17  2.71  1.90  5.40  3.08  1.76  4.87  3.26  1.49  4.51  3.43  1.32  / / / 

-7 5.96  2.71  2.20  6.25  2.89  2.16  5.63  3.09  1.82  5.22  3.26  1.60  / / / 

-5 6.15  2.69  2.28  6.46  2.88  2.24  5.85  3.03  1.93  5.44  3.15  1.73  / / / 

-2 6.30  2.61  2.41  6.62  2.83  2.34 6.12  3.07  1.99  5.78  3.28  1.76  / / / 

0 6.61  2.58  2.57  6.90  2.83  2.44  6.46  3.12  2.07  6.17  3.39  1.82  / / / 

2 7.18  2.62  2.74  7.73  2.92  2.65  7.29  3.20  2.28  7.00  3.43  2.04  / / / 

5 7.86  2.59  3.03  8.68  2.91  2.98  8.24  3.20  2.58  7.95  3.38  2.35  6.88  3.44  2.00  

7 8.43  2.46  3.43  9.05  2.78  3.25  8.95  3.02  2.96  8.88  3.21  2.77  7.25  3.14  2.31  

10 8.77  2.40  3.65  8.96  2.67  3.36  8.99  2.91  3.09  9.02  3.10  2.91  7.95  3.23  2.46  

12 9.17  2.43  3.78  8.75  2.53  3.46  8.95  2.81  3.19  9.08  3.03  3.00  8.39  3.27  2.56  

14 9.29  2.44  3.81  8.57  2.46  3.49 8.85  2.76  3.21  9.04  2.99  3.03  8.53  3.29  2.59  

15 9.47  2.43  3.89  8.45  2.38  3.55  8.80  2.69  3.27  9.04  2.93  3.09  8.72  3.29  2.65  

19 9.38  2.20  4.27  8.38  2.20  3.81  8.22  2.39  3.43  8.11  2.56  3.17  9.49  3.27  2.90  

20 9.35  2.14  4.36  8.36  2.18  3.83  8.07  2.32  3.47  7.88  2.47  3.19  / / / 

25 9.33  1.94  4.80  8.32  1.97  4.23  7.76  2.13  3.65  7.38  2.26  3.27  / / / 

30 9.37  1.81  5.17  8.70  1.84  4.73  7.89  2.01  3.92  7.34  2.20  3.33  / / / 

35 9.63  1.72  5.61  8.97  1.76  5.11  / / / / / / / / / 

40 9.89  1.63  6.08  / / / / / / / / / / / / 

43 10.25  1.63  6.30  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.6-3: Heating capacity for 14kW models 
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Table 2-4.7-1: Heating capacity for 16kW models 
 

Maximum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 7.69  4.03  1.91  7986.00  4132.04  1.93  6.61  4.01  1.65  5.89  4.43  1.33  4.96  4.21  1.18  

-20 9.57  4.02  2.38  9.71  4.43  2.19  8.16  4.77  1.71  7.48  4.76  1.57  6.55  4.85  1.35  

-15 11.84  4.37  2.71  11.27  4.60  2.45  10.71  4.93  2.17  10.07  5.24  1.92  9.03  5.38  1.68  

-10 13.40  4.51  2.97  13.03  4.79  2.72  12.68  5.10  2.49  12.42  5.45  2.28  11.05  5.64  1.96  

-7 14.34  4.59  3.13  14.09  4.89  2.88  13.87  5.19  2.67  13.84  5.55  2.50  13.13  6.02  2.18  

-5 14.55  4.19  3.47  14.25  4.55  3.13  13.98  4.88  2.86  13.84  5.31  2.61  13.38  5.88  2.28  

-2 14.38  3.84  3.74  13.90  4.08  3.41  13.70  4.46  3.07  13.48  4.96  2.72  13.53  5.56  2.43  

0 15.09  3.49  4.33  14.46  3.85  3.75  14.27  4.27  3.34  13.85  4.80  2.88  14.06  5.33  2.64  

2 15.73  3.36  4.68  15.10  3.86  3.91  14.72  4.38  3.36  14.48  4.75  3.05  14.73  5.42  2.72  

5 16.79  3.24  5.19  16.53  4.07  4.06  16.07  3.98  4.04  15.64  4.56  3.43  15.88  4.96  3.20  

7 17.48  3.16  5.53  16.91  3.68  4.60  16.79  3.79  4.43  16.35  4.25  3.85  16.62  4.80  3.46  

10 18.01  2.99  6.02  17.76  3.58  4.96  17.58  3.71  4.74  17.07  4.31  3.96  17.33  4.72  3.67  

12 18.52  2.88  6.44  18.22  3.30  5.52  18.07  3.55  5.08  17.74  4.19  4.23  18.00  4.63  3.89  

14 18.65  2.83  6.60  18.31  3.19  5.75  18.18  3.49  5.22  17.94  4.14  4.33  18.21  4.60  3.96  

15 18.89  2.76  6.84  18.52  3.06  6.05  18.41  3.40  5.41  18.26  4.08  4.48  18.53  4.53  4.09  

19 17.55  2.25  7.79  17.15  2.49  6.89  17.04  2.82  6.05  16.77  3.36  4.99  16.59  3.92  4.24  

20 17.22  2.14  8.03  16.81  2.37  7.10  16.70  2.69  6.21  16.39  3.20  5.12  16.11  3.77  4.28  

25 16.48  1.86  8.86  16.19  2.23  7.26  16.24  2.34  6.94  16.15  2.78  5.81  15.73  3.23  4.87  

30 15.63  1.55  10.09  15.46  1.88  8.21  15.37  2.00  7.68  15.41  2.37  6.49  15.05  2.76  5.46  

35 16.57  1.53  10.82  16.35  1.81  9.01  16.31  1.94  8.42  16.23  2.36  6.87  15.88  2.79  5.68  

40 16.90  1.47  11.46  17.64  1.75  10.06  17.25  1.88  9.15  17.35  2.40  7.24  16.41  2.78  5.91  

43 17.24  1.46  11.84  17.99  1.71  10.51  17.59  1.88  9.37  17.70  2.39  7.41  16.74  2.70  6.20  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 5.85  4.54  1.29  5.37  4.63  1.16  5.07  4.90  1.04  / / / / / / 

-15 7.53  5.32  1.42  6.82  5.29  1.29  6.58  5.46  1.21  6.42  5.59  1.15  / / / 

-10 9.49  5.58  1.70  8.92  5.92  1.51  7.79  5.74  1.36  7.04  5.59  1.26  / / / 

-7 12.86  6.22  2.07  12.50  6.25  2.00  9.94  6.17  1.61  8.25  6.18  1.33  / / / 

-5 12.95  5.82  2.22  12.60  6.14  2.05  10.21  5.94  1.72  8.62  5.97  1.45  / / / 

-2 13.02  5.53  2.35  12.59  5.85  2.15 10.47  5.75  1.82  9.06  5.74  1.58  / / / 

0 13.42  5.35  2.51  12.84  5.68  2.26  10.87  5.60  1.94  9.56  5.54  1.72  / / / 

2 14.08  5.40  2.61  13.65  5.74  2.38  12.08  5.78  2.09  11.03  5.82  1.89  / / / 

5 15.26  5.05  3.02  14.47  5.44  2.66  13.42  5.29  2.53  12.71  5.36  2.37  10.71  5.24  2.04  

7 16.20  5.11  3.17  16.20  5.73  2.83  14.91  5.45  2.74  14.06  5.34  2.63  11.28  5.13  2.20  

10 16.69  5.12  3.26  16.05  5.36  2.99  15.01  5.14  2.92  14.32  5.13  2.79  12.23  4.97  2.46  

12 17.33  4.96  3.50  16.82  5.57  3.02  15.48  5.05  3.07  14.59  4.98  2.93  12.40  4.89  2.54  

14 17.52  4.89  3.59  17.09  5.68  3.01 15.61  5.01  3.12  14.62  4.92  2.97  12.40  4.86  2.55  

15 17.83  4.79  3.72  17.46  5.76  3.03  15.83  4.95  3.20  14.75  4.83  3.06  12.47  4.80  2.60  

19 15.26  4.21  3.63  15.45  4.66  3.32  14.26  4.48  3.19  13.46  4.47  3.01  12.76  4.58  2.79  

20 14.62  4.06  3.60  14.95  4.41  3.39  13.86  4.36  3.18  13.14  4.39  3.00  / / / 

25 14.52  3.46  4.20  14.06  3.70  3.80  13.26  3.93  3.37  12.73  4.15  3.07  / / / 

30 14.31  2.99  4.79  13.56  3.18  4.26  12.83  3.63  3.53  12.34  3.98  3.10  / / / 

35 15.00  3.00  5.01  13.37  2.93  4.56  / / / / / / / / / 

40 15.58  2.98  5.22  / / / / / / / / / / / / 

43 15.89  2.94  5.41  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 
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Normal 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 6.57  3.24  2.03  6.79  3.29  2.06  5.57  3.21  1.73  5.04  3.65  1.38  4.30  3.60  1.19  

-20 8.42  3.29  2.56  8.50  3.59  2.37  7.07  3.88  1.82  6.59  3.99  1.65  5.74  4.14  1.39  

-15 9.89  3.37  2.93  9.35  3.52  2.66  8.80  3.79  2.32  8.41  4.14  2.03  7.38  4.26  1.73  

-10 11.06  3.51  3.15  10.69  3.68  2.90  10.30  3.95  2.61  10.26  4.34  2.37  9.25  4.59  2.01  

-7 13.87  4.27  3.25  13.54  4.44  3.05  13.10  4.85  2.70  13.09  4.98  2.63  12.80  5.69  2.25  

-5 13.71  3.85  3.56  13.62  4.13  3.30  13.20  4.47  2.95  13.12  4.86  2.70  12.73  5.49  2.32  

-2 13.00  3.35  3.88  12.90  3.57  3.62  12.67  4.03  3.14  12.60  4.44  2.84  12.58  5.05  2.49  

0 13.10  2.90  4.52  13.04  3.25  4.01  12.93  3.80  3.40  12.74  4.21  3.03  12.78  4.72  2.71  

2 13.25  2.61  5.07  13.10  3.18  4.12  13.00  3.77  3.45  12.72  3.97  3.20  12.70  4.46  2.85  

5 14.14  2.52  5.61  13.66  3.19  4.28  13.46  3.09  4.35  13.09  3.58  3.66  13.14  3.88  3.39  

7 16.96  2.87  5.91  16.14  3.16  5.11  15.90  3.53  4.50  15.74  3.99  3.94  16.00  4.57  3.50  

10 14.24  2.14  6.66  13.89  2.57  5.42  13.48  2.61  5.16  13.16  3.01  4.36  13.21  3.33  3.97  

12 14.54  2.03  7.16  14.28  2.32  6.17  14.03  2.52  5.58  13.72  2.93  4.68  13.76  3.26  4.22  

14 14.59  1.99  7.35  14.38  2.22  6.49  14.21  2.48  5.74  13.90  2.90  4.80  13.94  3.23  4.32  

15 14.73  1.93  7.63  14.57  2.11  6.89  14.48  2.43  5.97  14.18  2.85  4.98  14.21  3.19  4.46  

19 13.56  1.55  8.76  13.44  1.75  7.69  13.26  1.98  6.70  12.95  2.32  5.59  12.62  2.71  4.66  

20 13.27  1.47  9.04  13.16  1.67  7.89  12.95  1.88  6.88  12.65  2.20  5.75  12.22  2.59  4.71  

25 12.82  1.29  9.97  12.68  1.57  8.06  12.73  1.65  7.71  12.67  1.75  7.22  12.01  2.24  5.36  

30 12.51  1.11  11.29  12.23  1.35  9.06  11.83  1.40  8.47  12.41  1.55  7.98  11.83  2.06  5.74  

35 13.36  1.11  12.03  13.24  1.34  9.90  12.80  1.41  9.06  13.22  1.79  7.40  12.48  2.07  6.02  

40 14.11  1.10  12.83  14.57  1.31  11.13  13.88  1.40  9.91  14.14  1.80  7.86  13.22  2.10  6.30  

43 14.65  1.10  13.33  15.13  1.29  11.71  14.43  1.41  10.21  14.69  1.81  8.10  13.74  2.06  6.66  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 5.15  3.88  1.33  4.89  4.18  1.17  4.74  4.68  1.01  / / / / / / 

-15 6.18  4.21  1.47  5.71  4.40  1.30  5.54  4.61  1.20  5.43  4.77  1.14  / / / 

-10 7.98  4.55  1.75  7.51  4.83  1.55  6.60  4.75  1.39  5.99  4.69  1.28  / / / 

-7 12.38  5.83  2.12  12.50  6.25  2.00  9.61  5.89  1.63  7.69  5.60  1.37  / / / 

-5 12.41  5.51  2.25  11.67  5.63  2.07  8.72  4.91  1.77  7.88  5.32  1.48  / / / 

-2 12.49  5.19  2.41  11.96  5.45  2.19 8.73  4.63  1.88  8.04  4.99  1.61  / / / 

0 12.88  4.97  2.59  12.48  5.43  2.30  8.86  4.40  2.01  8.26  4.69  1.76  / / / 

2 13.02  4.88  2.67  13.30  5.54  2.40  10.71  4.95  2.17  8.92  4.44  2.01  / / / 

5 13.22  4.25  3.11  13.50  4.91  2.75  11.47  4.37  2.62  10.12  4.09  2.47  8.84  4.24  2.08  

7 15.97  4.92  3.24  16.00  5.61  2.85  14.31  5.13  2.79  13.19  4.86  2.72  10.24  4.60  2.23  

10 12.45  3.66  3.41  12.07  3.86  3.13  11.53  3.81  3.03  11.18  3.88  2.88  9.92  3.93  2.52  

12 12.96  3.53  3.67  12.69  4.01  3.17  11.93  3.73  3.20  11.43  3.76  3.04  10.08  3.88  2.60  

14 13.14  3.48  3.77  12.91  4.08  3.16 12.05  3.70  3.26  11.47  3.71  3.09  10.10  3.85  2.62  

15 13.39  3.41  3.92  13.22  4.13  3.20  12.24  3.65  3.35  11.59  3.64  3.19  10.18  3.81  2.67  

19 11.36  2.95  3.85  11.60  3.29  3.52  10.93  3.25  3.36  10.49  3.32  3.16  10.49  3.65  2.87  

20 10.85  2.83  3.84  11.19  3.10  3.61  10.61  3.15  3.36  10.22  3.24  3.15  / / / 

25 10.85  2.43  4.47  10.59  2.62  4.04  10.07  2.83  3.57  9.73  3.01  3.23  / / / 

30 10.88  2.15  5.07  10.02  2.33  4.31  10.05  2.73  3.68  10.06  3.12  3.23  / / / 

35 11.55  2.16  5.34  10.38  2.19  4.74  / / / / / / / / / 

40 12.31  2.19  5.61  / / / / / / / / / / / / 

43 12.79  2.19  5.85  / / / / / / / / / / / / 

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

HC: Total heating capacity (kW) 
PI: Power input (kW) 

 

Table 2-4.7-2: Heating capacity for 16kW models 
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Table 2-4.7-3: Heating capacity for 16kW models 
 

Minimum 

DB 

LWT 

25 30 35 40 45 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 4.38  2.11  2.08  4.74  2.25  2.11  4.30  2.45  1.76  4.01  2.86  1.40  3.33  2.77  1.20  

-20 5.31  2.04  2.60  5.58  2.33  2.40  4.61  2.50  1.85  4.36  2.60  1.68  4.25  3.10  1.37  

-15 6.45  2.15  3.00  6.37  2.34  2.72  5.94  2.50  2.38  5.77  2.77  2.08  5.78  3.33  1.73  

-10 5.70  1.74  3.27  5.80  1.93  3.01  5.52  2.06  2.68  5.63  2.31  2.43  5.75  2.80  2.05  

-7 5.38  1.53  3.52  4.96  1.55  3.21  4.99  1.68  2.97  5.58  1.99  2.80  6.83  2.86  2.38  

-5 5.60  1.43  3.93  5.16  1.47  3.50  5.17  1.62  3.20  5.72  1.94  2.94  7.09  2.84  2.50  

-2 5.64  1.33  4.26  5.22  1.36  3.83  5.17  1.50  3.44  5.67  1.84  3.08  7.27  2.71  2.68  

0 6.04  1.22  4.94  5.62  1.33  4.23  5.49  1.46  3.76  5.93  1.81  3.28  7.66  2.62  2.92  

2 6.35  1.18  5.39  5.69  1.31  4.34  5.82  1.42  4.10  6.28  1.77  3.56  8.12  2.55  3.19  

5 6.80  1.13  5.99  5.78  1.25  4.64  6.27  1.36  4.60  6.77  1.71  3.95  8.74  2.43  3.59  

7 6.96  1.08  6.43  5.67  1.05  5.38  6.43  1.27  5.08  6.97  1.56  4.46  9.02  2.26  3.99  

10 6.51  0.93  7.01  6.78  1.19  5.70  6.93  1.27  5.44  7.44  1.62  4.59  9.58  2.31  4.15  

12 6.65  0.89  7.51  6.84  1.06  6.48  7.15  1.22  5.86  7.99  1.63  4.92  9.98  2.27  4.40  

14 6.66  0.86  7.71  6.81  1.00  6.81  7.20  1.20  6.02  8.20  1.63  5.04  10.09  2.25  4.49  

15 6.71  0.84  7.99  6.82  0.94  7.22  7.29  1.17  6.26  8.45  1.62  5.22  10.26  2.21  4.64  

19 6.76  0.74  9.17  6.86  0.85  8.06  7.10  1.01  7.02  8.23  1.41  5.86  9.28  1.92  4.84  

20 6.77  0.72  9.46  6.86  0.83  8.27  7.05  0.98  7.21  8.17  1.36  6.02  9.04  1.85  4.89  

25 6.92  0.66  10.44  7.00  0.83  8.45  7.34  0.91  8.07  7.99  1.17  6.82  8.98  1.61  5.57  

30 7.29  0.62  11.79  7.58  0.80  9.48  8.38  0.96  8.70  8.91  1.21  7.36  8.88  1.47  6.03  

35 7.75  0.61  12.73  8.28  0.79  10.48  9.05  0.94  9.60  9.48  1.21  7.85  9.34  1.48  6.33  

40 8.22  0.61  13.58  9.00  0.76  11.79  9.75  0.93  10.51  9.89  1.19  8.34  9.68  1.46  6.62  

43 8.64  0.61  14.11  9.45  0.76  12.40  10.20  0.94  10.83  10.35  1.21  8.59  10.21  1.46  7.00  

DB 

LWT 

50 55 58 60 65 

HC PI COP HC PI COP HC PI COP HC PI COP HC PI COP 

-25 / / / / / / / / / / / / / / / 

-20 4.10  3.11  1.32  3.81  3.14  1.21  3.64  3.60  1.01  / / / / / / 

-15 5.20  3.54  1.47  4.78  3.66  1.30  4.69  3.88  1.21  4.62  4.04  1.15  / / / 

-10 5.41  3.03  1.79  5.53  3.49  1.58  5.04  3.56  1.42  4.71  3.62  1.30  / / / 

-7 6.94  3.17  2.19  7.11  3.30  2.15  6.06  3.53  1.72  5.36  3.80  1.41  / / / 

-5 7.12  3.00  2.37  7.31  3.32  2.20  6.34  3.46  1.83  5.69  3.72  1.53  / / / 

-2 7.26  2.85  2.55  7.34  3.20  2.30 6.52  3.35  1.95  5.98  3.57  1.68  / / / 

0 7.58  2.76  2.75  7.52  3.11  2.42  6.80  3.26  2.09  6.32  3.43  1.84  / / / 

2 8.06  2.79  2.89  8.23  3.13  2.63  7.74  3.27  2.36  7.41  3.43  2.16  / / / 

5 8.70  2.69  3.24  9.11  3.13  2.91  8.83  3.20  2.76  8.65  3.36  2.57  7.55  3.51  2.15  

7 9.01  2.58  3.49  9.96  3.13  3.19  9.66  3.22  3.00  9.46  3.29  2.87  7.87  3.41  2.31  

10 9.56  2.66  3.59  10.16  3.11  3.27  9.93  3.13  3.17  9.78  3.24  3.02  8.66  3.38  2.56  

12 10.34  2.68  3.86  10.82  3.27  3.30  10.44  3.13  3.34  10.18  3.21  3.17  8.97  3.39  2.65  

14 10.64  2.68  3.97  11.05  3.35  3.30 10.60  3.12  3.39  10.30  3.19  3.23  9.04  3.39  2.67  

15 11.00  2.67  4.12  11.35  3.41  3.33  10.82  3.10  3.49  10.47  3.16  3.32  9.17  3.37  2.72  

19 9.50  2.35  4.05  10.13  2.76  3.67  9.83  2.81  3.50  9.63  2.93  3.29  9.68  3.30  2.93  

20 9.12  2.26  4.03  9.82  2.62  3.75  9.58  2.74  3.50  9.42  2.87  3.28  / / / 

25 9.20  1.96  4.69  9.38  2.23  4.21  9.17  2.47  3.71  9.04  2.69  3.36  / / / 

30 9.25  1.74  5.33  8.95  1.95  4.60  9.01  2.32  3.88  9.05  2.66  3.40  / / / 

35 9.77  1.74  5.61  9.23  1.85  4.98  / / / / / / / / / 

40 10.30  1.75  5.90  / / / / / / / / / / / / 

43 10.75  1.75  6.15  / / / / / / / / / / / / 

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
HC: Total heating capacity (kW) 

PI: Power input (kW) 
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4.2 Cooling Capacity Tables (Test standard：EN14511) 

 

  

Table 2-4.8: Cooling capacity for 4kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 4.76  0.46  10.30  5.19  0.50  10.32  5.47  0.55  10.01  6.09  0.48  12.66  

0 / / / / / / / / / / / / 4.54  0.57  8.03  4.96  0.61  8.19  5.25  0.65  8.08  5.87  0.55  10.70  

5 / / / / / / / / / / / / 4.04  0.67  6.07  4.45  0.71  6.30  4.75  0.75  6.34  5.37  0.65  8.28  

10 / / / / / / / / / 4.88  0.84  5.78  6.06  1.06  5.71  6.34  1.03  6.15  6.44  1.01  6.40  7.11  0.85  8.37  

15 / / / / / / 5.05  0.93  5.42  5.66  1.04  5.45  8.09  1.46  5.55  8.13  1.33  6.10  8.14  1.26  6.44  8.85  1.05  8.43  

19 4.48  0.99  4.53  5.06  1.07  4.75  5.82  1.14  5.11  6.28  1.21  5.18  8.14  1.49  5.48  8.25  1.36  6.06  8.29  1.29  6.42  8.96  1.09  8.21  

20 4.72  1.04  4.53  5.27  1.11  4.73  6.01  1.20  5.03  6.44  1.26  5.12  8.16  1.49  5.47  8.28  1.37  6.05  8.33  1.30  6.42  8.98  1.10  8.15  

25 5.87  1.30  4.51  6.30  1.36  4.65  6.97  1.43  4.88  7.22  1.45  4.98  8.23  1.53  5.39  8.41  1.40  6.00  8.52  1.33  6.40  9.12  1.15  7.90  

30 5.84  1.55  3.78  6.21  1.56  3.99  6.80  1.59  4.28  7.00  1.60  4.36  7.77  1.65  4.72  8.09  1.54  5.27  8.19  1.46  5.63  8.77  1.30  6.75  

35 5.80  1.79  3.24  6.11  1.84  3.32  6.64  1.79  3.70  6.77  1.78  3.82  7.31  1.71  4.28  7.65  1.62  4.73  7.87  1.55  5.06  8.43  1.44  5.84  

40 3.80  1.51  2.52  4.36  1.65  2.64  5.08  1.81  2.81  5.25  1.79  2.93  5.91  1.73  3.41  6.36  1.70  3.75  6.63  1.68  3.95  7.88  1.64  4.80  

43 2.58  1.15  2.24  3.13  1.33  2.35  3.80  1.52  2.51  4.06  1.53  2.66  5.08  1.56  3.26  5.56  1.56  3.56  5.88  1.57  3.74  7.55  1.59  4.73  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 3.83  0.33  11.74  4.18  0.35  11.97  4.45  0.37  11.92  4.95  0.35  14.10  

0 / / / / / / / / / / / / 3.66  0.39  9.35  4.01  0.41  9.70  4.28  0.44  9.81  4.78  0.36  13.31  

5 / / / / / / / / / / / / 3.23  0.48  6.68  3.56  0.50  7.07  3.81  0.52  7.29  4.36  0.45  9.77  

10 / / / / / / / / / 3.53  0.58  6.04  4.87  0.77  6.29  5.08  0.73  6.91  5.19  0.70  7.37  5.79  0.59  9.89  

15 / / / / / / 3.79  0.66  5.71  4.39  0.76  5.75  6.79  1.15  5.89  6.91  1.05  6.56  7.00  0.99  7.06  7.44  0.80  9.29  

19 3.48  0.73  4.76  3.92  0.79  4.97  4.64  0.86  5.42  5.08  0.92  5.51  6.80  1.16  5.88  6.99  1.07  6.51  7.14  1.03  6.96  7.74  0.86  9.04  

20 3.68  0.77  4.76  4.10  0.83  4.95  4.86  0.91  5.34  5.25  0.96  5.45  6.80  1.16  5.88  7.01  1.08  6.50  7.17  1.03  6.94  7.82  0.87  8.98  

25 4.65  0.97  4.78  4.98  1.02  4.88  5.72  1.10  5.18  5.97  1.13  5.29  6.96  1.21  5.74  7.27  1.13  6.45  7.44  1.07  6.98  8.05  0.91  8.85  

30 4.69  1.17  4.02  4.97  1.18  4.20  5.67  1.24  4.56  5.87  1.26  4.66  6.67  1.32  5.06  7.03  1.25  5.63  7.25  1.20  6.05  7.85  1.06  7.44  

35 4.51  1.36  3.32  4.70  1.36  3.45  4.81  1.20  4.01  4.80  1.16  4.15  4.77  1.01  4.70  4.50  0.82  5.50  4.87  0.85  5.71  5.69  0.89  6.42  

40 3.10  1.15  2.70  3.55  1.26  2.81  4.30  1.42  3.03  4.47  1.41  3.16  5.15  1.40  3.68  5.60  1.38  4.07  5.95  1.37  4.34  7.15  1.32  5.41  

43 2.12  0.91  2.33  2.45  1.02  2.41  2.99  1.15  2.59  3.20  1.16  2.76  4.04  1.18  3.43  4.58  1.21  3.79  5.04  1.25  4.04  5.97  1.15  5.18  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 2.48  0.20  12.60  2.69  0.21  12.59  2.87  0.23  12.38  3.21  0.20  15.83  

0 / / / / / / / / / / / / 2.37  0.24  9.92  2.59  0.26  10.09  2.77  0.27  10.09  3.11  0.23  13.40  

5 / / / / / / / / / / / / 1.74  0.24  7.35  1.91  0.25  7.62  2.06  0.27  7.76  2.35  0.23  10.17  

10 / / / / / / / / / 2.79  0.43  6.44  2.70  0.39  6.99  2.82  0.37  7.51  2.90  0.37  7.91  3.21  0.31  10.39  

15 / / / / / / 2.32  0.38  6.04  2.59  0.42  6.09  3.64  0.58  6.29  3.58  0.50  7.10  3.50  0.45  7.80  4.25  0.41  10.32  

19 1.78  0.36  4.96  1.87  0.36  5.24  2.17  0.38  5.71  2.42  0.42  5.81  3.43  0.55  6.24  3.66  0.53  6.88  3.86  0.52  7.41  4.40  0.46  9.66  

20 1.86  0.38  4.95  1.93  0.37  5.20  2.13  0.38  5.62  2.38  0.41  5.74  3.38  0.54  6.23  3.68  0.54  6.83  3.95  0.54  7.32  4.44  0.47  9.50  

25 2.23  0.46  4.89  2.23  0.44  5.02  2.37  0.45  5.31  2.55  0.47  5.46  3.29  0.54  6.04  3.63  0.54  6.74  3.92  0.53  7.33  4.38  0.47  9.28  

30 2.23  0.54  4.10  2.21  0.51  4.35  2.33  0.49  4.73  2.49  0.51  4.85  3.12  0.59  5.30  3.48  0.59  5.89  3.79  0.59  6.38  4.23  0.55  7.72  

35 2.05  0.59  3.50  2.22  0.58  3.80  2.53  0.60  4.23  2.63  0.60  4.36  3.01  0.61  4.91  3.35  0.60  5.62  3.66  0.62  5.92  4.23  0.62  6.84  

40 1.40  0.52  2.69  1.66  0.58  2.86  2.01  0.64  3.12  2.11  0.65  3.26  2.52  0.66  3.82  2.87  0.68  4.19  3.18  0.71  4.50  4.07  0.74  5.51  

43 0.73  0.31  2.38  1.04  0.42  2.49  1.43  0.53  2.68  1.57  0.55  2.86  2.11  0.59  3.57  2.35  0.60  3.90  2.57  0.62  4.17  3.80  0.71  5.38  

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 
PI: Power input (kW) 
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Table 2-4.9:  Cooling capacity for 6kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 5.27  0.59  8.93  5.91  0.57  10.42  6.38  0.55  11.53  6.77  0.64  10.62  

0 / / / / / / / / / / / / 5.05  0.69  7.28  5.68  0.67  8.49  6.16  0.66  9.39  6.55  0.74  8.85  

5 / / / / / / / / / / / / 4.55  0.79  5.74  5.17  0.77  6.73  5.66  0.76  7.48  6.05  0.84  7.20  

10 / / / / / / / / / 5.81  1.25  4.65  6.32  1.13  5.61  6.70  1.06  6.33  6.90  1.01  6.83  7.45  0.95  7.88  

15 / / / / / / 5.89  1.10  5.33  6.33  1.18  5.38  8.09  1.46  5.55  8.13  1.33  6.10  8.14  1.26  6.44  8.85  1.05  8.43  

19 5.06  1.29  3.93  5.87  1.36  4.31  6.48  1.36  4.76  6.81  1.39  4.91  8.14  1.49  5.48  8.25  1.36  6.06  8.29  1.29  6.42  8.96  1.09  8.21  

20 5.41  1.38  3.93  6.10  1.43  4.27  6.63  1.43  4.62  6.93  1.45  4.79  8.16  1.49  5.47  8.28  1.37  6.05  8.33  1.30  6.42  8.98  1.10  8.15  

25 7.16  1.80  3.98  7.26  1.79  4.07  7.37  1.77  4.17  7.54  1.71  4.42  8.23  1.53  5.39  8.41  1.40  6.00  8.52  1.33  6.40  9.12  1.15  7.90  

30 6.50  1.85  3.51  7.15  1.95  3.67  7.29  1.90  3.84  7.39  1.84  4.02  7.77  1.65  4.72  8.09  1.54  5.27  8.19  1.46  5.63  8.77  1.30  6.75  

35 6.04  2.09  2.89  7.11  2.39  2.97  7.22  2.03  3.55  7.24  1.95  3.71  7.31  1.68  4.35  7.65  1.64  4.67  7.87  1.58  4.98  8.43  1.44  5.84  

40 3.80  1.51  2.52  4.50  1.69  2.66  5.08  1.81  2.81  5.25  1.79  2.93  5.91  1.73  3.41  6.36  1.70  3.75  6.63  1.68  3.95  7.88  1.64  4.80  

43 2.58  1.15  2.24  3.24  1.37  2.37  3.80  1.52  2.51  4.06  1.53  2.66  5.08  1.56  3.26  5.56  1.56  3.56  5.88  1.57  3.74  7.55  1.59  4.73  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 4.24  0.42  10.18  4.76  0.39  12.12  5.19  0.38  13.72  5.50  0.42 12.96  

0 / / / / / / / / / / / / 4.07  0.48  8.48  4.59  0.46  10.08  5.02  0.44  11.39  5.33  0.48  11.01  

5 / / / / / / / / / / / / 3.64  0.58  6.31  4.13  0.55  7.56  4.54  0.53  8.61  4.91  0.58  8.49  

10 / / / / / / / / / 4.69  0.95  4.93  5.08  0.82  6.18  5.37  0.75  7.12  5.55  0.71  7.86  6.06  0.65  9.31  

15 / / / / / / 4.42  0.78  5.65  4.89  0.86  5.69  6.79  1.15  5.89  6.91  1.05  6.56  7.00  0.99  7.06  7.44  0.80  9.29  

19 3.93  0.95  4.12  4.62  1.01  4.58  5.17  1.01  5.10  5.50  1.05  5.25  6.80  1.16  5.88  6.99  1.07  6.51  7.14  1.03  6.96  7.74  0.86  9.04  

20 4.22  1.02  4.14  4.84  1.07  4.54  5.36  1.08  4.96  5.65  1.10  5.14  6.80  1.16  5.88  7.01  1.08  6.50  7.17  1.03  6.94  7.82  0.87  8.98  

25 5.67  1.35  4.21  5.92  1.36  4.34  6.05  1.35  4.49  6.23  1.31  4.74  6.96  1.21  5.74  7.27  1.13  6.45  7.44  1.07  6.98  8.05  0.91  8.85  

30 5.23  1.40  3.74  5.82  1.49  3.91  6.08  1.48  4.10  6.20  1.44  4.29  6.67  1.32  5.06  7.03  1.25  5.63  7.25  1.20  6.05  7.85  1.06  7.44  

35 4.74  1.61  2.94  7.00  2.33  3.00  6.85  1.87  3.67  6.86  1.78  3.85  6.87  1.50  4.58  6.50  1.35  4.80  6.87  1.28  5.36  7.69  1.20  6.39  

40 3.10  1.15  2.70  3.74  1.31  2.86  4.30  1.42  3.03  4.47  1.41  3.16  5.15  1.40  3.68  5.60  1.38  4.07  5.95  1.37  4.34  7.15  1.32  5.41  

43 2.12  0.91  2.33  2.58  1.05  2.46  2.99  1.15  2.59  3.20  1.16  2.76  4.04  1.18  3.43  4.58  1.21  3.79  5.04  1.25  4.04  5.97  1.15  5.18  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 2.75  0.25  10.92  3.07  0.24  12.69  3.35  0.23  14.26  3.57  0.27  13.17  

0 / / / / / / / / / / / / 2.64  0.29  9.00  2.96  0.28  10.44  3.25  0.28  11.72  3.47  0.31  11.08  

5 / / / / / / / / / / / / 1.96  0.28  6.95  2.22  0.27  8.12  2.46  0.27  9.16  2.64  0.30  8.84  

10 / / / / / / / / / 2.60  0.45  5.73  2.81  0.41  6.87  2.98  0.39  7.72  3.10  0.37  8.44  3.36  0.34  9.78  

15 / / / / / / 2.71  0.45  5.99  2.89  0.48  6.05  3.64  0.58  6.29  3.58  0.50  7.10  3.50  0.45  7.80  4.25  0.41  10.32  

19 2.07  0.48  4.29  2.20  0.46  4.77  2.42  0.45  5.34  2.62  0.47  5.52  3.43  0.55  6.24  3.66  0.53  6.88  3.86  0.52  7.41  4.40  0.46  9.66  

20 2.13  0.50  4.30  2.25  0.48  4.72  2.35  0.45  5.17  2.55  0.47  5.39  3.38  0.54  6.23  3.68  0.54  6.83  3.95  0.54  7.32  4.44  0.47  9.50  

25 2.42  0.56  4.31  2.49  0.55  4.50  2.50  0.53  4.72  2.66  0.53  4.98  3.29  0.54  6.04  3.63  0.54  6.74  3.92  0.53  7.33  4.38  0.47  9.28  

30 2.48  0.65  3.81  2.49  0.61  4.05  2.49  0.58  4.30  2.62  0.58  4.50  3.12  0.59  5.30  3.48  0.59  5.89  3.79  0.59  6.38  4.23  0.55  7.72  

35 2.07  0.62  3.31  2.44  0.67  3.65  2.75  0.69  4.00  2.80  0.67  4.20  3.01  0.60  4.99  3.35  0.60  5.62  3.66  0.63  5.81  4.23  0.62  6.84  

40 1.40  0.52  2.69  1.73  0.60  2.90  2.01  0.64  3.12  2.11  0.65  3.26  2.52  0.66  3.82  2.87  0.68  4.19  3.18  0.71  4.50  4.07  0.74  5.51  

43 0.73  0.31  2.38  1.09  0.43  2.52  1.43  0.53  2.68  1.57  0.55  2.86  2.11  0.59  3.57  2.35  0.60  3.90  2.57  0.62  4.17  3.80  0.71  5.38  

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 

PI: Power input (kW) 
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Table 2-4.10:  Cooling capacity for 8kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 6.39  0.63  10.07  7.40  0.70  10.51  8.21  0.76  10.82  8.74  0.71  12.31  

0 / / / / / / / / / / / / 6.17  0.71  8.69  6.81  0.73  9.28  7.26  0.74  9.76  7.76  0.70  11.05  

5 / / / / / / / / / / / / 5.96  0.82  7.30  6.21  0.77  8.04  6.30  0.72  8.69  6.78  0.69  9.78  

10 / / / / / / / / / 5.07  0.65  7.86  6.29  0.74  8.54  7.20  0.80  9.05  7.91  0.84  9.45  8.30  0.79  10.53  

15 / / / / / / 5.97  0.87  6.84  6.24  0.90  6.95  7.33  0.99  7.38  8.34  1.08  7.71  9.11  1.15  7.94  9.73  1.12  8.67  

19 5.52  1.09  5.08  6.31  1.19  5.30  6.84  1.19  5.74  7.11  1.21  5.88  8.17  1.27  6.45  9.25  1.39  6.63  10.1 1.50  6.73  10.9 1.51  7.18  

20 5.68  1.15  4.96  6.46  1.25  5.18  7.06  1.29  5.46  7.33  1.31  5.61  8.38  1.35  6.22  9.47  1.49  6.36  10.3  1.60  6.43  11.6 1.64  6.81  

25 6.47  1.48  4.36  7.25  1.59  4.56  7.82  1.63  4.81  8.11  1.64  4.95  9.26  1.68  5.52  10.4  1.81  5.75  11.3 1.90  5.92  12.8 2.02  6.33  

30 7.27  1.89  3.85  8.03  1.99  4.03  8.57  2.01  4.25  8.89  2.02  4.39  10.2  2.06  4.93  11.3  2.15  5.26  12.2  2.20  5.54  14.4 2.40  6.00  

35 7.39  2.37  3.12  8.20  2.55  3.21  8.77  2.31  3.80  9.06  2.31  3.93  10.2  2.31  4.43  11.1  2.37  4.69  11.7  2.40  4.89  13.6 2.50  5.42  

40 6.61  2.52  2.62  7.11  2.49  2.86  7.42  2.37  3.14  7.71  2.40  3.21  8.88  2.53  3.51  9.69  2.54  3.81  10.2  2.51  4.07  12.3 2.83  4.34  

43 
5.09  2.28  2.23  5.44  2.28  2.39  5.64  2.19  2.58  5.86  2.17  2.70  6.73  2.13  3.16  7.55  2.17  3.48  8.15  2.17  3.75  

10.0
4  

2.49  4.03  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 5.14  0.45  11.38  5.97  0.50  12.01  6.68  0.53  12.50  7.10  0.51  14.03  

0 / / / / / / / / / / / / 4.98  0.50  9.94  5.50  0.51  10.69  5.91  0.52  11.31  6.31  0.49  12.86  

5 / / / / / / / / / / / / 4.77  0.60  7.96  4.96  0.56  8.88  5.05  0.52  9.69  5.50  0.51  10.76  

10 / / / / / / / / / 4.10  0.49  8.42  5.05  0.54  9.32  5.77  0.58  10.00  6.37  0.60  10.55  6.75  0.58  11.60  

15 / / / / / / 4.48  0.62  7.24  4.82  0.65  7.36  6.16  0.79  7.83  7.07  0.85  8.32  7.83  0.90  8.70  8.17  0.86  9.55  

19 4.29  0.80  5.34  4.98  0.88  5.64  5.46  0.89  6.14  5.74  0.91  6.29  6.82  0.99  6.92  7.82  1.09  7.15  8.66  1.19  7.30  9.40  1.19  7.91  

20 4.43  0.85  5.21  5.12  0.93  5.52  5.71  0.97  5.86  5.97  0.99  6.03  6.99  1.04  6.69  8.01  1.17  6.86  8.87  1.28  6.95  9.71  1.29  7.50  

25 5.13  1.11  4.61  5.83  1.20  4.87  6.42  1.24  5.17  6.70  1.26  5.31  7.84  1.33  5.87  8.92  1.44  6.20  9.82  1.52  6.46  11.3 1.59  7.09  

30 
5.84  1.42  4.10  6.56  1.52  4.31  7.14  1.57  4.54  7.45  1.59  4.69  8.71  1.65  5.28  9.85  1.74  5.65  

10.8
0  

1.82  5.94  12.9 1.95  6.61  

35 
5.75  1.79  3.20  7.45  2.22  3.35  7.70  1.89  4.07  7.82  1.86  4.21  8.32  1.74  4.77  8.30  1.64  5.05  

10.2
5  

1.95  5.26  12.4 2.09  5.94  

40 5.40  1.92  2.81  5.89  1.91  3.08  6.27  1.86  3.38  6.56  1.90  3.46  7.73  2.04  3.79  8.54  2.06  4.15  9.18  2.06  4.47  11.1 2.28  4.89  

43 4.18  1.80  2.32  4.35  1.75  2.49  4.44  1.66  2.67  4.62  1.65  2.80  5.36  1.61  3.32  6.23  1.68  3.71  6.98  1.72  4.06  7.94  1.80  4.41  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 3.33  0.28  11.86  3.84  0.31  12.42  4.31  0.33  12.89  4.60  0.31  14.71  

0 / / / / / / / / / / / / 3.23  0.31  10.38  3.55  0.32  11.13  3.83  0.32  11.79  4.11  0.31  13.34  

5 / / / / / / / / / / / / 2.57  0.30  8.55  2.67  0.28  9.46  2.74  0.27  10.29  2.96  0.26  11.57  

10 / / / / / / / / / 2.27  0.25  9.25  2.80  0.28  10.11  3.20  0.30  10.75  3.56  0.31  11.31  3.75  0.30  12.59  

15 / / / / / / 2.75  0.36  7.69  2.86  0.37  7.82  3.30  0.39  8.37  3.63  0.40  9.03  3.92  0.41  9.62  4.67  0.44  10.61  

19 2.19  0.40  5.55  2.34  0.40  5.87  2.55  0.40  6.43  2.73  0.41  6.61  3.44  0.47  7.35  4.09  0.54  7.60  4.69  0.60  7.79  5.34  0.63  8.47  

20 2.24  0.41  5.42  2.38  0.42  5.73  2.50  0.41  6.12  2.69  0.43  6.31  3.47  0.49  7.09  4.20  0.58  7.24  4.88  0.67  7.33  5.51  0.69  7.93  

25 2.46  0.52  4.73  2.57  0.51  5.05  2.66  0.49  5.43  2.87  0.51  5.58  3.71  0.60  6.18  4.47  0.69  6.51  5.18  0.76  6.78  6.12  0.82  7.44  

30 2.78  0.66  4.19  2.86  0.64  4.45  2.93  0.62  4.76  3.16  0.64  4.91  4.08  0.74  5.53  4.89  0.82  5.93  5.64  0.90  6.28  6.92  1.01  6.86  

35 2.62  0.74  3.54  2.99  0.77  3.89  3.34  0.78  4.28  3.51  0.79  4.45  4.21  0.82  5.12  4.86  0.90  5.43  5.46  0.96  5.70  6.82  1.07  6.36  

40 2.44  0.87  2.80  2.70  0.86  3.12  2.94  0.84  3.48  3.11  0.87  3.57  3.79  0.97  3.93  4.38  1.02  4.30  4.91  1.06  4.64  6.34  1.28  4.97  

43 1.43  0.60  2.37  1.78  0.70  2.55  2.12  0.77  2.76  2.26  0.78  2.90  2.80  0.81  3.46  3.20  0.83  3.84  3.55  0.85  4.18  5.06  1.11  4.58  

Abbreviations: 
LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 

CC: Total cooling capacity (kW) 
PI: Power input (kW) 
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Table 2-4.11:  Cooling capacity for 10kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 6.83  0.69  9.92  7.94  0.77  10.35  8.79  0.82  10.66  9.35  0.77  12.13  

0 / / / / / / / / / / / / 6.61  0.77  8.56  7.30  0.80  9.14  7.76  0.81  9.61  8.30  0.76  10.88  

5 / / / / / / / / / / / / 6.38  0.89  7.19  6.66  0.84  7.92  6.74  0.79  8.56  7.25  0.75  9.63  

10 / / / / / / / / / 5.30  0.69  7.69  6.55  0.75  8.73  7.48  0.79  9.51  8.17  0.80  10.18  8.80  0.86  10.22  

15 / / / / / / 6.30  1.07  5.89  6.56  1.06  6.18  7.61  1.03  7.35  8.68  1.10  7.91  9.48  1.13  8.38  10.64  1.20  8.84  

19 6.01  1.21  4.98  6.52  1.28  5.11  7.01  1.32  5.31  7.30  1.33  5.50  8.46  1.35  6.25  9.64  1.45  6.63  10.53  1.52  6.93  12.12  1.57  7.73  

20 6.20  1.28  4.86  6.72  1.35  4.98  7.19  1.39  5.17  7.49  1.40  5.33  8.67  1.45  5.97  9.88  1.57  6.31  10.79  1.64  6.57  12.49  1.68  7.45  

25 7.13  1.68  4.24  7.73  1.77  4.37  8.26  1.81  4.56  8.59  1.83  4.70  9.87  1.88  5.24  11.11  2.00  5.55  12.00  2.07  5.79  13.93  2.17  6.42  

30 8.06  2.17  3.71  8.63  2.24  3.86  9.34  2.31  4.05  9.68  2.33  4.16  11.08  2.40  4.62  12.34  2.51  4.91  13.21  2.57  5.14  15.37  2.79  5.51  

35 8.13  2.70  3.01  8.53  2.72  3.13  9.48  2.43  3.72  9.79  2.57  3.82  11.03  2.62  4.21  12.05  2.68  4.49  12.70  2.68  4.73  14.51  2.87  5.06  

40 6.61  2.52  2.62  7.04  2.46  2.86  7.42  2.37  3.14  7.71  2.40  3.21  8.88  2.53  3.51  9.71  2.55  3.81  10.23  2.51  4.07  12.27  2.83  4.34  

43 5.09  2.28  2.23  5.39  2.25  2.39  5.64  2.19  2.58  5.86  2.17  2.70  6.73  2.13  3.16  7.56  2.17  3.48  8.15  2.17  3.75  10.04  2.49  4.03  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 5.50  0.49  11.21  6.40  0.54  11.83  7.15  0.58  12.31  7.59  0.55  13.82  

0 / / / / / / / / / / / / 5.33  0.54  9.79  5.90  0.56  10.53  6.33  0.57  11.14  6.75  0.53  12.66  

5 / / / / / / / / / / / / 5.11  0.65  7.84  5.32  0.61  8.74  5.41  0.57  9.54  5.88  0.56  10.60  

10 / / / / / / / / / 4.29  0.52  8.22  5.26  0.55  9.53  5.99  0.57  10.51  6.58  0.58  11.37  7.16  0.64  11.26  

15 / / / / / / 4.73  0.76  6.24  5.06  0.77  6.55  6.39  0.82  7.80  7.36  0.86  8.54  8.15  0.89  9.18  8.94  0.92  9.74  

19 4.67  0.89  5.23  5.18  0.95  5.43  5.60  0.98  5.69  5.89  1.00  5.89  7.06  1.05  6.70  8.16  1.14  7.15  9.06  1.21  7.51  10.48  1.23  8.51  

20 4.83  0.95  5.11  5.36  1.01  5.31  5.82  1.05  5.55  6.10  1.07  5.72  7.23  1.13  6.42  8.35  1.23  6.80  9.29  1.31  7.10  10.87  1.32  8.21  

25 5.65  1.26  4.49  6.25  1.34  4.68  6.78  1.38  4.91  7.10  1.41  5.04  8.35  1.50  5.58  9.53  1.59  5.99  10.47  1.66  6.32  12.30  1.71  7.18  

30 6.48  1.64  3.95  7.17  1.74  4.12  7.78  1.80  4.32  8.12  1.83  4.45  9.51  1.92  4.95  10.73  2.04  5.26  11.69  2.12  5.51  13.76  2.26  6.08  

35 6.31  2.01  3.15  8.20  2.52  3.25  8.57  2.16  3.96  8.68  2.13  4.07  9.09  2.05  4.43  9.90  2.18  4.55  11.08  2.18  5.09  13.23  2.39  5.54  

40 5.40  1.92  2.81  5.87  1.90  3.08  6.27  1.86  3.38  6.56  1.90  3.46  7.73  2.04  3.79  8.56  2.06  4.15  9.18  2.06  4.47  11.14  2.28  4.89  

43 4.18  1.80  2.32  4.33  1.74  2.49  4.44  1.66  2.67  4.62  1.65  2.80  5.36  1.61  3.32  6.24  1.68  3.71  6.98  1.72  4.06  7.94  1.80  4.41  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 3.56  0.30  11.68  4.11  0.34  12.24  4.61  0.36  12.69  4.93  0.34  14.49  

0 / / / / / / / / / / / / 3.46  0.34  10.23  3.80  0.35  10.96  4.09  0.35  11.61  4.39  0.33  13.14  

5 / / / / / / / / / / / / 2.75  0.33  8.42  2.86  0.31  9.32  2.93  0.29  10.13  3.17  0.28  11.40  

10 / / / / / / / / / 2.38  0.26  9.04  2.92  0.28  10.33  3.31  0.29  11.30  3.67  0.30  12.18  3.97  0.33  12.22  

15 / / / / / / 2.90  0.44  6.62  3.00  0.43  6.96  3.42  0.41  8.33  3.77  0.41  9.28  4.08  0.40  10.14  5.11  0.47  10.81  

19 2.39  0.44  5.45  2.45  0.43  5.65  2.62  0.44  5.96  2.80  0.45  6.19  3.56  0.50  7.11  4.26  0.56  7.60  4.91  0.61  8.02  5.96  0.65  9.11  

20 2.44  0.46  5.31  2.50  0.45  5.52  2.55  0.44  5.79  2.75  0.46  5.99  3.59  0.53  6.81  4.38  0.61  7.18  5.11  0.68  7.49  6.17  0.71  8.68  

25 2.71  0.59  4.60  2.77  0.57  4.85  2.81  0.55  5.15  3.04  0.57  5.30  3.95  0.67  5.88  4.76  0.76  6.28  5.52  0.83  6.64  6.69  0.89  7.54  

30 3.08  0.76  4.03  3.15  0.74  4.26  3.19  0.70  4.53  3.44  0.74  4.66  4.45  0.86  5.19  5.31  0.96  5.53  6.10  1.05  5.82  7.41  1.18  6.30  

35 2.88  0.85  3.37  3.26  0.87  3.76  3.61  0.86  4.19  3.80  0.88  4.32  4.55  0.94  4.86  5.26  1.01  5.21  5.90  1.07  5.52  7.28  1.23  5.93  

40 2.44  0.87  2.80  2.70  0.86  3.12  2.94  0.84  3.48  3.11  0.87  3.57  3.79  0.97  3.93  4.38  1.02  4.30  4.91  1.06  4.64  6.34  1.28  4.97  

43 1.43  0.60  2.37  1.78  0.70  2.55  2.12  0.77  2.76  2.26  0.78  2.90  2.80  0.81  3.46  3.20  0.83  3.84  3.55  0.85  4.18  5.06  1.11  4.58  

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 

PI: Power input (kW) 
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Table 2-4.12:  Cooling capacity for 12kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 9.55  1.27  7.50  10.05  1.34  7.48  10.39  1.41  7.37  11.39  1.36  8.35  

0 / / / / / / / / / / / / 9.33  1.57  5.93  10.20  1.53  6.66  10.90  1.49  7.32  11.89  1.50  7.92  

5 / / / / / / / / / / / / 9.12  1.71  5.32  10.35  1.63  6.33  11.41  1.57  7.27  12.38  1.64  7.57  

10 / / / / / / / / / 9.13  2.19  4.17  10.81  2.05  5.27  12.07  1.98  6.10  13.14  1.92  6.85  14.18  1.94  7.32  

15 / / / / / / 10.51  2.32  4.53  10.91  2.32  4.69  12.50  2.33  5.36  13.79  2.30  6.00  14.87  2.27  6.56  15.98  2.24  7.14  

19 7.32  1.87  3.92  9.69  2.41  4.01  11.82  2.83  4.19  12.23  2.85  4.29  13.83  2.94  4.70  14.89  2.94  5.07  15.72  2.92  5.37  16.42  2.70  6.09  

20 7.78  2.03  3.83  10.09  2.56  3.94  12.15  2.96  4.10  12.55  3.00  4.19  14.16  3.12  4.54  15.17  3.14  4.84  15.93  3.14  5.08  16.53  2.84  5.82  

25 10.10  3.00  3.37  12.09  3.38  3.57  13.80  3.61  3.82  14.20  3.67  3.87  15.82  3.91  4.04  16.54  3.97  4.17  17.00  4.01  4.24  17.07  3.44  4.96  

30 9.99  3.58  2.79  11.88  3.96  3.00  13.43  4.13  3.25  13.78  4.14  3.33  15.18  4.17  3.64  15.80  4.17  3.79  16.17  4.15  3.90  16.11  3.74  4.31  

35 9.89  4.33  2.29  11.81  4.38  2.70  13.07  4.72  2.77  13.36  4.62  2.89  14.53  4.29  3.39  15.05  4.22  3.57  15.34  4.14  3.71  15.26  3.86  3.95  

40 8.11  4.53  1.79  9.10  4.50  2.02  9.87  4.33  2.28  10.03  4.24  2.37  10.67  3.92  2.72  11.52  4.00  2.88  12.19  4.05  3.01  13.23  3.77  3.51  

43 5.20  3.72  1.40  5.72  3.52  1.63  6.11  3.26  1.87  6.35  3.20  1.98  7.33  3.02  2.43  7.99  3.11  2.57  8.53  3.19  2.67  10.68  3.26  3.27  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 7.69  0.91  8.47  8.11  0.95  8.54  8.46  0.99  8.51  9.25  0.97  9.52  

0 / / / / / / / / / / / / 7.53  1.11  6.78  8.25  1.07  7.68  8.89  1.05  8.48  9.67  1.05  9.22  

5 / / / / / / / / / / / / 7.30  1.26  5.80  8.27  1.18  6.99  9.16  1.13  8.10  10.05  1.21  8.32  

10 / / / / / / / / / 7.36  1.66  4.43  8.68  1.51  5.75  9.68  1.44  6.74  10.57  1.38  7.65  11.54  1.43  8.07  

15 / / / / / / 7.88  1.62  4.86  8.41  1.66  5.06  10.50  1.80  5.82  11.70  1.76  6.63  12.78  1.74  7.36  13.43  1.67  8.05  

19 5.68  1.38  4.12  7.67  1.78  4.30  9.44  2.08  4.54  9.86  2.11  4.67  11.54  2.24  5.16  12.60  2.25  5.59  13.53  2.27  5.96  14.20  2.07  6.86  

20 6.07  1.51  4.02  8.01  1.90  4.23  9.83  2.20  4.46  10.22  2.24  4.57  11.81  2.36  4.99  12.82  2.40  5.33  13.71  2.44  5.61  14.39  2.19  6.56  

25 8.00  2.24  3.56  9.74  2.53  3.85  11.33  2.71  4.17  11.74  2.78  4.22  13.39  3.04  4.41  14.19  3.09  4.60  14.84  3.14  4.73  15.07  2.65  5.68  

30 8.04  2.71  2.97  9.69  3.00  3.23  11.19  3.18  3.52  11.56  3.20  3.61  13.03  3.27  3.99  13.74  3.30  4.16  14.31  3.34  4.28  14.43  2.97  4.86  

35 
8.98  3.75  2.40  

11.5
0  

4.18  2.75  12.13  4.25  2.85  12.10  4.02  3.01  11.97  3.28  3.65  12.00  3.04  3.95  13.39  3.38  3.96  13.91  3.18  4.37  

40 6.62  3.45  1.92  7.54  3.43  2.20  8.35  3.35  2.49  8.53  3.29  2.59  9.28  3.09  3.00  10.16  3.17  3.21  10.94  3.24  3.38  12.00  2.97  4.05  

43 4.27  2.93  1.45  4.57  2.68  1.70  4.80  2.44  1.97  5.01  2.39  2.10  5.83  2.23  2.61  6.60  2.36  2.80  7.30  2.47  2.96  8.44  2.30  3.66  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 4.98  0.56  8.83  5.23  0.59  8.84  5.46  0.62  8.78  6.00  0.60  9.98  

0 / / / / / / / / / / / / 4.88  0.69  7.09  5.33  0.67  8.00  5.75  0.65  8.84  6.29  0.66  9.56  

5 / / / / / / / / / / / / 3.93  0.63  6.23  4.46  0.60  7.45  4.96  0.58  8.61  5.41  0.60  8.95  

10 / / / / / / / / / 4.07  0.83  4.89  4.81  0.77  6.24  5.37  0.74  7.25  5.91  0.72  8.20  6.40  0.73  8.75  

15 / / / / / / 4.83  0.94  5.16  4.99  0.93  5.37  5.63  0.91  6.22  6.02  0.84  7.19  6.39  0.79  8.11  7.67  0.86  8.92  

19 2.91  0.68  4.29  3.58  0.80  4.47  4.41  0.93  4.75  4.69  0.96  4.90  5.82  1.06  5.47  6.58  1.11  5.94  7.32  1.15  6.35  8.07  1.10  7.33  

20 3.07  0.73  4.18  3.70  0.84  4.39  4.30  0.92  4.65  4.61  0.97  4.78  5.86  1.11  5.29  6.72  1.20  5.62  7.55  1.28  5.92  8.16  1.18  6.93  

25 3.84  1.05  3.65  4.28  1.07  3.99  4.69  1.07  4.38  5.02  1.13  4.43  6.33  1.36  4.64  7.09  1.47  4.82  7.82  1.58  4.96  8.19  1.38  5.95  

30 3.82  1.26  3.03  4.22  1.27  3.34  4.59  1.25  3.68  4.89  1.29  3.78  6.10  1.46  4.17  6.80  1.56  4.36  7.47  1.65  4.51  7.77  1.54  5.04  

35 3.50  1.42  2.46  4.26  1.50  2.83  4.98  1.64  3.04  5.18  1.61  3.21  5.99  1.53  3.90  6.57  1.56  4.21  7.13  1.64  4.36  7.66  1.65  4.65  

40 2.99  1.56  1.91  3.46  1.56  2.22  3.91  1.53  2.56  4.04  1.51  2.67  4.55  1.46  3.11  5.21  1.57  3.32  5.85  1.67  3.50  6.83  1.66  4.12  

43 1.46  0.98  1.48  1.89  1.08  1.75  2.30  1.13  2.03  2.45  1.13  2.17  3.05  1.12  2.72  3.39  1.17  2.89  3.72  1.22  3.04  5.38  1.42  3.80  

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 
PI: Power input (kW) 
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Table 2-4.13:  Cooling capacity for 14kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 10.03  1.32  7.57  10.55  1.40  7.55  10.91  1.47  7.44  11.96  1.42  8.43  

0 / / / / / / / / / / / / 9.80  1.67  5.87  10.71  1.62  6.59  11.45  1.58  7.24  12.48  1.59  7.84  

5 / / / / / / / / / / / / 9.57  1.76  5.44  10.86  1.68  6.47  11.98  1.61  7.43  13.00  1.68  7.73  

10 / / / / / / / / / 10.02  2.46  4.07  11.35  2.18  5.21  12.34  2.03  6.07  13.14  1.92  6.85  14.18  1.94  7.32  

15 / / / / / / 10.98  2.32  4.60  11.40  2.39  4.77  13.06  2.32  5.45  14.41  2.36  6.10  15.53  2.32  6.67  16.38  2.32  7.26  

19 7.69  1.99  3.86  10.37  2.63  3.95  12.40  2.99  4.15  12.83  3.02  4.25  14.51  3.11  4.67  15.30  3.02  5.06  15.85  2.94  5.40  16.50  2.70  6.11  

20 8.17  2.17  3.77  10.80  2.78  3.88  12.76  3.16  4.04  13.18  3.20  4.12  14.87  3.33  4.47  15.52  3.23  4.80  15.93  3.14  5.08  16.53  2.84  5.82  

25 10.61  3.19  3.32  12.95  3.67  3.53  14.49  3.84  3.77  14.91  3.91  3.82  16.62  4.16  3.99  16.94  4.09  4.14  17.00  4.01  4.24  17.07  3.44  4.96  

30 10.49  3.96  2.65  12.79  4.47  2.86  14.10  4.53  3.11  14.47  4.54  3.19  15.94  4.56  3.49  16.18  4.37  3.70  16.17  4.18  3.87  16.11  3.74  4.31  

35 10.38  4.81  2.16  12.84  5.45  2.35  13.72  5.32  2.58  14.03  5.22  2.69  15.26  4.88  3.13  15.42  4.66  3.31  15.34  4.44  3.45  15.26  4.12  3.71  

40 8.11  4.53  1.79  9.28  4.59  2.02  9.87  4.33  2.28  10.03  4.24  2.37  10.67  3.92  2.72  11.52  4.00  2.88  12.19  4.05  3.01  13.23  3.77  3.51  

43 5.20  3.72  1.40  5.83  3.59  1.63  6.11  3.26  1.87  6.35  3.20  1.98  7.33  3.02  2.43  7.99  3.11  2.57  8.53  3.19  2.67  10.68  3.26  3.27  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 8.07  0.94  8.56  8.52  0.99  8.63  8.88  1.03  8.60  9.72  1.01  9.61  

0 / / / / / / / / / / / / 7.90  1.18  6.71  8.66  1.14  7.60  9.33  1.11  8.39  10.16  1.11  9.13  

5 / / / / / / / / / / / / 7.67  1.29  5.93  8.68  1.21  7.15  9.61  1.16  8.28  10.55  1.24  8.50  

10 / / / / / / / / / 8.08  1.87  4.32  9.12  1.60  5.69  9.90  1.48  6.71  10.57  1.38  7.65  11.54  1.43  8.07  

15 / / / / / / 8.24  1.67  4.94  8.78  1.71  5.14  10.97  1.85  5.92  12.23  1.81  6.74  13.36  1.79  7.48  13.76  1.68  8.19  

19 5.97  1.47  4.05  8.21  1.94  4.24  9.90  2.20  4.50  10.34  2.24  4.63  12.11  2.37  5.12  12.94  2.32  5.59  13.64  2.28  5.99  14.26  2.07  6.88  

20 6.37  1.61  3.96  8.58  2.06  4.16  10.32  2.35  4.40  10.73  2.39  4.50  12.40  2.52  4.92  13.12  2.48  5.30  13.71  2.44  5.61  14.39  2.19  6.56  

25 8.40  2.39  3.52  10.43  2.74  3.80  11.89  2.89  4.12  12.33  2.96  4.17  14.06  3.23  4.35  14.52  3.18  4.57  14.84  3.14  4.73  15.07  2.65  5.68  

30 8.44  2.99  2.82  10.38  3.37  3.08  11.75  3.49  3.37  12.14  3.51  3.46  13.68  3.57  3.83  14.07  3.46  4.06  14.31  3.37  4.25  14.43  2.97  4.86  

35 8.07  3.56  2.27  12.40  4.96  2.50  12.86  4.75  2.71  12.92  4.54  2.85  13.17  3.87  3.40  13.50  3.74  3.61  13.59  3.58  3.80  13.91  3.35  4.15  

40 6.62  3.45  1.92  7.69  3.50  2.20  8.35  3.35  2.49  8.53  3.29  2.59  9.28  3.09  3.00  10.16  3.17  3.21  10.94  3.24  3.38  12.00  2.97  4.05  

43 4.27  2.93  1.45  4.66  2.73  1.70  4.80  2.44  1.97  5.01  2.39  2.10  5.83  2.23  2.61  6.60  2.36  2.80  7.30  2.47  2.96  8.44  2.30  3.66  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 5.22  0.59  8.92  5.49  0.61  8.93  5.73  0.65  8.86  6.30  0.63  10.08  

0 / / / / / / / / / / / / 5.13  0.73  7.01  5.59  0.71  7.92  6.04  0.69  8.75  6.61  0.70  9.47  

5 / / / / / / / / / / / / 4.12  0.65  6.37  4.68  0.61  7.61  5.21  0.59  8.80  5.68  0.62  9.15  

10 / / / / / / / / / 4.47  0.94  4.77  5.06  0.82  6.16  5.49  0.76  7.21  5.91  0.72  8.20  6.40  0.73  8.75  

15 / / / / / / 5.05  0.96  5.24  5.22  0.96  5.46  5.88  0.93  6.32  6.29  0.86  7.31  6.68  0.81  8.25  7.86  0.87  9.07  

19 3.06  0.72  4.22  3.79  0.86  4.40  4.62  0.98  4.71  4.92  1.01  4.86  6.10  1.12  5.43  6.75  1.14  5.93  7.38  1.16  6.38  8.10  1.10  7.36  

20 3.22  0.78  4.12  3.92  0.91  4.32  4.52  0.99  4.58  4.85  1.03  4.71  6.16  1.18  5.21  6.87  1.23  5.58  7.55  1.28  5.92  8.16  1.18  6.93  

25 4.03  1.12  3.60  4.53  1.15  3.94  4.93  1.14  4.32  5.27  1.21  4.37  6.65  1.45  4.58  7.25  1.51  4.79  7.82  1.58  4.96  8.19  1.38  5.95  

30 4.01  1.39  2.88  4.47  1.40  3.18  4.82  1.37  3.53  5.14  1.42  3.62  6.41  1.60  4.01  6.95  1.63  4.26  7.47  1.67  4.48  7.77  1.54  5.04  

35 3.67  1.58  2.33  4.50  1.68  2.68  5.23  1.78  2.94  5.44  1.76  3.09  6.29  1.70  3.69  6.72  1.60  4.21  7.13  1.73  4.11  7.66  1.73  4.44  

40 2.99  1.56  1.91  3.49  1.57  2.22  3.91  1.53  2.56  4.04  1.51  2.67  4.55  1.46  3.11  5.21  1.57  3.32  5.85  1.67  3.50  6.83  1.66  4.12  

43 1.46  0.98  1.48  1.90  1.09  1.75  2.30  1.13  2.03  2.45  1.13  2.17  3.05  1.12  2.72  3.39  1.17  2.89  3.72  1.22  3.04  5.38  1.42  3.80  

Abbreviations: 

LWT: Leaving water temperature (°C ) 
DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 

PI: Power input (kW) 
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Table 2-4.14:  Cooling capacity for 16kW models 

Maximum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 10.03  1.32  7.57  10.55  1.40  7.55  10.91  1.47  7.44  11.96  1.42  8.43  

0 / / / / / / / / / / / / 9.80  1.67  5.87  10.71  1.62  6.59  11.45  1.58  7.24  12.48  1.59  7.84  

5 / / / / / / / / / / / / 9.57  1.76  5.44  10.86  1.68  6.47  11.98  1.61  7.43  13.00  1.68  7.73  

10 / / / / / / / / / 10.02  2.46  4.07  11.35  2.18  5.21  12.34  2.03  6.07  13.14  1.92  6.85  14.18  1.94  7.32  

15 / / / / / / 11.37  2.43  4.67  11.80  2.44  4.84  13.52  2.44  5.53  14.92  2.41  6.19  16.08  2.37  6.77  16.96  2.30  7.37  

19 8.46  2.23  3.78  11.41  2.94  3.87  13.50  3.29  4.10  13.86  3.29  4.21  15.31  3.30  4.65  16.15  3.20  5.04  16.73  3.11  5.38  17.41  2.86  6.08  

20 8.99  2.43  3.70  11.88  3.12  3.80  14.04  3.55  3.96  14.38  3.55  4.05  15.76  3.56  4.42  16.46  3.46  4.75  16.89  3.36  5.03  17.52  3.04  5.76  

25 11.67  3.59  3.25  14.24  4.13  3.45  15.94  4.32  3.69  16.24  4.36  3.73  17.45  4.47  3.90  17.72  4.38  4.04  17.85  4.31  4.14  17.92  3.70  4.84  

30 11.54  4.46  2.59  14.26  5.10  2.79  15.51  5.11  3.04  15.85  5.09  3.11  17.21  5.05  3.41  17.24  4.84  3.57  17.14  4.66  3.68  16.92  4.02  4.21  

35 11.42  5.42  2.11  14.18  6.17  2.30  15.09  6.00  2.52  15.37  5.91  2.60  16.48  5.60  2.94  16.50  5.28  3.13  16.26  4.96  3.27  16.17  4.47  3.62  

40 8.92  5.11  1.75  10.21  5.18  1.97  10.86  4.89  2.22  11.03  4.78  2.31  11.73  4.42  2.65  12.67  4.57  2.77  13.41  4.69  2.86  14.55  4.36  3.34  

43 5.98  4.50  1.33  6.87  4.44  1.54  7.33  4.12  1.78  7.67  4.07  1.89  9.01  3.91  2.31  9.83  4.03  2.44  10.49  4.13  2.54  11.96  3.85  3.11  

Normal 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 8.07  0.94  8.56  8.52  0.99  8.63  8.88  1.03  8.60  9.72  1.01  9.61  

0 / / / / / / / / / / / / 7.90  1.18  6.71  8.66  1.14  7.60  9.33  1.11  8.39  10.16  1.11  9.13  

5 / / / / / / / / / / / / 7.67  1.29  5.93  8.68  1.21  7.15  9.61  1.16  8.28  10.55  1.24  8.50  

10 / / / / / / / / / 8.08  1.87  4.32  9.12  1.60  5.69  9.90  1.48  6.71  10.57  1.38  7.65  11.54  1.43  8.07  

15 / / / / / / 8.52  1.70  5.02  9.09  1.74  5.22  11.36  1.89  6.01  12.65  1.85  6.84  13.83  1.82  7.59  14.24  1.71  8.31  

19 6.56  1.65  3.98  9.03  2.17  4.15  10.79  2.42  4.45  11.18  2.44  4.58  12.78  2.51  5.10  13.66  2.45  5.56  14.39  2.41  5.96  15.05  2.20  6.85  

20 7.01  1.80  3.88  9.44  2.31  4.08  11.35  2.63  4.31  11.71  2.65  4.42  13.14  2.70  4.87  13.91  2.65  5.24  14.53  2.62  5.56  15.25  2.35  6.49  

25 9.24  2.69  3.43  11.47  3.09  3.71  13.08  3.25  4.02  13.42  3.30  4.07  14.76  3.47  4.25  15.25  3.42  4.46  15.58  3.37  4.62  15.83  2.85  5.55  

30 9.28  3.37  2.75  11.42  3.79  3.01  12.93  3.93  3.29  13.30  3.94  3.38  14.77  3.95  3.74  15.05  3.85  3.91  15.17  3.75  4.04  15.15  3.19  4.75  

35 9.87  4.46  2.21  14.00  5.60  2.50  14.19  5.23  2.71  14.27  5.10  2.79  14.57  4.65  3.13  14.20  3.94  3.61  15.19  4.33  3.51  15.15  3.93  3.85  

40 7.28  3.89  1.87  8.46  3.95  2.14  9.18  3.78  2.43  9.39  3.71  2.53  10.21  3.49  2.93  11.18  3.62  3.09  12.03  3.75  3.21  13.20  3.43  3.84  

43 4.91  3.55  1.38  5.48  3.39  1.62  5.76  3.08  1.87  6.04  3.03  1.99  7.17  2.89  2.48  8.12  3.05  2.66  8.98  3.20  2.81  9.46  2.72  3.48  

Minimum 

DB 

LWT 

5 7 10 11 15 18 20 25 

CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER CC PI EER 

-5 / / / / / / / / / / / / 5.22  0.59  8.92  5.49  0.61  8.93  5.73  0.65  8.86  6.30  0.63  10.08  

0 / / / / / / / / / / / / 5.13  0.73  7.01  5.59  0.71  7.92  6.04  0.69  8.75  6.61  0.70  9.47  

5 / / / / / / / / / / / / 4.12  0.65  6.37  4.68  0.61  7.61  5.21  0.59  8.80  5.68  0.62  9.15  

10 / / / / / / / / / 4.47  0.94  4.77  5.06  0.82  6.16  5.49  0.76  7.21  5.91  0.72  8.20  6.40  0.73  8.75  

15 / / / / / / 5.23  0.98  5.32  5.40  0.97  5.54  6.08  0.95  6.41  6.51  0.88  7.42  6.91  0.83  8.37  8.14  0.88  9.21  

19 3.36  0.81  4.14  4.17  0.97  4.32  5.02  1.08  4.66  5.30  1.10  4.81  6.44  1.19  5.41  7.13  1.21  5.91  7.79  1.22  6.36  8.55  1.17  7.33  

20 3.54  0.88  4.04  4.31  1.02  4.24  4.97  1.11  4.49  5.28  1.14  4.62  6.53  1.27  5.15  7.28  1.32  5.53  8.01  1.37  5.86  8.65  1.26  6.86  

25 4.43  1.26  3.52  4.98  1.30  3.85  5.42  1.28  4.22  5.73  1.34  4.27  6.98  1.56  4.47  7.61  1.63  4.68  8.21  1.69  4.85  8.60  1.48  5.81  

30 4.41  1.57  2.81  4.92  1.58  3.11  5.31  1.54  3.44  5.63  1.59  3.54  6.92  1.77  3.91  7.43  1.81  4.10  7.92  1.86  4.26  8.15  1.66  4.92  

35 4.04  1.78  2.27  4.95  1.94  2.56  5.75  2.00  2.87  5.96  1.99  2.99  6.79  1.96  3.47  7.19  1.80  4.00  7.56  1.83  4.12  8.12  1.87  4.33  

40 3.29  1.76  1.86  3.84  1.77  2.17  4.30  1.72  2.50  4.44  1.70  2.60  5.01  1.65  3.03  5.73  1.80  3.19  6.43  1.93  3.33  7.52  1.92  3.91  

43 1.68  1.19  1.41  2.24  1.35  1.66  2.76  1.43  1.93  2.95  1.44  2.06  3.75  1.45  2.58  4.17  1.52  2.75  4.57  1.58  2.89  6.03  1.67  3.61  

Abbreviations: 
LWT: Leaving water temperature (°C ) 

DB: Dry-bulb temperature for Outdoor air temperature (°C ) 
CC: Total cooling capacity (kW) 
PI: Power input (kW) 
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5 Operating Limits 

 
Figure 2-5.1: Heating operating limits1 

 

Figure 2-5.2: Cooling operating limits 

 

 
Figure 2-5.3: Domestic hot water operating limits1 

 
Abbreviations: 

T4: Outdoor temperature(°C) 
T1: Leaving water temperature (°C) 
IBH: Backup electric heater 

AHS: Additional heat source 
 
Notes: 

1.  IBH/AHS only 
2.  Water flow temperature drops or rises interval 
3.  If IBH/AHS setting is valid, only IBH/AHS turns on; If IBH/AHS setting is 

invalid, only heat pump turns on 
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6 Hydronic Performance 

MHC-V4W/D2N8-B / MHC-V6W/D2N8-B / MHC-V8W/D2N8-B / MHC-V10W/D2N8-B 

Figure 2-6.1: MHC-V4(6, 8, 10)W/D2N8-B hydronic performance1 

 
Abbreviations: 
ESP: External static pressure  

 

MHC-V12W/D2N8-B / MHC-V14W/D2N8-B / MHC-V16W/D2N8-B 

MHC-V12W/D2RN8-B / MHC-V14W/D2RN8-B / MHC-V16W/D2RN8-B 

Figure 2-6.2: MHC-V12( 14,16)W/D2(R)N8 hydronic performance 1 

 
Abbreviations: 
ESP: External static pressure  
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MHC-V4W/D2N8-BE30 / MHC-V6W/D2N8-BE30 / MHC-V8W/D2N8-BE30  

MHC-V8W/D2N8-BE90 / MHC-V10W/D2N8-BE30 / MHC-V10W/D2N8-BE90 

Figure 2-6.3: MHC-V4(6, 8, 10)W/D2N8-BE30 / MHC-V8(10)W/D2N8-BE90hydronic performance1 

 
Abbreviations: 
ESP: External static pressure  

 

 

MHC-V12W/D2N8-BE30 / MHC-V12W/D2N8-BER90 / MHC-V14W/D2N8-BE30 / MHC-V14W/D2N8-BER90 

MHC-V16W/D2N8-BE30 / MHC-V16W/D2N8-BER90 / MHC-V12W/D2RN8-BE30 / MHC-V12W/D2RN8-BER90 

MHC-V14W/D2RN8-BE30 / MHC-V14W/D2RN8-BER90 / MHC-V16W/D2RN8-BE30 / MHC-V16W/D2RN8-BER90 

Figure 2-6.4: MHC-V12(14,16)W/D2(R)N8BE30(90) hydronic performance1 

 
Abbreviations: 
ESP: External static pressure  
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7 Sound Levels 

7.1 Overall 
Table 2-7.1: Sound pressure levels1 

Model name dB 2 

MHC-V4W/D2N8-B(E30) 45.0 

MHC-V6W/D2N8-B(E30) 47.5 

MHC-V8W/D2N8-B(E30/ER90) 48.5 

MHC-V10W/D2N8-B(E30/ER90) 50.5 

MHC-V12W/D2N8-B(E30/ER90) 53.0 

MHC-V14W/D2N8-B(E30/ER90) 53.5 

MHC-V16W/D2N8-B(E30/ER90) 57.5 

MHC-V12W/D2RN8-B(E30/ER90) 53.5 

MHC-V14W/D2RN8-B(E30/ER90) 54.0 

MHC-V16W/D2RN8-B(E30/ER90) 58.0 
Notes: 

1. Sound pressure level is measured at a position 1m in front of the unit and (1+H)/2m (where H is the height of the unit) above the floor in a semi-
anechoic chamber. During in-situ operation, sound pressure levels may be higher as a result of ambient noise. 

 
Figure 2-6.1: Sound pressure level measurement (unit: mm) 

 
2. dB is the maximum value tested under the conditions below: 

Outdoor air temperature 7⁰C DB, 85% R.H.; EWT 30⁰C, LWT 35⁰C. Free compressor frequency. 
Outdoor air temperature 7⁰C DB, 85% R.H.; EWT 47⁰C, LWT 55⁰C. Free compressor frequency. 
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7.2 Octave Band Levels 
Figure 2-7.2: MHC-V4W/D2N8-B(E30) octave band levels 
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Figure 2-7.3: MHC-V6W/D2N8-B(E30) octave band levels 
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Figure 2-7.4: MHC-V8W/D2N8-B(E30/ER90) octave band levels 
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Figure 2-7.5: MHC-V10W/D2N8-B(E30/ER90) octave band levels 
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Figure 2-7.6: MHC-V12W/D2N8-B(E30/ER90) octave band levels 
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Figure 2-7.7: MHC-V14W/D2N8-B(E30/ER90) octave band levels 
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Figure 2-7.8: MHC-V16W/D2N8-B(E30/ER90) octave band levels 
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Figure 2-7.9: MHC-V12W/D2RN8-B(E30/ER90) octave band levels 
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Figure 2-7.10: MHC-V14W/D2RN8-B(E30/ER90) octave band levels 
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Figure 2-7.11: MHC-V16W/D2RN8-B(E30/ER90) octave band levels 
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8 Accessories 

8.1 Standard accessories 
Table 2-8.1: Standard accessories 

Name Shape Quantity Name Shape Quantity 

Installation and owner’s manual 
 

1 Tighten belt for customer wiring use  2 

Operation manual 
 

1 Tighten belt for customer wiring use  3 

Technical data manual 
 

1 
Thermistor for domestic hot water tank 
or zone 2 water flow or balance tank  

1 

Y-shaped filter 
 

1 Network matching wires 
 

1 

Drain hose 

 

1 Energy label 

 

1 

Wired controller 
 

1    

 

8.2 Optional accessories 
Table 2-8.2: Standard accessories 

Name Shape Quantity Name Shape Quantity 

Thermistor for balance tank(Tbt1) 
 

1 Extension wire for Tbt1  1 

Thermistor for Zone 2 flow temp. (Tw2) 
 

1 Extension wire for Tw2  1 

Thermistor for solar temp. (Tsolar) 
 

1 Extension wire for Tsolar  1 

 

  

Installation and owner’s
manual(this book)

Quantity

Operation manual

Technical data manual

Y-shape filter

ShapeName

1

1

1

1

Installation Fittings

Wired controller

Thermistor for domestic

hot water tank or zone2

water flow or balance tank

1

1

Drian hose 1

Energy label 1

Tighten belt for

customer wiring use

2

3

Network matching

wires
1

Installation and owner’s
manual(this book)

Quantity

Operation manual

Technical data manual

Y-shape filter

ShapeName

1

1

1

1

Installation Fittings

Wired controller

Thermistor for domestic

hot water tank or zone2

water flow or balance tank

1

1

Drian hose 1

Energy label 1

Tighten belt for

customer wiring use

2

3

Network matching

wires
1

Installation and owner’s
manual(this book)

Quantity

Operation manual

Technical data manual

Y-shape filter

ShapeName

1

1

1

1

Installation Fittings

Wired controller

Thermistor for domestic

hot water tank or zone2

water flow or balance tank

1

1

Drian hose 1

Energy label 1

Tighten belt for

customer wiring use

2

3

Network matching

wires
1
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�W�Œ���(���������š�}���W���Œ�š���ï 

1.1 �E�}�š���•���(�}�Œ���/�v�•�š���o�o���Œ�•�����}�Æ���• 
�d�Z���� �]�v�(�}�Œ�u���š�]�}�v�� ���}�v�š���]�v������ �]�v�� �š�Z�]�•�� ���v�P�]�v�����Œ�]�v�P�� �����š���� ���}�}�l���u���Ç�� �‰�Œ�]�u���Œ�]�o�Ç�� ������ �}�(�� �µ�•���� ���µ�Œ�]�v�P�� �š�Z���� �•�Ç�•�š���u�� �����•�]�P�v�� �•�š���P���� �}�(�� ����

�D�]���������D���š�Z���Œ�u���o���D�}�v�}���‰�Œ�}�i�����š�X���������]�š�]�}�v���o���]�u�‰�}�Œ�š���v�š���]�v�(�}�Œ�u���š�]�}�v���Á�Z�]���Z���u���Ç���‰�Œ�]�u���Œ�]�o�Ç���������}�(���µ�•�������µ�Œ�]�v�P���(�]���o�����]�v�•�š���o�o���š�]�}�v��

�Z���•���������v���‰�o�����������]�v�����}�Æ���•�U���•�µ���Z�����•���š�Z�������Æ���u�‰�o���������o�}�Á�U���š�]�š�o������� �̂E�}�š���•���(�}�Œ���]�v�•�š���o�o���Œ�•�_�X 

 
 

1.2 �����(�]�v�]�š�]�}�v�• 
�/�v���š�Z�]�•�����v�P�]�v�����Œ�]�v�P�������š�������}�}�l�U���š�Z�����š���Œ�u��� �̂��‰�‰�o�]�������o�����o���P�]�•�o���š�]�}�v�_���Œ���(���Œ�•���š�}�����o�o���v���š�]�}�v���o�U���o�}�����o�����v�����}�š�Z���Œ���o���Á�•�U���•�š���v�����Œ���•�U�����}�����•�U��

�Œ�µ�o���•�U���Œ���P�µ�o���š�]�}�v�•�����v�����}�š�Z���Œ���o���P�]�•�o���š�]�}�v���š�Z���š�����‰�‰�o�Ç���]�v�������P�]�À���v���•�]�š�µ���š�]�}�v�X 

 

1.3 �W�Œ�������µ�š�]�}�v�• 
���o�o���•�Ç�•�š���u�� �]�v�•�š���o�o���š�]�}�v�� �]�v���o�µ���]�v�P�� �]�v�•�š���o�o���š�]�}�v�� �}�(���Á���š���Œ���‰�]�‰�]�v�P�� ���v���� ���o�����š�Œ�]�����o�� �Á�}�Œ�l�•�� �u�µ�•�š���}�v�o�Ç�������� �����Œ�Œ�]�������}�µ�š�� ���Ç�����}�u�‰���š���v�š��

���v�����•�µ�]�š�����o�Ç���‹�µ���o�]�(�]�����U�������Œ�š�]�(�]���������v�����������Œ�����]�š�������‰�Œ�}�(���•�•�]�}�v���o�•�����v�����]�v���������}�Œ�����v�������Á�]�š�Z�����o�o�����‰�‰�o�]�������o�����o���P�]�•�o���š�]�}�v�X 

  

�ƒ Notes for installers boxes contain important information which may primarily be of use during field installation, 

rather than during desk-based system design. 

�E�}�š���•���(�}�Œ���]�v�•�š���o�o���Œ�• �#  



  �D���š�Z���Œ�u���o�����Œ���š�]�����D�}�v�} 

�� ���ó�ï 

�W
���Œ

�š��
�ï��-���/�v�•�š���o�o���š�]�}�v

�����v�����&
�]���o�����^���š�š�]�v�P

�•
 

2 �/�v�•�š���o�o���š�]�}�v 

2.1 ���������‰�š���v���������v�����h�v�‰�����l�]�v�P 

 
 

2.2 �,�}�]�•�š�]�v�P 

 
 

�&�]�P�µ�Œ�����ï-�î�X�í�W���,�}�•�š�]�v�P���š�Z�����µ�v�]�š 

 
 

2.3 �W�o�������u���v�š�����}�v�•�]�����Œ���š�]�}�v�• 
�W�o�������u���v�š���}�(���š�Z�����}�µ�š���}�}�Œ���µ�v�]�š���•�Z�}�µ�o�����š���l�����������}�µ�v�š���}�(���š�Z�����(�}�o�o�}�Á�]�v�P�����}�v�•�]�����Œ���š�]�}�v�•�W 

 Outdoor units should not be exposed to direct radiation from a high-temperature heat source. 

 Outdoor units should not be installed in positions where dust or dirt may affect heat exchangers. 

 Outdoor units should not be installed in locations where exposure to oil or to corrosive or harmful gases, such as 

acidic or alkaline gases, may occur. 

 Outdoor units should not be installed in locations where exposure to salinity may occur. 

The hook and barycenter of
the unit should be on a line
in vertical direction to
prevent improper inclination

Make the rope go through
the lifting holes from both
the right and left sides in the
wooden collet

�•1000mm

Protect Angle

�ƒ When units are delivered check whether any damage occurred during shipment. If there is damage to the 

surface or outside of a unit, submit a written report to the shipping company. 

�ƒ Check that the model, specifications and quantity of the units delivered are as ordered. 

�ƒ Check that all accessories ordered have been included. Retain the Owner's Manual for future reference. 

�E�}�š���•���(�}�Œ���]�v�•�š���o�o���Œ�• �#  

�ƒ Do not remove any packaging before hoisting. If units are not packaged or if the packaging is damaged, use 

suitable boards or packing material to protect the units. 

�ƒ Hoist one unit at a time, using two ropes to ensure stability. 

�ƒ Keep units upright during hoisting, ensuring that the angle to the vertical ���}���•���v�}�š�����Æ�����������ï�ì�£. 

�E�}�š���•���(�}�Œ���]�v�•�š���o�o���Œ�• �#  
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 Outdoor units should be installed in well-drained, well-ventilated positions. 

 Outdoor units should be installed in positions that are as close as possible to the heat emitters. 

 Outdoor units should be installed in positions that are sufficiently close to the desired position of the wired controller 

�š�Z���š���š�Z�������}�v�š�Œ�}�o�o���Œ�[�•���Á�]�Œ�]�v�P���o���v�P�š�Z���o�]�u�]�š���š�]�}�v���Á�]�o�o���v�}�š�����������Æ�������������X 

 In systems that are configured to heat domestic hot water and/or include an external backup electric heater, outdoor 

units should be installed in positions that are sufficiently close to the domestic hot water tank and/or backup electric 

heater that the temperature sensor wiring length limitations will not be exceeded.  

 Outdoor units should be installed in locations where the noise from the unit will not disturb neighbors. 

 

2.4 �^�š�Œ�}�v�P���t�]�v�����/�v�•�š���o�o���š�]�}�v 
�t�]�v���� �}�(�� �ñ�u�l�•�� �}�Œ�� �u�}�Œ���� ���o�}�Á�]�v�P�� ���P���]�v�•�š�� ���v�� �}�µ�š���}�}�Œ�� �µ�v�]�š�[�•�� ���]�Œ�� �}�µ�š�o���š��blocks the flow of air through the unit, leading to 

deterioration in unit capacity, accelerated frost accumulation 

when in heating mode or domestic hot water mode, and potential 

disruption to operation due to increased pressure in the 

refrigerant circuit. Exposure to very strong wind can also cause the 

fan to rotate excessively fast, potentially leading to damage to the 

fan. In locations where exposure to high winds may occur �•�Z�}�µ�o����

�š���l�����������}�µ�v�š���}�(���š�Z�����(�}�o�o�}�Á�]�v�P�����}�v�•�]�����Œ���š�]�}�v�•�W 

 For installation of the outdoor unit in a place where the wind 

direction can be foreseen, refer to Figure 3-2.3 and Table 

3-2.1 for installation of the unit. Set the outlet side at a right angle to the direction of the wind, refer to Figure 3-2.2. 

 If turn the air outlet side toward the building's wall, fence or screen. Make sure there is enough room to do the 

installation 

�&�]�P�µ�Œ�����ï-�î�X�ï�W���/�v�•�š���o�o���š�]�}�v���Œ�}�}�u���]�o�o�µ�•�š�Œ���š�]�}�v 
�d�����o�����ï-�î�X�í�W���/�v�•�š���o�o���š�]�}�v���Œ�}�}�u��

�Œ���‹�µ�]�Œ���u���v�š���~�h�v�]�š�W���u�u�• 

 
 

Model A(mm) 

4-6KW �1 300 
8-16KW �1 300 

 

Model B(mm) 

4-6KW �1 1000 
8-16KW �1 1500 

 

 

  

�&�]�P�µ�Œ�����ï-�î�X�î�W���^�š�Œ�}�v�P���Á�]�v�����]�v�•�š���o�o���š�]�}�v�����]�Œ�����š�]�}�v 

 



  �D���š�Z���Œ�u���o�����Œ���š�]�����D�}�v�} 

�� ���ó�ñ 

�W
���Œ

�š��
�ï��-���/�v�•�š���o�o���š�]�}�v

�����v�����&
�]���o�����^���š�š�]�v�P

�•
 

2.5 ���}�o�������o�]�u���š�����/�v�•�š���o�o���š�]�}�v 
In cold climate locations installation �•�Z�}�µ�o�����š���l�����������}�µ�v�š���}�(���š�Z�����(�}�o�o�}�Á�]�v�P�����}�v�•�]�����Œ���š�]�}�v�•�W 

 Never install the unit at a site where the suction side may be exposed directly to wind. 

 To prevent exposure to wind, install a baffle plate on the air discharge side of the unit. 

 To prevent exposure to wind, install the unit with its suction side facing the wall. 

 In areas of heavy snowfall, a canopy should be installed to prevent snow entering the 

unit. Additionally, the height of the base structure should be increased so as to raise 

the unit further off the ground. Refer to Figure 3-2.4. 

1. Construct a large canopy 

2. Construct a pedestal 

Install the unit high enough off the ground to prevent it from being buried in snow.  

 

2.6 �,�}�š�����o�]�u���š�����/�v�•�š���o�o���š�]�}�v 
As the outdoor temperature is measured via the outdoor ambient temperature sensor, make sure to install the outdoor 

unit in the shade, or a canopy should be constructed to avoid direct sunlight. So that �]�š���]�•���v�}�š���]�v�(�o�µ���v�����������Ç���š�Z�����•�µ�v�[�•���Z�����š�U��

otherwise system protection may occur. 

 

2.7 �����•����� �̂š�Œ�µ���š�µ�Œ�� 
Outdoor unit base structure design should take account of the following considerations: 

 A solid base prevents excess vibration and noise. Outdoor unit bases should be constructed on solid ground or on 

structures of sufficient strength to support the unit�[�• weight. 

 Bases should be at least 100mm high to provide sufficient drainage and to prevent water ingress into the base of the 

unit. 

 Either steel or concrete bases may be suitable.  

 Outdoor units should not be installed on supporting structures that could be damaged by water build-in in the event 

of a blocked drain. 

 Fix the unit securely to foundation by means of the �L�í�ì��expansion bolt. It is best to screw in the foundation bolts 

until their length is 20 mm from the foundation surface. 

 
�&�]�P�µ�Œ�����ï-�î�X�ñ�W���K�µ�š���}�}�Œ���µ�v�]�š���š�Ç�‰�]�����o�����}�v���Œ���š���������•�����•�š�Œ�µ���š�µ�Œ���������•�]�P�v���~�µ�v�]�š�W���u�u�• 

 

 

 

  

�&�]�P�µ�Œ�����ï-�î�X�ð�W���^�v�}�Á���•�Z�]���o���]�v�P 
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2.8 �� �Œ���]�v���P���� 
Drainage ditch should be provided to allow drainage of condensate that may form on the air side heat exchanger when 

the unit is running in heating mode or domestic hot water mode. The drainage should ensure that condensate is directed 

away from roadways and footpaths, especially in locations where the climate is such that condensate may freeze. 
�&�]�P�µ�Œ�����ï-�î�X�ò�W���ð�l�ò�l�t���u�}�����o�•�����Œ���]�v���P�����Z�}�o�� 

 

�&�]�P�µ�Œ�����ï-�î�X�ó�W���ô�l�í�ì�l�í�î�l�í�ð�l�í�ò�l�t���u�}�����o�•�����Œ���]�v���P�����Z�}�o�� 

 

 

2.9 �^�‰�����]�v�P 
2.9.1 � �̂š�����l�������]�v�•�š���o�o���š�]�}�v 

Outdoor units must be spaced such that sufficient air may flow through each unit. Sufficient airflow across heat 

exchangers is essential for outdoor units to function properly. Figures 3-2.8 and 3-2.9 show the minimum spaces that must 

be allowed between units and the minimum distances from obstacles in front of and behind units. 
�&�]�P�µ�Œ�����ï-�î�X�ô�W���/�v�•�š���o�o���š�]�}�v���Á�]�š�Z���}���•�š�����o���•���]�v���(�Œ�}�v�š���}�(���š�Z�����µ�v�]�š �d�����o�����ï-�î�X�î�W���D�]�v�]�u�µ�u���•�‰�����]�v�P���(�Œ�}�u���}���•�š�����o���•���]�v���(�Œ�}�v�š���}�(���š�Z�����µ�v�]�š 

 

Model A(mm) 

4-6KW �1 1000 
8-16KW �1 1500 

 



  �D���š�Z���Œ�u���o�����Œ���š�]�����D�}�v�} 

�� ���ó�ó 

�W
���Œ

�š��
�ï��-���/�v�•�š���o�o���š�]�}�v

�����v�����&
�]���o�����^���š�š�]�v�P

�•
 

�&�]�P�µ�Œ�����ï-�î�X�õ�W���/�v�•�š���o�o���š�]�}�v���Á�]�š�Z���}���•�š�����o���•�������Z�]�v�����š�Z�����µ�v�]�š 

 

2.9.2 �/�v�•�š���o�o���š�]�}�v���]�v���Z�}�Á�• 

�&�]�P�µ�Œ�����ï-�î�X�í�í�W���D�µ�o�š�]-�Œ�}�Á���]�v�•�š���o�o���š�]�}�v 

 
 

�d�����o�����ï-�î�X�ð�W���D�µ�o�š�]�‰�o�����Œ�}�Á���]�v�•�š���o�o���š�]�}�v���•�‰�����]�v�P���Œ���‹�µ�]�Œ���u���v�š�• 

Model A(mm) B1(mm) B2(mm) C(mm) 

4-6KW �1 2500 �1 1000 �1 300 �1 600 

8-16KW �1 3000 �1 1500 �1 300 �1 600 

 

2.10 �d�Œ���v�•�‰�}�Œ�š���š�]�}�v���•�µ�‰�‰�}�Œ�š 
�&�}�Œ�� �í�î�l�í�ð�l�í�ò�l�t�� �u�}�����o�U�� �š�Z���Œ���� �]�•�� ���� �š�Œ���v�•�‰�}�Œ�š���š�]�}�v�� �•�µ�‰�‰�}�Œ�š�� �Á�Z�]���Z�� �]�•�� �µ�•������ �š�}�� �‰�Œ�}�š�����š�� �š�µ�����•�� �(�Œ�}�u�� ���Œ�����l�]�v�P�� ���µ�Œ�]�v�P��

�š�Œ���v�•�‰�}�Œ�š���š�]�}�v�����v�����š�Z�]�•���•�µ�‰�‰�}�Œ�š���•�Z�}�µ�o�����������š���l���v���}�(�(�������(�}�Œ�����š�µ�Œ�v�]�v�P���}�v���š�Z�����Z�����š���‰�µ�u�‰�X 

�&�]�P�µ�Œ�����ï-�î�X�í�î�W���Z���u�}�À�����š�Z�����š�Œ���v�•�‰�}�Œ�š���š�]�}�v���•�µ�‰�‰�}�Œ�š 
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3 �t���š���Œ���W�]�‰���Á�}�Œ�l 

3.1 �t���š���Œ�����]�Œ���µ�]�š�����Z�����l�• 
�D���š�Z���Œ�u���o���D�}�v�}���µ�v�]�š�•�����Œ�������‹�µ�]�‰�‰�������Á�]�š�Z�������Á���š���Œ���]�v�o���š�����v�����}�µ�š�o���š���(�}�Œ�����}�v�v�����š�]�}�v���š�}�������Á���š���Œ�����]�Œ���µ�]�š�X���D���š�Z���Œ�u���o���D�}�v�}���µ�v�]�š�•��

�•�Z�}�µ�o�����}�v�o�Ç�����������}�v�v�����š�������š�}�����o�}�•�������Á���š���Œ�����]�Œ���µ�]�š�•�X�����}�v�v�����š�]�}�v���š�}�����v���}�‰���v���Á���š���Œ�����]�Œ���µ�]�š���Á�}�µ�o�����o���������š�}�����Æ�����•�•�]�À�������}�Œ�Œ�}�•�]�}�v��

�}�(���š�Z�����Á���š���Œ���‰�]�‰�]�v�P�X���K�v�o�Ç���u���š���Œ�]���o�•�����}�u�‰�o�Ç�]�v�P���Á�]�š�Z�����o�o�����‰�‰�o�]�������o�����o���P�]�•�o���š�]�}�v���•�Z�}�µ�o�����������µ�•�����X 

�����(�}�Œ�������}�v�š�]�v�µ�]�v�P���]�v�•�š���o�o���š�]�}�v���}�(���š�Z�����µ�v�]�š�U�����Z�����l���š�Z�����(�}�o�o�}�Á�]�v�P�W 

 The maximum water pressure �G��3 bar. 

 The maximum water temperature �G��70�£�� according to safety device setting. 

 Always use materials that are compatible with the water used in the system and with the materials used in the unit. 

 Ensure that components installed in the field piping can withstand the water pressure and temperature. 

 Drain taps must be provided at all low points of the system to permit complete drainage of the circuit during 

maintenance. 

 Air vents must be provided at all high points of the system. The vents should be located at points that are easily 

accessible for service. An automatic air purge is provided inside the unit. Check that this air purge valve is not 

tightened so that automatic release of air in the water circuit is possible. 

 

3.2 �t���š���Œ���s�}�o�µ�u�������v�������Æ�‰���v�•�]�}�v���s���•�•���o���W�Œ��-�‰�Œ���•�•�µ�Œ�������Z�����l�• 
�d�Z���� �µ�v�]�š�•�� ���Œ���� ���‹�µ�]�‰�‰������ �Á�]�š�Z�� ���v�� ���Æ�‰���v�•�]�}�v�� �À���•�•���o�� �}�(�� �ô�>�� �š�Z���š�� �Z���•�� ���� �����(���µ�o�š�� �‰�Œ��-�‰�Œ���•�•�µ�Œ���� �}�(�� �í�X�ñ�� �����Œ�X�� �d�}�� ���•�•�µ�Œ���� �‰�Œ�}�‰���Œ��

�}�‰���Œ���š�]�}�v���}�(���š�Z�����µ�v�]�š�U���š�Z�����‰�Œ��-�‰�Œ���•�•�µ�Œ�����}�(���š�Z�������Æ�‰���v�•�]�}�v���À���•�•���o���u�]�P�Z�š���v���������š�}�������������i�µ�•�š�����X 

 Check that the total water volume in the installation, excluding the internal water volume of the unit, is at least 40L. 

 Expansion vessel volume must fit the total water system volume. 

 To size the expansion for the heating and cooling circuit. 

The expansion vessel volume can follow the figure below: 

�&�]�P�µ�Œ�����ï-�ï�X�í�W��Expansion vessel volume 

 

Notes: 

 In most applications this minimum water volume will be satisfactory. 

 In critical processes or in rooms with a high heat load though, extra water might be required. 

 When circulation in each space heating loop is controlled by remotely controlled valves, it is important that this 

minimum water volume is kept even if all the valves are closed. 
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3.3 �t���š���Œ�����]�Œ���µ�]�š�����}�v�v�����š�]�}�v 
Water connections must be made correctly in accordance with the labels on the outdoor unit, with respect to the water 

inlet and water outlet. If air, moisture or dust gets in the water circuit, problems may occur. Therefore, always take into 

account the following when connecting the water circuit: 

 Use clean pipes only. 

 Hold the pipe end downwards when removing burrs 

 Cover the pipe end when inserting it through a wall to prevent dust and dirt entering. 

 Use a good thread sealant for sealing the connections. The sealing must be able to withstand the pressures and 

temperatures of the system. 

 When using non-copper metallic piping, be sure to insulate the two kind of materials from each other to prevent 

galvanic corrosion. 

 For copper is a soft material, use appropriate tools for connecting the water circuit. Inappropriate tools will cause 

damage to the pipes 

 

3.4 �t���š���Œ�����]�Œ���µ�]�š���� �v�š�]-�(�Œ�����Ì�����W�Œ�}�š�����š�]�}�v�� 
Ice formation can cause damage to the hydronic system. All internal hydronic parts are insulated to reduce heat loss. 

Insulation must also be added to the field piping.  

 The software contains special functions using the heat pump to protect the entire system against freezing.  

When the temperature of the water flow in the system drops to a certain value, the unit will heat the water, either 

using the heat pump, or the backup heater. The freeze protection function will turn off only when the temperature 

increases to a certain value. 

 In event of a power failure, the above features would not protect the unit from freezing. 

Since a power failure could happen when the unit is unattended, the supplier recommends use anti-freeze fluid to 

the water system.  

 Depending on the expected lowest outdoor temperature, make sure the water system is filled with a concentration 

of glycol as mentioned in the table below. When glycol is added to the system, the freezing point of water will be 

lower and the performance of the unit will be affected. The correction factor of the unit capacity, flow rate and 

pressure drop of the system is listed in the table 3-3.1 and 3-3.2. 
�d�����o�����ï-�ï�X�í�W�����š�Z�Ç�o���v�����'�o�Ç���}�o�~�d�}�Æ�]���• 

���}�v�����v�š�Œ���š�]�}�v��

�}�(�� ���š�Z�Ç�o���v����

�P�o�Ç���}�o���~�9�• 

�D�}���]�(�]�����š�]�}�v�����}���(�(�]���]���v�š 
�D�]�v�]�u�µ�u���}�µ�š���}�}�Œ��

�š���u�‰���Œ���š�µ�Œ���~�£���• 
���}�}�o�]�v�P�������‰�����]�š�Ç��

�u�}���]�(�]�����š�]�}�v 

�W�}�Á���Œ���]�v�‰�µ�š��

�u�}���]�(�]�����š�]�}�v 
�t���š���Œ���Œ���•�]�•�š���v���� 

�t���š���Œ���(�o�}�Á��

�u�}���]�(�]�����š�]�}�v 

�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �ì 

�í�ì �ì�X�õ�ô�ð �ì�X�õ�õ�ô �í�X�í�í�ô �í�X�ì�í�õ -�ñ 

�î�ì �ì�X�õ�ó�ï �ì�X�õ�õ�ñ �í�X�î�ò�ô �í�X�ì�ñ�í -�í�ñ 

�ï�ì �ì�X�õ�ò�ñ �ì�X�õ�õ�î �í�X�ð�ô�î �í�X�ì�õ�î -�î�ñ 

 
�d�����o�����ï-�ï�X�î�W���W�Œ�}�‰�Ç�o���v�����'�o�Ç���}�o�~�>�}�Á���d�}�Æ�]���V���/�v���o�µ���]�v�P���š�Z�����v�������•�•���Œ�Ç���]�v�Z�]���]�š�}�Œ�•�U�����o���•�•�]�(�]���������•�������š���P�}�Œ�Ç���/�/�/���������}�Œ���]�v�P���š�}�����E�í�ó�í�ó�• 

���}�v�����v�š�Œ���š�]�}�v��

�}�(�� �‰�Œ�}�‰�Ç�o���v����

�P�o�Ç���}�o���~�9�• 

�D�}���]�(�]�����š�]�}�v�����}���(�(�]���]���v�š 
�D�]�v�]�u�µ�u���}�µ�š���}�}�Œ��

�š���u�‰���Œ���š�µ�Œ���~�£���• 
���}�}�o�]�v�P�������‰�����]�š�Ç��

�u�}���]�(�]�����š�]�}�v 

�W�}�Á���Œ���]�v�‰�µ�š��

�u�}���]�(�]�����š�]�}�v 
�t���š���Œ���Œ���•�]�•�š���v���� 

�t���š���Œ���(�o�}�Á��

�u�}���]�(�]�����š�]�}�v 

�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �í�X�ì�ì�ì �ì 

�í�ì �ì�X�õ�ó�ò �ì�X�õ�õ�ò �í�X�ì�ó�í �í�X�ì�ì�ì -�ð 

�î�ì �ì�X�õ�ò�í �ì�X�õ�õ�î �í�X�í�ô�õ �í�X�ì�í�ò -�í�î 

�ï�ì �ì�X�õ�ð�ô �ì�X�õ�ô�ô �í�X�ï�ô�ì �í�X�ì�ï�ð -�î�ì 

 

�'�o�Ç���}�o�������•�}�Œ���•���Á���š���Œ���(�Œ�}�u���]�š�•�����v�À�]�Œ�}�v�u���v�š�X���d�Z���Œ���(�}�Œ�������}���E�K�d�����������P�o�Ç���}�o���š�Z���š���Z���•���������v�����Æ�‰�}�•�������š�}�����]�Œ�X���>�����À�]�v�P���š�Z���������‰���}�(�(��

�š�Z�����P�o�Ç���}�o�����}�v�š���]�v���Œ�������µ�•���•���š�Z�������}�v�����v�š�Œ���š�]�}�v���}�(���Á���š���Œ���š�}���]�v���Œ�����•���X���d�Z�����P�o�Ç���}�o�����}�v�����v�š�Œ���š�]�}�v���]�•���š�Z���v���o�}�Á���Œ���š�Z���v�����•�•�µ�u�����X��
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���•�������Œ���•�µ�o�š�U���š�Z�����Z�Ç���Œ���µ�o�]�������}�u�‰�}�v���v�š�•���u�]�P�Z�š���(�Œ�����Ì�����µ�‰�����(�š���Œ�����o�o�X���d���l�����‰�Œ���À���v�š�]�À���������š�]�}�v�•���š�}�����v�•�µ�Œ���������u�]�v�]�u���o�����Æ�‰�}�•�µ�Œ�����}�(��

�š�Z�����P�o�Ç���}�o���š�}�����]�Œ�X 

���µ�����š�}���š�Z�����‰�Œ���•���v�������}�(���P�o�Ç���}�o�U�����}�Œ�Œ�}�•�]�}�v���}�(���š�Z�����•�Ç�•�š���u���]�•���‰�}�•�•�]���o���X���h�v�]�v�Z�]���]�š�������P�o�Ç���}�o���Á�]�o�o���š�µ�Œ�v�������]���]�����µ�v�����Œ���š�Z�����]�v�(�o�µ���v�������}�(��

�}�Æ�Ç�P���v�X���d�Z�]�•���‰�Œ�}�����•�•���]�•�����������o���Œ���š���������Ç���‰�Œ���•���v�������}�(�����}�‰�‰���Œ�����v�������š���Z�]�P�Z���Œ���š���u�‰���Œ���š�µ�Œ���•�X���d�Z���������]���]�����µ�v�]�v�Z�]���]�š�������P�o�Ç���}�o�����š�š�����l�•��

�u���š���o���•�µ�Œ�(�������•�����v�����(�}�Œ�u�•���P���o�À���v�]�������}�Œ�Œ�}�•�]�}�v�������o�o�•���š�Z���š�������µ�•�����•���À���Œ���������u���P�����š�}���š�Z�����•�Ç�•�š���u�X���/�š���]�•���}�(�����Æ�š�Œ���u�����]�u�‰�}�Œ�š���v�����W 

 That the water treatment is correctly executed by a qualified water specialist. 

 That a glycol with corrosion inhibitors is selected to counteract acids formed by the oxidation of glycols. 

 That in case of an installation with a domestic hot water tank, only the use of propylene glycol is allowed. If the 

system does NOT contain a domestic hot water tank, then you can use either propylene glycol or ethylene glycol; 

 That no automotive glycol is used because their corrosion inhibitors have a limited lifetime and contain silicates that 

can foul or plug the system; 

 That galvanized piping is not used in glycol systems since it may lead to the precipitation of certain elements in the 

glycol�[s corrosion inhibitor; 

 To ensure that the glycol is compatible with the materials used in the system. 

 Protection against bursting: the glycol will prevent the piping from bursting, but NOT the liquid inside the piping from 

freezing. 

 Protection against freezing: the glycol will prevent the liquid inside the piping from freezing. 

 The required concentration might differ depending on the type of glycol. ALWAYS compare the requirements from 

the table above with the specifications provided by the glycol manufacturer. If necessary, meet the requirements set 

by the glycol manufacturer. 

 If the liquid in the system is frozen, the pump will NOT be able to start. Mind that if you only prevent the system from 

bursting, the liquid inside might still freeze. 

 When water is at standstill inside the system, the system is very likely to freeze and get damaged. 

 

3.5 �t���š���Œ���&�o�}�Á��� �̂Á�]�š���Z 
�t���š���Œ���u���Ç�����v�š���Œ���]�v�š�}���š�Z�����(�o�}�Á���•�Á�]�š���Z�����v���������v�v�}�š�����������Œ���]�v�������}�µ�š�����v�����u���Ç��

�(�Œ�����Ì���� �Á�Z���v�� �š�Z���� �š���u�‰���Œ���š�µ�Œ���� �]�•�� �o�}�Á�� ���v�}�µ�P�Z�X�� �d�Z���� �(�o�}�Á�� �•�Á�]�š���Z�� �•�Z�}�µ�o���� ������

�Œ���u�}�À���������v�������Œ�]�����U���š�Z���v�������v���������Œ���]�v�•�š���o�o�������]�v���š�Z�����µ�v�]�š�X 

 Counterclockwise rotation, remove the water flow switch. 

 Drying the water flow switch completely. 

 

3.6 �������]�v�P���t���š���Œ 
 Connect the water supply to the fill valve and open the valve. 

 Make sure the automatic air purge valve is open (at least 2 turns). 

Refer to Figure 3-3.3. 

 Fill with water until the manometer indicates a pressure of 

approximately 2.0 bars. Remove air in the circuit as much as possible 

using the air purge valve. Air in the water circuit could lead to 

malfunction of the backup electric heater. 

 

3.7 �t���š���Œ���W�]�‰�]�v�P���/�v�•�µ�o���š�]�}�v 
�d�Z���� ���}�u�‰�o���š���� �Á���š���Œ�� ���]�Œ���µ�]�š�� �]�v���o�µ���]�v�P�� ���o�o�� �‰�]�‰�]�v�P�U���Á���š���Œ�� �‰�]�‰�]�v�P���u�µ�•�š�� ������ �]�v�•�µ�o���š������ �š�}�� �‰�Œ���À���v�š�� ���}�v�����v�•���š�]�}�v�� ���µ�Œ�]�v�P�� ���}�}�o�]�v�P��

�}�‰���Œ���š�]�}�v�����v�����Œ�����µ���š�]�}�v���}�(���š�Z�����Z�����š�]�v�P�����v�������}�}�o�]�v�P�������‰�����]�š�Ç�����•���Á���o�o�����•���‰�Œ���À���v�š�]�}�v���}�(���(�Œ�����Ì�]�v�P���}�(���š�Z�����}�µ�š�•�]�������Á���š���Œ���‰�]�‰�]�v�P��

���µ�Œ�]�v�P���Á�]�v�š���Œ�X���d�Z�����]�v�•�µ�o���š�]�}�v���u���š���Œ�]���o���•�Z�}�µ�o�������š���o�����•�š���}�(�����í���(�]�Œ�����Œ���•�]�•�š���v�������Œ���š�]�v�P�����v�������}�u�‰�o�]���•���Á�]�š�Z�����o�o�����‰�‰�o�]�������o�����o���P�]�•�o���š�]�}�v�X��

�d�Z���� �š�Z�]���l�v���•�•�� �}�(�� �š�Z���� �•�����o�]�v�P���u���š���Œ�]���o�•�� �u�µ�•�š�������� ���š�� �o�����•�š���í�ï�u�u���Á�]�š�Z���š�Z���Œ�u���o�����}�v���µ���š�]�À�]�š�Ç���ì�X�ì�ï�õ�t�l�u�<�� �]�v�� �}�Œ�����Œ���š�}���‰�Œ���À���v�š��

�(�Œ�����Ì�]�v�P���}�v���š�Z�����}�µ�š�•�]�������Á���š���Œ���‰�]�‰�]�v�P�X���/�(���š�Z�����}�µ�š���}�}�Œ�����u���]���v�š���š���u�‰���Œ���š�µ�Œ�����]�•���Z�]�P�Z���Œ���š�Z���v���ï�ì�£�������v�����š�Z�����Z�µ�u�]���]�š�Ç���]�•���Z�]�P�Z���Œ��

�š�Z���v���Z�,���ô�ì�9�U���š�Z�����š�Z�]���l�v���•�•���}�(���š�Z�����•�����o�]�v�P���u���š���Œ�]���o�•���•�Z�}�µ�o�������������š���o�����•�š���î�ì�u�u���]�v���}�Œ�����Œ���š�}�����À�}�]�������}�v�����v�•���š�]�}�v���}�v���š�Z�����•�µ�Œ�(��������

�}�(���š�Z�����•�����o�X 

�&�]�P�µ�Œ�����ï-�ï�X�î�W���t���š���Œ���(�o�}�Á���•�Á�]�š���Z�� 

 

�&�]�P�µ�Œ�����ï-�ï�X�ï�W�����]�Œ���‰�µ�Œ�P�����À���o�À���� 

 

Do not fasten the black plastic
cover on the vent valve at the
topside of the unit when the
system is running. Open air
purgevalve,turnanticlockWise
at least2 full turnsto releaseair
from the system.
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4 ���o�����š�Œ�]�����o���t �]�Œ�]�v�P 

4.1 �'���v���Œ���o 

 

 

4.2 �W�Œ�������µ�š�]�}�v�• 
 Fix cables so that cables do not make contact with the pipes (especially on the high pressure side). 

 Secure the electrical wiring with cable ties as shown in Figure 3-1.14 and Figure 3-1.15. So that it does not come in 

contact with the piping, particularly on the high-pressure side. 

 
�&�]�P�µ�Œ�����ï-�ð�X�í�W���t�]�Œ�]�v�P���Z�}�o�����(�}�Œ���ð�l�ò�l�t���u�}�����o�• 

 

�>���P���v�� 

�í �,�]�P�Z���À�}�o�š���P�����Á�]�Œ�����Z�}�o�� 

�î �>�}�Á���À�}�o�š���P�����Á�]�Œ�����Z�}�o�� 

�ï ���Œ���]�v���P�����‰�]�‰�����Z�}�o�� 

�ð �t���š���Œ���}�µ�š�o���š 

�ñ �t���š���Œ���]�v�o���š 

�&�]�P�µ�Œ�����ï-�ð�X�î�W���t�]�Œ�]�v�P���Z�}�o�����(�}�Œ���ô�•�í�ò�l�t���u�}�����o�• 

 

�>���P���v�� 

�í �,�]�P�Z���À�}�o�š���P�����Á�]�Œ�����Z�}�o�� 

�î �>�}�Á���À�}�o�š���P�����Á�]�Œ�����Z�}�o�� 

�ï ���Œ���]�v���P�����‰�]�‰�����Z�}�o�� 

�ð �t���š���Œ���}�µ�š�o���š 

�ñ �t���š���Œ���]�v�o���š 

 

Caution 

�ƒ All installation and wiring must be carried out by ���}�u�‰���š���v�š�� ���v�����•�µ�]�š�����o�Ç�� �‹�µ���o�]�(�]�����U�� �����Œ�š�]�(�]������ ���v���� �������Œ�����]�š������

�‰�Œ�}�(���•�•�]�}�v���o�•��and in accordance with all applicable legislation. 

�ƒ Electrical systems should be grounded in accordance with all applicable legislation. 

�ƒ Overcurrent circuit breakers and residual-current circuit breakers (ground fault circuit interrupters) should be 

used in accordance with all applicable legislation. 

�ƒ Wiring patterns shown in this data book are general connection guides only and are not intended for, or to 

include all details for, any specific installation.  

�ƒ The water piping, power wiring and communication wiring are typically run in parallel. However the 

communication wiring should not be bound together with power wiring. To prevent signal interference, the 

power wiring and communication wiring should not be run in the same conduit. If the power supply is less than 

10A, a separation of at least 300mm between power wiring and communication wiring conduits should be 

maintained; if the power supply is in the range 10A to 50A then a separation of at least 500mm should be 

maintained. 

�E�}�š���•���(�}�Œ���]�v�•�š���o�o���Œ�• �#  














































































